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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974591
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-90HE-L930-CP080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6928.5 lumens
Efficiency: N/A

Efficacy: 98.6 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  70.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974591
CATALOG NUMBER: FLR2-24-90HE-L930-CP080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974591
CATALOG NUMBER: FLR2-24-90HE-L930-CP080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3298 3298 3298
5° 3305 3305 3303

10° 3307 3306 3305
15° 3308 3307 3307
20° 3305 3304 3299
25° 3299 3292 3287
30° 3284 3274 3267
35° 3262 3254 3242
40° 3234 3214 3209
45° 3192 3173 3163
50° 3132 3108 3099
55° 3058 3015 3010
60° 2930 2878 2878
65° 2741 2677 2685
70° 2467 2391 2384
75° 2072 1989 1980
80° 1513 1438 1499
85° 855 787 801

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3192 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974591
CATALOG NUMBER: FLR2-24-90HE-L930-CP080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 232.7 3.4 0° 2451 2451 2451 2451 2451
10°-20° 670.3 9.7 5° 2447 2448 2447 2447 2445 233
20°-30° 1022.1 14.8 15° 2375 2374 2374 2376 2374 671
30°-40° 1238.3 17.9 25° 2222 2219 2218 2217 2214 1024
40°-50° 1286.3 18.6 35° 1986 1984 1981 1977 1974 1242
50°-60° 1150.7 16.6 45° 1677 1674 1668 1664 1662 1293
60°-70° 838.6 12.1 55° 1304 1294 1285 1285 1283 1161
70°-80° 415.3 6.0 65° 861 854 841 844 844 854
80°-90° 74.2 1.1 75° 398 392 383 390 381 425
90°-100° 0.0 0.0 85° 55 51 51 52 52 77
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1925.1 27.8
0°-40° 3163.4 45.7
0°-60° 5600.3 80.8
0°-90° 6928.5 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6928.5 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974591
CATALOG NUMBER: FLR2-24-90HE-L930-CP080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2451.4 2451.4 2451.4 2451.4 2451.4
2.5° 2451.4 2450.6 2450.6 2451.4 2449.7

5° 2447.0 2447.9 2447.0 2447.0 2445.3
7.5° 2437.4 2436.5 2435.6 2436.5 2433.8
10° 2420.7 2420.7 2419.8 2420.7 2418.9

12.5° 2400.4 2400.4 2400.4 2401.3 2400.4
15° 2374.9 2374.0 2374.0 2375.8 2374.0

17.5° 2345.0 2344.1 2344.1 2343.2 2341.5
20° 2308.1 2308.1 2307.2 2306.3 2303.7

22.5° 2268.5 2267.6 2265.0 2265.0 2261.4
25° 2221.9 2219.2 2217.5 2216.6 2213.9

27.5° 2170.8 2167.3 2164.7 2162.9 2160.3
30° 2113.7 2110.2 2107.5 2104.9 2103.1

32.5° 2052.1 2050.3 2045.9 2045.1 2041.5
35° 1986.1 1983.5 1980.9 1977.3 1973.8

37.5° 1915.8 1913.1 1907.0 1905.2 1902.6
40° 1841.0 1837.5 1829.6 1829.6 1826.9

42.5° 1761.0 1757.4 1752.2 1748.6 1746.9
45° 1677.4 1673.9 1667.7 1664.2 1662.4

47.5° 1588.6 1585.9 1578.9 1576.2 1573.6
50° 1496.2 1492.7 1484.8 1483.0 1480.4

52.5° 1399.4 1397.7 1387.1 1386.2 1383.6
55° 1303.6 1293.9 1285.1 1285.1 1283.3

57.5° 1198.0 1191.0 1179.5 1179.5 1177.8
60° 1088.9 1082.8 1069.6 1071.3 1069.6

62.5° 982.5 969.3 957.0 962.3 957.9
65° 861.1 854.1 840.9 844.4 843.5

67.5° 750.3 737.1 724.8 731.8 728.3
70° 627.2 620.1 607.8 614.8 606.0

72.5° 511.0 504.9 492.6 500.5 491.7
75° 398.5 392.3 382.6 389.7 380.9

77.5° 292.0 287.6 278.8 285.9 287.6
80° 195.3 190.0 185.6 191.8 193.5

82.5° 114.3 110.8 109.1 109.9 114.3
85° 55.4 51.0 51.0 51.9 51.9

87.5° 15.0 13.2 15.0 15.8 16.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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