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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974745
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-90HE-L935-CP080
Description:  SHAPER SENSE CIRCLE

Light Source:  
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7095.5 lumens
Efficiency: N/A

Efficacy: 100.9 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  70.3
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974745
CATALOG NUMBER: FLR2-24-90HE-L935-CP080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974745
CATALOG NUMBER: FLR2-24-90HE-L935-CP080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3378 3378 3378
5° 3385 3385 3382

10° 3387 3386 3384
15° 3388 3387 3387
20° 3384 3383 3378
25° 3378 3371 3366
30° 3363 3353 3346
35° 3341 3332 3320
40° 3312 3291 3286
45° 3269 3250 3240
50° 3207 3183 3173
55° 3132 3087 3083
60° 3001 2948 2948
65° 2808 2742 2750
70° 2527 2448 2441
75° 2122 2037 2027
80° 1550 1473 1536
85° 875 806 820

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3269 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974745
CATALOG NUMBER: FLR2-24-90HE-L935-CP080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 238.3 3.4 0° 2510 2510 2510 2510 2510
10°-20° 686.5 9.7 5° 2506 2507 2506 2506 2504 238
20°-30° 1046.7 14.8 15° 2432 2431 2431 2433 2431 687
30°-40° 1268.1 17.9 25° 2275 2273 2271 2270 2267 1049
40°-50° 1317.3 18.6 35° 2034 2031 2029 2025 2021 1272
50°-60° 1178.4 16.6 45° 1718 1714 1708 1704 1702 1324
60°-70° 858.9 12.1 55° 1335 1325 1316 1316 1314 1189
70°-80° 425.3 6.0 65° 882 875 861 865 864 874
80°-90° 76.0 1.1 75° 408 402 392 399 390 435
90°-100° 0.0 0.0 85° 57 52 52 53 53 79
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1971.5 27.8
0°-40° 3239.6 45.7
0°-60° 5735.3 80.8
0°-90° 7095.5 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 7095.5 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974745
CATALOG NUMBER: FLR2-24-90HE-L935-CP080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2510.5 2510.5 2510.5 2510.5 2510.5
2.5° 2510.5 2509.6 2509.6 2510.5 2508.7

5° 2506.0 2506.9 2506.0 2506.0 2504.2
7.5° 2496.1 2495.2 2494.3 2495.2 2492.5
10° 2479.0 2479.0 2478.1 2479.0 2477.2

12.5° 2458.3 2458.3 2458.3 2459.2 2458.3
15° 2432.1 2431.2 2431.2 2433.0 2431.2

17.5° 2401.5 2400.6 2400.6 2399.7 2397.9
20° 2363.7 2363.7 2362.8 2361.9 2359.2

22.5° 2323.1 2322.2 2319.5 2319.5 2315.9
25° 2275.4 2272.7 2270.9 2270.0 2267.3

27.5° 2223.2 2219.6 2216.9 2215.0 2212.3
30° 2164.6 2161.0 2158.3 2155.6 2153.8

32.5° 2101.5 2099.7 2095.2 2094.3 2090.7
35° 2034.0 2031.3 2028.6 2025.0 2021.4

37.5° 1961.9 1959.2 1952.9 1951.1 1948.4
40° 1885.4 1881.8 1873.6 1873.6 1870.9

42.5° 1803.4 1799.8 1794.4 1790.8 1789.0
45° 1717.8 1714.2 1707.9 1704.3 1702.5

47.5° 1626.8 1624.1 1616.9 1614.2 1611.5
50° 1532.2 1528.6 1520.5 1518.7 1516.0

52.5° 1433.2 1431.4 1420.5 1419.6 1416.9
55° 1335.0 1325.1 1316.1 1316.1 1314.3

57.5° 1226.9 1219.7 1208.0 1208.0 1206.2
60° 1115.2 1108.9 1095.4 1097.2 1095.4

62.5° 1006.2 992.7 980.1 985.5 981.0
65° 881.9 874.7 861.2 864.8 863.9

67.5° 768.4 754.9 742.3 749.5 745.9
70° 642.3 635.1 622.4 629.7 620.6

72.5° 523.4 517.1 504.4 512.6 503.5
75° 408.1 401.8 391.8 399.1 390.0

77.5° 299.1 294.6 285.6 292.8 294.6
80° 200.0 194.6 190.1 196.4 198.2

82.5° 117.1 113.5 111.7 112.6 117.1
85° 56.7 52.2 52.2 53.1 53.1

87.5° 15.3 13.5 15.3 16.2 17.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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