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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974319
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-65-L840-CP375
Description:  SHAPER SENSE CIRCLE

Light Source:  FLR2-24-65-L840-CP375
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5903.4 lumens
Efficiency: N/A

Efficacy: 110.6 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  53.4
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P974319
CATALOG NUMBER: FLR2-24-65-L840-CP375

0% Up

100% Dn

0 cd

522 cd

1,045 cd

1,567 cd

2,089 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974319
CATALOG NUMBER: FLR2-24-65-L840-CP375

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2810 2810 2810
5° 2816 2816 2814

10° 2818 2817 2816
15° 2819 2818 2818
20° 2816 2815 2810
25° 2810 2805 2801
30° 2798 2790 2784
35° 2780 2772 2762
40° 2755 2738 2734
45° 2719 2704 2695
50° 2668 2648 2640
55° 2605 2569 2565
60° 2497 2452 2452
65° 2336 2281 2288
70° 2102 2037 2031
75° 1765 1695 1687
80° 1289 1225 1278
85° 729 672 682

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2719 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974319
CATALOG NUMBER: FLR2-24-65-L840-CP375

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 198.3 3.4 0° 2089 2089 2089 2089 2089
10°-20° 571.2 9.7 5° 2085 2086 2085 2085 2084 198
20°-30° 870.8 14.8 15° 2024 2023 2023 2024 2023 571
30°-40° 1055.1 17.9 25° 1893 1891 1889 1889 1886 872
40°-50° 1096.0 18.6 35° 1692 1690 1688 1685 1682 1058
50°-60° 980.4 16.6 45° 1429 1426 1421 1418 1416 1101
60°-70° 714.5 12.1 55° 1111 1102 1095 1095 1094 990
70°-80° 353.9 6.0 65° 734 728 716 720 719 727
80°-90° 63.2 1.1 75° 340 334 326 332 324 362
90°-100° 0.0 0.0 85° 47 44 44 44 44 65
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1640.3 27.8
0°-40° 2695.4 45.7
0°-60° 4771.7 80.8
0°-90° 5903.4 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5903.4 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974319
CATALOG NUMBER: FLR2-24-65-L840-CP375

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2088.7 2088.7 2088.7 2088.7 2088.7
2.5° 2088.7 2088.0 2088.0 2088.7 2087.2

5° 2085.0 2085.7 2085.0 2085.0 2083.5
7.5° 2076.7 2076.0 2075.2 2076.0 2073.7
10° 2062.5 2062.5 2061.7 2062.5 2061.0

12.5° 2045.3 2045.3 2045.3 2046.0 2045.3
15° 2023.5 2022.8 2022.8 2024.3 2022.8

17.5° 1998.0 1997.3 1997.3 1996.5 1995.0
20° 1966.6 1966.6 1965.8 1965.1 1962.8

22.5° 1932.8 1932.1 1929.8 1929.8 1926.8
25° 1893.1 1890.9 1889.4 1888.6 1886.4

27.5° 1849.6 1846.7 1844.4 1842.9 1840.7
30° 1800.9 1797.9 1795.7 1793.4 1791.9

32.5° 1748.5 1747.0 1743.2 1742.5 1739.5
35° 1692.3 1690.0 1687.8 1684.8 1681.8

37.5° 1632.3 1630.1 1624.8 1623.3 1621.1
40° 1568.6 1565.6 1558.9 1558.9 1556.6

42.5° 1500.4 1497.4 1492.9 1489.9 1488.4
45° 1429.2 1426.2 1421.0 1418.0 1416.5

47.5° 1353.5 1351.3 1345.3 1343.0 1340.8
50° 1274.8 1271.8 1265.1 1263.6 1261.3

52.5° 1192.4 1190.9 1181.9 1181.1 1178.9
55° 1110.7 1102.4 1095.0 1095.0 1093.5

57.5° 1020.8 1014.8 1005.0 1005.0 1003.5
60° 927.8 922.6 911.3 912.8 911.3

62.5° 837.1 825.9 815.4 819.9 816.2
65° 733.7 727.7 716.5 719.5 718.7

67.5° 639.3 628.0 617.5 623.5 620.5
70° 534.4 528.4 517.9 523.9 516.4

72.5° 435.4 430.2 419.7 426.4 418.9
75° 339.5 334.3 326.0 332.0 324.5

77.5° 248.8 245.1 237.6 243.6 245.1
80° 166.4 161.9 158.1 163.4 164.9

82.5° 97.4 94.4 92.9 93.7 97.4
85° 47.2 43.5 43.5 44.2 44.2

87.5° 12.7 11.2 12.7 13.5 14.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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