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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974232
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-72-L935-CP080
Description:  SHAPER SENSE CIRCLE

Light Source:  FLR2-24-72-L935-CP080
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5845.9 lumens
Efficiency: N/A

Efficacy: 96.0 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  60.9
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974232
CATALOG NUMBER: FLR2-24-72-L935-CP080
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974232
CATALOG NUMBER: FLR2-24-72-L935-CP080

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2783 2783 2783
5° 2789 2789 2787

10° 2790 2789 2788
15° 2791 2790 2790
20° 2788 2787 2783
25° 2783 2778 2773
30° 2771 2763 2757
35° 2753 2745 2735
40° 2728 2711 2707
45° 2693 2677 2669
50° 2642 2622 2614
55° 2580 2544 2540
60° 2472 2429 2429
65° 2313 2259 2266
70° 2082 2017 2011
75° 1748 1678 1671
80° 1277 1213 1265
85° 722 664 676

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2693 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974232
CATALOG NUMBER: FLR2-24-72-L935-CP080

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 196.3 3.4 0° 2068 2068 2068 2068 2068
10°-20° 565.6 9.7 5° 2065 2065 2065 2065 2063 196
20°-30° 862.3 14.8 15° 2004 2003 2003 2004 2003 566
30°-40° 1044.8 17.9 25° 1875 1872 1871 1870 1868 864
40°-50° 1085.3 18.6 35° 1676 1674 1671 1668 1665 1048
50°-60° 970.9 16.6 45° 1415 1412 1407 1404 1403 1091
60°-70° 707.6 12.1 55° 1100 1092 1084 1084 1083 980
70°-80° 350.4 6.0 65° 727 721 710 712 712 720
80°-90° 62.6 1.1 75° 336 331 323 329 321 358
90°-100° 0.0 0.0 85° 47 43 43 44 44 65
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1624.3 27.8
0°-40° 2669.1 45.7
0°-60° 4725.2 80.8
0°-90° 5845.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5845.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974232
CATALOG NUMBER: FLR2-24-72-L935-CP080

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2068.4 2068.4 2068.4 2068.4 2068.4
2.5° 2068.4 2067.6 2067.6 2068.4 2066.9

5° 2064.7 2065.4 2064.7 2064.7 2063.2
7.5° 2056.5 2055.8 2055.0 2055.8 2053.5
10° 2042.4 2042.4 2041.7 2042.4 2040.9

12.5° 2025.3 2025.3 2025.3 2026.1 2025.3
15° 2003.8 2003.1 2003.1 2004.5 2003.1

17.5° 1978.6 1977.8 1977.8 1977.1 1975.6
20° 1947.4 1947.4 1946.7 1945.9 1943.7

22.5° 1914.0 1913.3 1911.0 1911.0 1908.1
25° 1874.7 1872.4 1871.0 1870.2 1868.0

27.5° 1831.6 1828.7 1826.4 1824.9 1822.7
30° 1783.4 1780.4 1778.2 1776.0 1774.5

32.5° 1731.4 1729.9 1726.2 1725.5 1722.5
35° 1675.8 1673.5 1671.3 1668.4 1665.4

37.5° 1616.4 1614.2 1609.0 1607.5 1605.3
40° 1553.3 1550.3 1543.7 1543.7 1541.4

42.5° 1485.8 1482.8 1478.4 1475.4 1473.9
45° 1415.3 1412.3 1407.1 1404.1 1402.7

47.5° 1340.3 1338.1 1332.2 1329.9 1327.7
50° 1262.4 1259.4 1252.7 1251.3 1249.0

52.5° 1180.8 1179.3 1170.4 1169.6 1167.4
55° 1099.9 1091.7 1084.3 1084.3 1082.8

57.5° 1010.8 1004.9 995.2 995.2 993.7
60° 918.8 913.6 902.5 903.9 902.5

62.5° 829.0 817.8 807.5 811.9 808.2
65° 726.6 720.6 709.5 712.5 711.7

67.5° 633.1 621.9 611.5 617.5 614.5
70° 529.2 523.2 512.8 518.8 511.3

72.5° 431.2 426.0 415.6 422.3 414.9
75° 336.2 331.0 322.8 328.8 321.4

77.5° 246.4 242.7 235.3 241.2 242.7
80° 164.8 160.3 156.6 161.8 163.3

82.5° 96.5 93.5 92.0 92.8 96.5
85° 46.8 43.0 43.0 43.8 43.8

87.5° 12.6 11.1 12.6 13.4 14.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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