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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974376
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-72-L940-CP375
Description:  SHAPER SENSE CIRCLE

Light Source:  FLR2-24-72-L940-CP375
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5597.3 lumens
Efficiency: N/A

Efficacy: 91.9 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  60.9
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974376
CATALOG NUMBER: FLR2-24-72-L940-CP375
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974376
CATALOG NUMBER: FLR2-24-72-L940-CP375

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2665 2665 2665
5° 2670 2670 2668

10° 2672 2671 2670
15° 2673 2672 2672
20° 2670 2669 2665
25° 2665 2659 2655
30° 2653 2645 2640
35° 2635 2629 2619
40° 2612 2596 2592
45° 2578 2564 2555
50° 2530 2511 2503
55° 2470 2435 2432
60° 2367 2325 2325
65° 2215 2163 2170
70° 1993 1932 1926
75° 1673 1607 1600
80° 1223 1161 1211
85° 692 636 647

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2578 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974376
CATALOG NUMBER: FLR2-24-72-L940-CP375

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 188.0 3.4 0° 1980 1980 1980 1980 1980
10°-20° 541.6 9.7 5° 1977 1978 1977 1977 1976 188
20°-30° 825.7 14.8 15° 1919 1918 1918 1919 1918 542
30°-40° 1000.4 17.9 25° 1795 1793 1791 1791 1789 827
40°-50° 1039.1 18.6 35° 1604 1602 1600 1597 1595 1004
50°-60° 929.6 16.6 45° 1355 1352 1347 1344 1343 1044
60°-70° 677.5 12.1 55° 1053 1045 1038 1038 1037 938
70°-80° 335.5 6.0 65° 696 690 679 682 682 690
80°-90° 60.0 1.1 75° 322 317 309 315 308 343
90°-100° 0.0 0.0 85° 45 41 41 42 42 62
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1555.2 27.8
0°-40° 2555.6 45.7
0°-60° 4524.4 80.8
0°-90° 5597.3 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5597.3 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974376
CATALOG NUMBER: FLR2-24-72-L940-CP375

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1980.5 1980.5 1980.5 1980.5 1980.5
2.5° 1980.5 1979.7 1979.7 1980.5 1979.0

5° 1976.9 1977.6 1976.9 1976.9 1975.5
7.5° 1969.1 1968.4 1967.7 1968.4 1966.2
10° 1955.6 1955.6 1954.9 1955.6 1954.2

12.5° 1939.2 1939.2 1939.2 1939.9 1939.2
15° 1918.6 1917.9 1917.9 1919.3 1917.9

17.5° 1894.5 1893.8 1893.8 1893.0 1891.6
20° 1864.6 1864.6 1863.9 1863.2 1861.1

22.5° 1832.6 1831.9 1829.8 1829.8 1827.0
25° 1795.0 1792.9 1791.4 1790.7 1788.6

27.5° 1753.8 1750.9 1748.8 1747.4 1745.2
30° 1707.6 1704.7 1702.6 1700.5 1699.1

32.5° 1657.8 1656.4 1652.9 1652.2 1649.3
35° 1604.5 1602.4 1600.3 1597.4 1594.6

37.5° 1547.7 1545.6 1540.6 1539.2 1537.0
40° 1487.3 1484.4 1478.1 1478.1 1475.9

42.5° 1422.6 1419.8 1415.5 1412.7 1411.3
45° 1355.1 1352.3 1347.3 1344.5 1343.0

47.5° 1283.3 1281.2 1275.5 1273.4 1271.3
50° 1208.7 1205.9 1199.5 1198.1 1195.9

52.5° 1130.6 1129.1 1120.6 1119.9 1117.8
55° 1053.1 1045.3 1038.2 1038.2 1036.8

57.5° 967.8 962.2 952.9 952.9 951.5
60° 879.7 874.8 864.1 865.5 864.1

62.5° 793.7 783.1 773.1 777.4 773.8
65° 695.7 690.0 679.3 682.2 681.5

67.5° 606.1 595.5 585.5 591.2 588.4
70° 506.7 501.0 491.0 496.7 489.6

72.5° 412.9 407.9 397.9 404.3 397.2
75° 321.9 316.9 309.1 314.8 307.7

77.5° 235.9 232.4 225.3 230.9 232.4
80° 157.8 153.5 149.9 154.9 156.3

82.5° 92.4 89.5 88.1 88.8 92.4
85° 44.8 41.2 41.2 41.9 41.9

87.5° 12.1 10.7 12.1 12.8 13.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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