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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P974472
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2411-281-3)

Test Lab:  INNOVATION CENTER
Issue Date:  3/13/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  FAIL-SAFE

Catalog Number:  FLR2-24-72-L950-CP187
Description:  SHAPER SENSE CIRCLE

Light Source:  FLR2-24-72-L950-CP187
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5911.6 lumens
Efficiency: N/A

Efficacy: 97.1 lumens/watt
Spacing Criteria (0/90/45): 1.28 / 1.27 / 1.39

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  60.9
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  
Total Harmonic Distortion (THDi):  

Frequency (hertz):  60
Stabilization Time:   HR

Operation Time:   HR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P974472
CATALOG NUMBER: FLR2-24-72-L950-CP187
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974472
CATALOG NUMBER: FLR2-24-72-L950-CP187

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 100 97 106 102 99 95 98 95 92 94 92 89 91 89 87 85
2 99 91 85 79 97 89 83 78 86 81 76 83 78 75 80 76 73 71
3 91 80 72 66 88 79 71 65 76 69 64 73 68 63 70 66 62 60
4 83 71 62 56 81 70 62 55 67 60 55 65 59 54 63 57 53 51
5 76 64 55 48 74 62 54 48 60 53 47 58 52 47 56 51 46 44
6 70 57 48 42 69 56 48 42 54 47 41 53 46 41 51 45 41 38
7 65 52 43 37 64 51 43 37 49 42 37 48 41 36 47 41 36 34
8 61 47 39 33 59 47 38 33 45 38 33 44 37 32 43 37 32 30
9 57 43 35 30 55 43 35 30 42 34 29 41 34 29 39 33 29 27

10 53 40 32 27 52 39 32 27 38 31 27 38 31 26 37 31 26 25

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2814 2814 2814
5° 2820 2820 2818

10° 2822 2821 2820
15° 2823 2822 2822
20° 2820 2819 2814
25° 2814 2809 2804
30° 2802 2794 2788
35° 2783 2776 2766
40° 2759 2742 2738
45° 2723 2708 2699
50° 2672 2652 2644
55° 2609 2572 2569
60° 2500 2456 2456
65° 2339 2284 2291
70° 2105 2040 2034
75° 1768 1697 1690
80° 1291 1227 1279
85° 730 672 684

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 2723 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974472
CATALOG NUMBER: FLR2-24-72-L950-CP187

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 198.5 3.4 0° 2092 2092 2092 2092 2092
10°-20° 572.0 9.7 5° 2088 2089 2088 2088 2086 199
20°-30° 872.0 14.8 15° 2026 2026 2026 2027 2026 572
30°-40° 1056.6 17.9 25° 1896 1894 1892 1891 1889 874
40°-50° 1097.5 18.6 35° 1695 1692 1690 1687 1684 1060
50°-60° 981.8 16.6 45° 1431 1428 1423 1420 1418 1103
60°-70° 715.5 12.1 55° 1112 1104 1096 1096 1095 991
70°-80° 354.4 6.0 65° 735 729 718 720 720 728
80°-90° 63.4 1.1 75° 340 335 326 332 325 362
90°-100° 0.0 0.0 85° 47 44 44 44 44 66
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1642.5 27.8
0°-40° 2699.1 45.7
0°-60° 4778.3 80.8
0°-90° 5911.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5911.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P974472
CATALOG NUMBER: FLR2-24-72-L950-CP187

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2091.6 2091.6 2091.6 2091.6 2091.6
2.5° 2091.6 2090.9 2090.9 2091.6 2090.1

5° 2087.9 2088.6 2087.9 2087.9 2086.4
7.5° 2079.6 2078.9 2078.1 2078.9 2076.6
10° 2065.4 2065.4 2064.6 2065.4 2063.9

12.5° 2048.1 2048.1 2048.1 2048.9 2048.1
15° 2026.3 2025.6 2025.6 2027.1 2025.6

17.5° 2000.8 2000.1 2000.1 1999.3 1997.8
20° 1969.3 1969.3 1968.6 1967.8 1965.5

22.5° 1935.5 1934.8 1932.5 1932.5 1929.5
25° 1895.8 1893.5 1892.0 1891.2 1889.0

27.5° 1852.2 1849.2 1847.0 1845.5 1843.2
30° 1803.4 1800.4 1798.2 1795.9 1794.4

32.5° 1750.9 1749.4 1745.7 1744.9 1741.9
35° 1694.6 1692.4 1690.1 1687.1 1684.1

37.5° 1634.6 1632.3 1627.1 1625.6 1623.3
40° 1570.8 1567.8 1561.0 1561.0 1558.8

42.5° 1502.5 1499.5 1495.0 1492.0 1490.5
45° 1431.2 1428.2 1422.9 1419.9 1418.4

47.5° 1355.4 1353.1 1347.1 1344.9 1342.6
50° 1276.6 1273.6 1266.8 1265.3 1263.1

52.5° 1194.0 1192.5 1183.5 1182.8 1180.5
55° 1112.2 1104.0 1096.5 1096.5 1095.0

57.5° 1022.2 1016.2 1006.4 1006.4 1004.9
60° 929.1 923.9 912.6 914.1 912.6

62.5° 838.3 827.0 816.5 821.0 817.3
65° 734.7 728.7 717.5 720.5 719.7

67.5° 640.2 628.9 618.4 624.4 621.4
70° 535.1 529.1 518.6 524.6 517.1

72.5° 436.0 430.8 420.3 427.0 419.5
75° 340.0 334.7 326.5 332.5 325.0

77.5° 249.2 245.4 237.9 243.9 245.4
80° 166.6 162.1 158.4 163.6 165.1

82.5° 97.6 94.6 93.1 93.8 97.6
85° 47.3 43.5 43.5 44.3 44.3

87.5° 12.8 11.3 12.8 13.5 14.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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