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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P484984
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35357)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-89BC-LD4-1HI-35-120-EDD-90

Description:  1X4 ORL LED LUMINAIRE WITH 89BC LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3645.4 lumens
Efficiency: N/A

Efficacy: 82.8 lumens/watt
Spacing Criteria (0/90/45): 0.94 / 0.94 / 1.15

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  44
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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TEST NUMBER: P484984

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1HI-35-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P484984

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1HI-35-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 95 92 94 91 89 90 88 86 84

2 99 91 84 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 60

4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 63 58 53 51
5 77 64 55 48 75 63 54 48 61 53 48 59 52 47 57 51 47 45

6 71 58 49 43 69 57 48 42 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 58 44 36 31 56 44 36 31 43 35 30 41 35 30 40 35 30 28

10 54 41 33 28 53 40 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4587 4587 4587
5° 4600 4592 4588

10° 4328 4309 4326
15° 3966 3879 3857
20° 3602 3643 3457
25° 3416 3485 3411
30° 3300 3286 3335
35° 3203 3203 3203
40° 3123 3136 3214
45° 3046 3043 3137
50° 2980 3002 3095
55° 2949 2936 3069
60° 2910 2905 3053
65° 2873 2783 3037
70° 2817 2657 2957
75° 2609 2359 2738
80° 2115 1923 2171
85° 1340 1204 1176
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P484984

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1HI-35-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 158.3 4.3 0° 1705 1705 1705 1705 1705

10°-20° 395.8 10.9 5° 1703 1683 1700 1704 1698 159
20°-30° 534.5 14.7 15° 1424 1428 1392 1400 1385 398

30°-40° 612.1 16.8 25° 1151 1166 1174 1145 1149 531
40°-50° 627.0 17.2 35° 975 977 975 976 975 611

50°-60° 568.9 15.6 45° 800 807 800 832 824 619
60°-70° 444.0 12.2 55° 628 628 626 648 654 562

70°-80° 251.8 6.9 65° 451 441 437 457 477 447
80°-90° 52.9 1.5 75° 251 232 227 240 263 262

90°-100° 0.0 0.0 85° 43 39 39 36 38 57
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1088.6 29.9
0°-40° 1700.7 46.7
0°-60° 2896.7 79.5
0°-90° 3645.4 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3645.4 100.0
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TEST NUMBER: P484984

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1HI-35-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1704.6 1704.6 1704.6 1704.6 1704.6

2.5° 1715.2 1701.9 1690.4 1709.0 1707.2
5° 1702.8 1683.3 1700.1 1703.7 1698.4

7.5° 1670.0 1657.6 1658.5 1651.4 1650.5
10° 1584.0 1591.1 1576.9 1589.3 1583.1

12.5° 1510.4 1514.9 1490.0 1495.4 1488.3
15° 1423.6 1428.0 1392.5 1399.6 1384.6

17.5° 1328.7 1344.7 1315.4 1324.3 1308.3
20° 1257.8 1271.1 1272.0 1257.8 1207.3

22.5° 1202.0 1215.3 1225.9 1183.4 1178.0
25° 1150.6 1165.6 1173.6 1145.2 1148.8

27.5° 1099.1 1116.0 1116.0 1122.2 1114.2
30° 1061.9 1069.0 1057.5 1080.5 1073.4

32.5° 1017.6 1020.3 1010.5 1027.3 1002.5
35° 975.0 976.8 975.0 975.9 975.0

37.5° 934.3 929.8 937.8 932.5 949.3
40° 889.1 889.1 892.6 901.5 914.8

42.5° 847.4 850.9 846.5 871.3 876.7
45° 800.4 806.6 799.5 832.3 824.4

47.5° 757.9 760.5 758.8 780.9 782.7
50° 711.8 715.3 717.1 736.6 739.3

52.5° 673.7 672.8 666.6 694.9 699.4
55° 628.5 627.6 625.8 648.0 654.2

57.5° 582.4 583.3 587.7 600.1 615.2
60° 540.7 536.3 539.8 554.9 567.3

62.5° 498.2 490.2 482.2 507.0 518.5
65° 451.2 441.4 437.0 457.4 476.9

67.5° 407.7 391.8 389.1 403.3 426.4
70° 358.1 338.6 337.7 348.4 375.8

72.5° 303.2 286.3 281.9 296.1 320.9
75° 250.9 232.2 226.9 240.2 263.3

77.5° 194.1 179.1 175.5 182.6 201.2
80° 136.5 127.6 124.1 126.8 140.1

82.5° 86.0 79.8 78.0 77.1 84.2
85° 43.4 39.0 39.0 36.3 38.1

87.5° 13.3 12.4 11.5 8.9 9.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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