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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485006
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35357)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-89BC-LD4-1STD-30-120-EDD-90

Description:  1X4 ORL LED LUMINAIRE WITH 89BC LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2932.8 lumens
Efficiency: N/A

Efficacy: 88.1 lumens/watt
Spacing Criteria (0/90/45): 0.94 / 0.94 / 1.15

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  33.3
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P485006

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1STD-30-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485006

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1STD-30-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 95 92 94 91 89 90 88 86 84

2 99 91 84 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 60

4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 63 58 53 51
5 77 64 55 48 75 63 54 48 61 53 48 59 52 47 57 51 47 45

6 71 58 49 43 69 57 48 42 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 58 44 36 31 56 44 36 31 43 35 30 41 35 30 40 35 30 28

10 54 41 33 28 53 40 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3690 3690 3690
5° 3700 3695 3691

10° 3482 3467 3480
15° 3191 3121 3103
20° 2898 2930 2781
25° 2748 2803 2744
30° 2655 2644 2683
35° 2577 2577 2577
40° 2513 2523 2585
45° 2451 2448 2524
50° 2397 2415 2490
55° 2372 2362 2469
60° 2341 2337 2456
65° 2311 2239 2443
70° 2267 2138 2379
75° 2098 1899 2202
80° 1702 1547 1746
85° 1078 969 948
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485006

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1STD-30-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 127.4 4.3 0° 1371 1371 1371 1371 1371

10°-20° 318.4 10.9 5° 1370 1354 1368 1371 1366 128
20°-30° 430.0 14.7 15° 1145 1149 1120 1126 1114 320

30°-40° 492.5 16.8 25° 926 938 944 921 924 427
40°-50° 504.4 17.2 35° 784 786 784 785 784 491

50°-60° 457.7 15.6 45° 644 649 643 670 663 498
60°-70° 357.2 12.2 55° 506 505 504 521 526 452

70°-80° 202.6 6.9 65° 363 355 352 368 384 360
80°-90° 42.5 1.5 75° 202 187 183 193 212 211

90°-100° 0.0 0.0 85° 35 31 31 29 31 46
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 875.8 29.9
0°-40° 1368.3 46.7
0°-60° 2330.4 79.5
0°-90° 2932.8 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2932.8 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P485006

CATALOG NUMBER: ORLG-12-4-INS-89BC-LD4-1STD-30-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1371.4 1371.4 1371.4 1371.4 1371.4

2.5° 1379.9 1369.2 1359.9 1374.9 1373.5
5° 1369.9 1354.2 1367.8 1370.6 1366.4

7.5° 1343.5 1333.6 1334.3 1328.6 1327.9
10° 1274.4 1280.1 1268.7 1278.6 1273.7

12.5° 1215.2 1218.7 1198.8 1203.1 1197.3
15° 1145.3 1148.9 1120.3 1126.0 1113.9

17.5° 1069.0 1081.8 1058.3 1065.4 1052.6
20° 1011.9 1022.6 1023.3 1011.9 971.3

22.5° 967.0 977.7 986.3 952.0 947.8
25° 925.6 937.8 944.2 921.4 924.2

27.5° 884.3 897.8 897.8 902.8 896.4
30° 854.3 860.0 850.8 869.3 863.6

32.5° 818.7 820.8 813.0 826.5 806.6
35° 784.4 785.9 784.4 785.2 784.4

37.5° 751.6 748.1 754.5 750.2 763.8
40° 715.3 715.3 718.1 725.3 736.0

42.5° 681.8 684.6 681.0 701.0 705.3
45° 644.0 649.0 643.2 669.6 663.2

47.5° 609.7 611.9 610.4 628.3 629.7
50° 572.6 575.5 576.9 592.6 594.8

52.5° 542.0 541.3 536.3 559.1 562.7
55° 505.6 504.9 503.5 521.3 526.3

57.5° 468.5 469.2 472.8 482.8 494.9
60° 435.0 431.4 434.3 446.4 456.4

62.5° 400.8 394.4 387.9 407.9 417.2
65° 363.0 355.1 351.6 368.0 383.7

67.5° 328.0 315.2 313.1 324.5 343.0
70° 288.1 272.4 271.7 280.3 302.4

72.5° 243.9 230.3 226.8 238.2 258.2
75° 201.8 186.8 182.6 193.3 211.8

77.5° 156.2 144.1 141.2 146.9 161.9
80° 109.8 102.7 99.8 102.0 112.7

82.5° 69.2 64.2 62.8 62.0 67.7
85° 34.9 31.4 31.4 29.2 30.7

87.5° 10.7 10.0 9.3 7.1 7.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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