
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

(formerly Eaton)

Brand: FAIL-SAFE

Report Number: P485632

Luminaire Tested: ORLG-24-2-INS-89BC-LD4-1HI-35-120-EDD-90

Issue Date: 3/1/2021

Report Generated By E9911574 / USPTCWHP6081592

This test was performed under the Supervised Manufacturer’s Testing Program. The results of this test have not been influenced 

by sources from within Cooper Lighting Solutions or from external interests.

LM-79-08 Approved Method: Electrical and Photometric Measurements of Solid-State 

Lighting Products

Page 1 of 6



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485632
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35357)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-89BC-LD4-1HI-35-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH 89BC LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 1615.6 lumens
Efficiency: N/A

Efficacy: 73.4 lumens/watt
Spacing Criteria (0/90/45): 0.94 / 0.94 / 1.15

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  22
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P485632

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1HI-35-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485632

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1HI-35-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 95 92 94 91 89 90 88 86 84

2 99 91 84 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 60

4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 63 58 53 51
5 77 64 55 48 75 63 54 48 61 53 48 59 52 47 57 51 47 45

6 71 58 49 43 69 57 48 42 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 58 44 36 31 56 44 36 31 43 35 30 41 35 30 40 35 30 28

10 54 41 33 28 53 40 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2033 2033 2033
5° 2039 2035 2033

10° 1918 1910 1917
15° 1758 1719 1709
20° 1596 1614 1532
25° 1514 1544 1512
30° 1462 1456 1478
35° 1419 1419 1419
40° 1384 1390 1424
45° 1350 1348 1390
50° 1321 1330 1371
55° 1307 1301 1360
60° 1290 1287 1353
65° 1273 1233 1346
70° 1249 1178 1311
75° 1156 1046 1213
80° 938 852 962
85° 593 534 522
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485632

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1HI-35-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 70.2 4.3 0° 755 755 755 755 755

10°-20° 175.4 10.9 5° 755 746 754 755 753 70
20°-30° 236.9 14.7 15° 631 633 617 620 614 176

30°-40° 271.3 16.8 25° 510 517 520 508 509 235
40°-50° 277.9 17.2 35° 432 433 432 432 432 271

50°-60° 252.1 15.6 45° 355 358 354 369 365 274
60°-70° 196.8 12.2 55° 278 278 277 287 290 249

70°-80° 111.6 6.9 65° 200 196 194 203 211 198
80°-90° 23.4 1.5 75° 111 103 101 106 117 116

90°-100° 0.0 0.0 85° 19 17 17 16 17 25
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 482.5 29.9
0°-40° 753.7 46.7
0°-60° 1283.8 79.5
0°-90° 1615.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1615.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485632

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1HI-35-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 755.4 755.4 755.4 755.4 755.4

2.5° 760.2 754.3 749.2 757.4 756.6
5° 754.7 746.0 753.5 755.0 752.7

7.5° 740.1 734.6 735.0 731.9 731.5
10° 702.0 705.2 698.9 704.4 701.6

12.5° 669.4 671.4 660.4 662.7 659.6
15° 630.9 632.9 617.2 620.3 613.6

17.5° 588.9 595.9 583.0 586.9 579.8
20° 557.4 563.3 563.7 557.4 535.1

22.5° 532.7 538.6 543.3 524.4 522.1
25° 509.9 516.6 520.1 507.6 509.1

27.5° 487.1 494.6 494.6 497.3 493.8
30° 470.6 473.8 468.7 478.9 475.7

32.5° 451.0 452.2 447.8 455.3 444.3
35° 432.1 432.9 432.1 432.5 432.1

37.5° 414.1 412.1 415.6 413.3 420.7
40° 394.0 394.0 395.6 399.5 405.4

42.5° 375.6 377.1 375.2 386.2 388.5
45° 354.7 357.5 354.3 368.9 365.3

47.5° 335.9 337.1 336.3 346.1 346.9
50° 315.5 317.0 317.8 326.5 327.6

52.5° 298.6 298.2 295.4 308.0 310.0
55° 278.5 278.1 277.3 287.2 289.9

57.5° 258.1 258.5 260.5 266.0 272.6
60° 239.6 237.7 239.2 245.9 251.4

62.5° 220.8 217.2 213.7 224.7 229.8
65° 200.0 195.6 193.7 202.7 211.4

67.5° 180.7 173.6 172.5 178.7 189.0
70° 158.7 150.1 149.7 154.4 166.6

72.5° 134.4 126.9 124.9 131.2 142.2
75° 111.2 102.9 100.6 106.5 116.7

77.5° 86.0 79.4 77.8 80.9 89.2
80° 60.5 56.6 55.0 56.2 62.1

82.5° 38.1 35.4 34.6 34.2 37.3
85° 19.2 17.3 17.3 16.1 16.9

87.5° 5.9 5.5 5.1 3.9 4.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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