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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485641
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35357)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-89BC-LD4-1LO-27-120-EDD

Description:  2X2 ORL LED LUMINAIRE WITH 89BC LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 1059.7 lumens
Efficiency: N/A

Efficacy: 90.6 lumens/watt
Spacing Criteria (0/90/45): 0.94 / 0.94 / 1.15

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  11.7
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P485641

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1LO-27-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485641

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1LO-27-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 95 92 94 91 89 90 88 86 84

2 99 91 84 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 60

4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 63 58 53 51
5 77 64 55 48 75 63 54 48 61 53 48 59 52 47 57 51 47 45

6 71 58 49 43 69 57 48 42 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 58 44 36 31 56 44 36 31 43 35 30 41 35 30 40 35 30 28

10 54 41 33 28 53 40 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1333 1333 1333
5° 1337 1335 1334

10° 1258 1253 1257
15° 1153 1128 1121
20° 1047 1059 1005
25° 993 1013 991
30° 959 955 969
35° 931 931 931
40° 908 912 934
45° 886 884 912
50° 866 873 900
55° 857 853 892
60° 846 844 887
65° 835 809 883
70° 819 773 860
75° 758 686 795
80° 615 559 631
85° 389 349 343
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485641

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1LO-27-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 46.0 4.3 0° 496 496 496 496 496

10°-20° 115.1 10.9 5° 495 489 494 495 494 46
20°-30° 155.4 14.7 15° 414 415 405 407 402 116

30°-40° 177.9 16.8 25° 334 339 341 333 334 154
40°-50° 182.3 17.2 35° 283 284 283 284 283 178

50°-60° 165.4 15.6 45° 233 234 232 242 240 180
60°-70° 129.1 12.2 55° 183 182 182 188 190 163

70°-80° 73.2 6.9 65° 131 128 127 133 139 130
80°-90° 15.4 1.4 75° 73 68 66 70 76 76

90°-100° 0.0 0.0 85° 13 11 11 11 11 17
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 316.5 29.9
0°-40° 494.4 46.7
0°-60° 842.0 79.5
0°-90° 1059.7 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1059.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485641

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1LO-27-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 495.5 495.5 495.5 495.5 495.5

2.5° 498.6 494.7 491.4 496.8 496.3
5° 495.0 489.3 494.2 495.2 493.7

7.5° 485.5 481.9 482.1 480.0 479.8
10° 460.5 462.5 458.4 462.0 460.2

12.5° 439.1 440.4 433.1 434.7 432.6
15° 413.8 415.1 404.8 406.9 402.5

17.5° 386.3 390.9 382.4 385.0 380.3
20° 365.6 369.5 369.8 365.6 351.0

22.5° 349.4 353.3 356.4 344.0 342.4
25° 334.5 338.8 341.2 332.9 333.9

27.5° 319.5 324.4 324.4 326.2 323.9
30° 308.7 310.8 307.4 314.1 312.0

32.5° 295.8 296.6 293.7 298.6 291.4
35° 283.4 284.0 283.4 283.7 283.4

37.5° 271.6 270.3 272.6 271.1 276.0
40° 258.4 258.4 259.5 262.1 265.9

42.5° 246.3 247.4 246.1 253.3 254.8
45° 232.7 234.5 232.4 242.0 239.6

47.5° 220.3 221.1 220.6 227.0 227.5
50° 206.9 207.9 208.5 214.1 214.9

52.5° 195.8 195.6 193.8 202.0 203.3
55° 182.7 182.4 181.9 188.4 190.2

57.5° 169.3 169.5 170.8 174.4 178.8
60° 157.2 155.9 156.9 161.3 164.9

62.5° 144.8 142.5 140.2 147.4 150.7
65° 131.2 128.3 127.0 133.0 138.6

67.5° 118.5 113.9 113.1 117.2 123.9
70° 104.1 98.4 98.2 101.3 109.3

72.5° 88.1 83.2 81.9 86.1 93.3
75° 72.9 67.5 66.0 69.8 76.5

77.5° 56.4 52.1 51.0 53.1 58.5
80° 39.7 37.1 36.1 36.8 40.7

82.5° 25.0 23.2 22.7 22.4 24.5
85° 12.6 11.3 11.3 10.6 11.1

87.5° 3.9 3.6 3.3 2.6 2.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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