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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485651
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35357)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-89BC-LD4-1STD-20-120-EDD

Description:  2X2 ORL LED LUMINAIRE WITH 89BC LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 1070.4 lumens
Efficiency: N/A

Efficacy: 64.5 lumens/watt
Spacing Criteria (0/90/45): 0.94 / 0.94 / 1.15

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  16.6
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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TEST NUMBER: P485651

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1STD-20-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485651

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1STD-20-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 95 92 94 91 89 90 88 86 84

2 99 91 84 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 60

4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 63 58 53 51
5 77 64 55 48 75 63 54 48 61 53 48 59 52 47 57 51 47 45

6 71 58 49 43 69 57 48 42 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 58 44 36 31 56 44 36 31 43 35 30 41 35 30 40 35 30 28

10 54 41 33 28 53 40 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1347 1347 1347
5° 1351 1348 1347

10° 1271 1265 1270
15° 1165 1139 1133
20° 1058 1070 1015
25° 1003 1023 1001
30° 969 965 979
35° 941 941 941
40° 917 921 944
45° 894 894 921
50° 875 882 909
55° 866 862 901
60° 855 853 897
65° 844 817 891
70° 828 780 869
75° 766 692 804
80° 621 564 637
85° 395 355 346
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485651

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1STD-20-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 46.5 4.3 0° 500 500 500 500 500

10°-20° 116.2 10.9 5° 500 494 499 500 499 47
20°-30° 157.0 14.7 15° 418 419 409 411 407 117

30°-40° 179.7 16.8 25° 338 342 345 336 337 156
40°-50° 184.1 17.2 35° 286 287 286 287 286 179

50°-60° 167.1 15.6 45° 235 237 235 244 242 182
60°-70° 130.4 12.2 55° 184 184 184 190 192 165

70°-80° 73.9 6.9 65° 132 130 128 134 140 131
80°-90° 15.5 1.5 75° 74 68 67 70 77 77

90°-100° 0.0 0.0 85° 13 12 12 11 11 17
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 319.7 29.9
0°-40° 499.4 46.7
0°-60° 850.6 79.5
0°-90° 1070.4 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1070.4 100.0
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P485651

CATALOG NUMBER: ORLG-24-2-INS-89BC-LD4-1STD-20-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 500.5 500.5 500.5 500.5 500.5

2.5° 503.6 499.7 496.3 501.8 501.3
5° 500.0 494.3 499.2 500.2 498.7

7.5° 490.4 486.7 487.0 484.9 484.6
10° 465.1 467.2 463.0 466.7 464.9

12.5° 443.5 444.8 437.5 439.1 437.0
15° 418.0 419.3 408.9 411.0 406.6

17.5° 390.2 394.8 386.2 388.9 384.2
20° 369.3 373.2 373.5 369.3 354.5

22.5° 352.9 356.8 360.0 347.5 345.9
25° 337.8 342.3 344.6 336.3 337.3

27.5° 322.7 327.7 327.7 329.5 327.2
30° 311.8 313.9 310.5 317.3 315.2

32.5° 298.8 299.6 296.7 301.7 294.4
35° 286.3 286.8 286.3 286.6 286.3

37.5° 274.3 273.0 275.4 273.8 278.8
40° 261.1 261.1 262.1 264.7 268.6

42.5° 248.8 249.9 248.6 255.9 257.4
45° 235.0 236.9 234.8 244.4 242.1

47.5° 222.5 223.3 222.8 229.3 229.8
50° 209.0 210.0 210.6 216.3 217.1

52.5° 197.8 197.5 195.7 204.1 205.4
55° 184.5 184.3 183.8 190.3 192.1

57.5° 171.0 171.3 172.6 176.2 180.6
60° 158.8 157.5 158.5 162.9 166.6

62.5° 146.3 143.9 141.6 148.9 152.3
65° 132.5 129.6 128.3 134.3 140.0

67.5° 119.7 115.0 114.3 118.4 125.2
70° 105.2 99.4 99.2 102.3 110.4

72.5° 89.0 84.1 82.8 86.9 94.2
75° 73.7 68.2 66.6 70.5 77.3

77.5° 57.0 52.6 51.5 53.6 59.1
80° 40.1 37.5 36.4 37.2 41.1

82.5° 25.2 23.4 22.9 22.6 24.7
85° 12.8 11.5 11.5 10.7 11.2

87.5° 3.9 3.6 3.4 2.6 2.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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