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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P486937
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35357)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-89BC-LD4-1LO-27-120-EDD

Description:  2X4 ORL LED LUMINAIRE WITH 89BC LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2430.6 lumens
Efficiency: N/A

Efficacy: 103.9 lumens/watt
Spacing Criteria (0/90/45): 0.94 / 0.94 / 1.15

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P486937

CATALOG NUMBER: ORLG-24-4-INS-89BC-LD4-1LO-27-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486937

CATALOG NUMBER: ORLG-24-4-INS-89BC-LD4-1LO-27-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 95 98 95 92 94 91 89 90 88 86 84

2 99 91 84 79 97 89 83 78 86 81 76 82 78 74 79 76 73 70
3 91 80 72 66 88 79 71 65 76 69 64 73 67 63 70 66 62 60

4 83 71 63 56 81 70 62 56 67 60 55 65 59 54 63 58 53 51
5 77 64 55 48 75 63 54 48 61 53 48 59 52 47 57 51 47 45

6 71 58 49 43 69 57 48 42 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 58 44 36 31 56 44 36 31 43 35 30 41 35 30 40 35 30 28

10 54 41 33 28 53 40 33 28 40 33 28 39 32 28 38 32 28 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1529 1529 1529
5° 1533 1531 1529

10° 1443 1436 1442
15° 1322 1293 1286
20° 1201 1214 1153
25° 1139 1162 1137
30° 1100 1095 1112
35° 1068 1068 1068
40° 1041 1045 1071
45° 1016 1014 1046
50° 993 1001 1032
55° 983 979 1023
60° 970 968 1018
65° 958 928 1012
70° 939 886 986
75° 870 787 912
80° 705 641 724
85° 448 401 392
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486937

CATALOG NUMBER: ORLG-24-4-INS-89BC-LD4-1LO-27-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 105.6 4.3 0° 1136 1136 1136 1136 1136

10°-20° 263.9 10.9 5° 1135 1122 1134 1136 1132 106
20°-30° 356.4 14.7 15° 949 952 928 933 923 265

30°-40° 408.1 16.8 25° 767 777 782 764 766 354
40°-50° 418.1 17.2 35° 650 651 650 651 650 407

50°-60° 379.3 15.6 45° 534 538 533 555 550 413
60°-70° 296.1 12.2 55° 419 418 417 432 436 374

70°-80° 167.9 6.9 65° 301 294 291 305 318 298
80°-90° 35.2 1.4 75° 167 155 151 160 176 175

90°-100° 0.0 0.0 85° 29 26 26 24 25 38
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 725.9 29.9
0°-40° 1134.0 46.7
0°-60° 1931.4 79.5
0°-90° 2430.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2430.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486937

CATALOG NUMBER: ORLG-24-4-INS-89BC-LD4-1LO-27-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1136.5 1136.5 1136.5 1136.5 1136.5

2.5° 1143.6 1134.8 1127.1 1139.5 1138.3
5° 1135.3 1122.3 1133.6 1135.9 1132.4

7.5° 1113.5 1105.2 1105.8 1101.1 1100.5
10° 1056.2 1060.9 1051.4 1059.7 1055.6

12.5° 1007.1 1010.1 993.5 997.0 992.3
15° 949.2 952.1 928.5 933.2 923.2

17.5° 885.9 896.6 877.1 883.0 872.3
20° 838.7 847.5 848.1 838.7 805.0

22.5° 801.4 810.3 817.4 789.0 785.5
25° 767.1 777.2 782.5 763.6 766.0

27.5° 732.9 744.1 744.1 748.2 742.9
30° 708.0 712.8 705.1 720.5 715.7

32.5° 678.5 680.3 673.8 685.0 668.4
35° 650.1 651.3 650.1 650.7 650.1

37.5° 622.9 620.0 625.3 621.8 633.0
40° 592.8 592.8 595.2 601.1 609.9

42.5° 565.0 567.4 564.4 581.0 584.5
45° 533.7 537.8 533.1 555.0 549.6

47.5° 505.3 507.1 505.9 520.7 521.9
50° 474.6 477.0 478.1 491.1 492.9

52.5° 449.2 448.6 444.4 463.4 466.3
55° 419.0 418.4 417.3 432.0 436.2

57.5° 388.3 388.9 391.8 400.1 410.2
60° 360.5 357.6 359.9 370.0 378.3

62.5° 332.2 326.8 321.5 338.1 345.7
65° 300.8 294.3 291.4 305.0 318.0

67.5° 271.9 261.2 259.5 268.9 284.3
70° 238.8 225.8 225.2 232.3 250.6

72.5° 202.1 190.9 187.9 197.4 213.9
75° 167.3 154.8 151.3 160.2 175.5

77.5° 129.4 119.4 117.0 121.7 134.2
80° 91.0 85.1 82.7 84.5 93.4

82.5° 57.3 53.2 52.0 51.4 56.1
85° 29.0 26.0 26.0 24.2 25.4

87.5° 8.9 8.3 7.7 5.9 6.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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