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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485092
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-1HI-35-120-EDD-90

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4163.9 lumens
Efficiency: N/A

Efficacy: 94.6 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  44
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P485092

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-35-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485092

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-35-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4362 4362 4362
5° 4362 4331 4338

10° 4301 4287 4292
15° 4227 4222 4225
20° 4142 4178 4175
25° 4045 4124 4137
30° 3947 4062 4095
35° 3849 3974 3992
40° 3718 3886 3883
45° 3582 3751 3788
50° 3447 3625 3674
55° 3301 3497 3518
60° 3162 3372 3349
65° 2996 3166 3104
70° 2762 2908 2776
75° 2442 2543 2221
80° 1963 1991 1553
85° 1288 1232 902
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485092

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-35-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 152.4 3.7 0° 1621 1621 1621 1621 1621

10°-20° 428.5 10.3 5° 1615 1604 1603 1614 1606 153
20°-30° 637.9 15.3 15° 1517 1520 1516 1525 1516 427

30°-40° 750.8 18.0 25° 1362 1368 1389 1408 1393 628
40°-50° 752.8 18.1 35° 1172 1177 1210 1223 1215 730

50°-60° 660.1 15.9 45° 941 946 986 998 995 725
60°-70° 482.7 11.6 55° 704 720 745 756 750 632

70°-80° 248.8 6.0 65° 471 481 497 496 488 466
80°-90° 49.9 1.2 75° 235 237 245 228 214 249

90°-100° 0.0 0.0 85° 42 41 40 32 29 54
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1218.7 29.3
0°-40° 1969.5 47.3
0°-60° 3382.5 81.2
0°-90° 4163.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4163.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485092

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-35-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1621.1 1621.1 1621.1 1621.1 1621.1

2.5° 1629.1 1621.1 1610.5 1619.3 1617.6
5° 1614.9 1604.3 1603.4 1614.0 1606.0

7.5° 1597.2 1595.4 1584.8 1596.3 1591.9
10° 1574.1 1572.4 1568.8 1576.8 1570.6

12.5° 1546.6 1544.9 1546.6 1551.1 1546.6
15° 1517.4 1520.1 1515.6 1525.4 1516.5

17.5° 1478.4 1481.1 1489.9 1493.5 1492.6
20° 1446.5 1448.3 1458.9 1473.1 1458.0

22.5° 1404.8 1409.3 1414.6 1440.3 1436.7
25° 1362.3 1368.5 1388.9 1408.4 1393.3

27.5° 1318.0 1324.2 1349.0 1363.2 1361.4
30° 1270.1 1276.3 1307.3 1326.8 1318.0

32.5° 1220.5 1231.1 1264.8 1281.6 1264.8
35° 1171.7 1177.0 1209.8 1223.1 1215.2

37.5° 1107.0 1127.4 1160.2 1169.1 1154.9
40° 1058.3 1059.2 1106.1 1106.1 1105.3

42.5° 995.3 1009.5 1040.6 1057.4 1048.5
45° 941.3 945.7 985.6 998.0 995.3

47.5° 881.9 899.6 928.9 943.1 936.0
50° 823.4 835.8 865.9 884.6 877.5

52.5° 769.3 779.1 810.1 820.7 813.7
55° 703.7 719.7 745.4 756.0 749.8

57.5° 647.0 658.5 690.5 694.0 690.5
60° 587.6 600.9 626.6 629.3 622.2

62.5° 530.9 539.8 562.8 563.7 555.7
65° 470.6 481.3 497.2 495.5 487.5

67.5° 411.3 418.3 433.4 427.2 418.3
70° 351.0 357.2 369.6 360.7 352.8

72.5° 292.5 296.9 307.6 294.3 284.5
75° 234.9 236.7 244.6 227.8 213.6

77.5° 178.2 179.9 184.4 167.5 151.6
80° 126.7 126.7 128.5 110.8 100.2

82.5° 79.8 79.8 78.9 65.6 59.4
85° 41.7 40.8 39.9 31.9 29.2

87.5° 15.1 15.1 12.4 11.5 12.4
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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