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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485095
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-1HI-40-120-EDD

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5026.0 lumens
Efficiency: N/A

Efficacy: 114.2 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  44
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485095

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-40-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485095

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-40-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 5265 5265 5265
5° 5265 5228 5236

10° 5192 5174 5180
15° 5103 5097 5100
20° 5000 5043 5040
25° 4882 4978 4994
30° 4764 4903 4943
35° 4646 4797 4818
40° 4487 4690 4686
45° 4324 4528 4572
50° 4161 4376 4434
55° 3985 4221 4246
60° 3817 4071 4042
65° 3617 3822 3747
70° 3334 3510 3350
75° 2948 3070 2680
80° 2371 2404 1874
85° 1553 1485 1090
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485095

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-40-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 183.9 3.7 0° 1957 1957 1957 1957 1957

10°-20° 517.2 10.3 5° 1949 1936 1935 1948 1938 184
20°-30° 770.0 15.3 15° 1832 1835 1829 1841 1830 515

30°-40° 906.3 18.0 25° 1644 1652 1676 1700 1682 757
40°-50° 908.7 18.1 35° 1414 1421 1460 1476 1467 881

50°-60° 796.8 15.9 45° 1136 1142 1190 1205 1201 876
60°-70° 582.7 11.6 55° 850 869 900 913 905 763

70°-80° 300.3 6.0 65° 568 581 600 598 588 562
80°-90° 60.2 1.2 75° 284 286 295 275 258 300

90°-100° 0.0 0.0 85° 50 49 48 38 35 66
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1471.0 29.3
0°-40° 2377.3 47.3
0°-60° 4082.8 81.2
0°-90° 5026.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5026.0 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485095

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-40-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1956.7 1956.7 1956.7 1956.7 1956.7

2.5° 1966.4 1956.7 1943.9 1954.6 1952.5
5° 1949.2 1936.4 1935.3 1948.2 1938.5

7.5° 1927.8 1925.7 1912.9 1926.8 1921.4
10° 1900.0 1897.9 1893.6 1903.2 1895.8

12.5° 1866.9 1864.7 1866.9 1872.2 1866.9
15° 1831.6 1834.8 1829.4 1841.2 1830.5

17.5° 1784.5 1787.7 1798.4 1802.7 1801.6
20° 1746.0 1748.1 1761.0 1778.1 1759.9

22.5° 1695.7 1701.0 1707.5 1738.5 1734.2
25° 1644.3 1651.8 1676.4 1700.0 1681.8

27.5° 1590.8 1598.3 1628.3 1645.4 1643.3
30° 1533.1 1540.6 1578.0 1601.5 1590.8

32.5° 1473.2 1486.0 1526.7 1547.0 1526.7
35° 1414.3 1420.7 1460.3 1476.4 1466.7

37.5° 1336.2 1360.8 1400.4 1411.1 1394.0
40° 1277.4 1278.5 1335.2 1335.2 1334.1

42.5° 1201.4 1218.5 1256.0 1276.3 1265.6
45° 1136.2 1141.5 1189.7 1204.6 1201.4

47.5° 1064.5 1085.9 1121.2 1138.3 1129.7
50° 993.9 1008.9 1045.2 1067.7 1059.1

52.5° 928.6 940.4 977.8 990.7 982.1
55° 849.5 868.7 899.7 912.6 905.1

57.5° 781.0 794.9 833.4 837.7 833.4
60° 709.3 725.4 756.4 759.6 751.0

62.5° 640.8 651.5 679.3 680.4 670.8
65° 568.1 580.9 600.2 598.0 588.4

67.5° 496.4 505.0 523.2 515.7 505.0
70° 423.7 431.1 446.1 435.4 425.8

72.5° 353.0 358.4 371.2 355.2 343.4
75° 283.5 285.6 295.3 274.9 257.8

77.5° 215.0 217.2 222.5 202.2 182.9
80° 153.0 153.0 155.1 133.7 120.9

82.5° 96.3 96.3 95.2 79.2 71.7
85° 50.3 49.2 48.1 38.5 35.3

87.5° 18.2 18.2 15.0 13.9 15.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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