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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485096
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-1HI-50-120-EDD-90

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4446.8 lumens
Efficiency: N/A

Efficacy: 101.1 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  44
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485096

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-50-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485096

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-50-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4659 4659 4659
5° 4659 4625 4633

10° 4594 4578 4583
15° 4515 4509 4512
20° 4424 4462 4459
25° 4320 4404 4418
30° 4215 4338 4373
35° 4111 4244 4263
40° 3970 4150 4146
45° 3825 4006 4045
50° 3681 3872 3923
55° 3526 3734 3757
60° 3378 3602 3576
65° 3200 3381 3315
70° 2949 3105 2964
75° 2608 2716 2372
80° 2098 2126 1658
85° 1374 1315 963
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485096

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-50-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 162.7 3.7 0° 1731 1731 1731 1731 1731

10°-20° 457.6 10.3 5° 1725 1713 1712 1724 1715 163
20°-30° 681.2 15.3 15° 1620 1623 1619 1629 1620 456

30°-40° 801.8 18.0 25° 1455 1462 1483 1504 1488 670
40°-50° 803.9 18.1 35° 1251 1257 1292 1306 1298 779

50°-60° 705.0 15.9 45° 1005 1010 1053 1066 1063 775
60°-70° 515.5 11.6 55° 752 769 796 807 801 675

70°-80° 265.7 6.0 65° 503 514 531 529 521 497
80°-90° 53.3 1.2 75° 251 253 261 243 228 266

90°-100° 0.0 0.0 85° 44 44 43 34 31 58
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1301.5 29.3
0°-40° 2103.3 47.3
0°-60° 3612.3 81.2
0°-90° 4446.8 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4446.8 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485096

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1HI-50-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1731.2 1731.2 1731.2 1731.2 1731.2

2.5° 1739.8 1731.2 1719.9 1729.3 1727.5
5° 1724.6 1713.3 1712.3 1723.7 1715.1

7.5° 1705.7 1703.8 1692.4 1704.7 1700.0
10° 1681.1 1679.2 1675.4 1683.9 1677.3

12.5° 1651.7 1649.8 1651.7 1656.5 1651.7
15° 1620.5 1623.3 1618.6 1629.0 1619.5

17.5° 1578.8 1581.7 1591.1 1594.9 1594.0
20° 1544.8 1546.7 1558.0 1573.2 1557.1

22.5° 1500.3 1505.0 1510.7 1538.1 1534.4
25° 1454.8 1461.5 1483.2 1504.1 1488.0

27.5° 1407.5 1414.1 1440.6 1455.8 1453.9
30° 1356.4 1363.0 1396.2 1417.0 1407.5

32.5° 1303.4 1314.8 1350.7 1368.7 1350.7
35° 1251.3 1257.0 1292.0 1306.2 1297.7

37.5° 1182.2 1204.0 1239.0 1248.5 1233.4
40° 1130.2 1131.1 1181.3 1181.3 1180.3

42.5° 1063.0 1078.1 1111.2 1129.2 1119.8
45° 1005.2 1010.0 1052.6 1065.8 1063.0

47.5° 941.8 960.7 992.0 1007.1 999.6
50° 879.3 892.6 924.8 944.7 937.1

52.5° 821.6 832.0 865.1 876.5 868.9
55° 751.6 768.6 796.0 807.4 800.8

57.5° 691.0 703.3 737.4 741.1 737.4
60° 627.6 641.8 669.2 672.1 664.5

62.5° 567.0 576.4 601.1 602.0 593.5
65° 502.6 514.0 531.0 529.1 520.6

67.5° 439.2 446.8 462.9 456.2 446.8
70° 374.8 381.5 394.7 385.2 376.7

72.5° 312.4 317.1 328.5 314.3 303.8
75° 250.8 252.7 261.2 243.3 228.1

77.5° 190.3 192.1 196.9 178.9 161.9
80° 135.4 135.4 137.2 118.3 107.0

82.5° 85.2 85.2 84.2 70.0 63.4
85° 44.5 43.5 42.6 34.1 31.2

87.5° 16.1 16.1 13.3 12.3 13.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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