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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485099
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-1LO-20-120-EDD

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2060.1 lumens
Efficiency: N/A

Efficacy: 88.0 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P485099

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-20-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485099

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-20-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2158 2158 2158
5° 2158 2143 2146

10° 2128 2121 2123
15° 2091 2089 2090
20° 2050 2067 2066
25° 2001 2040 2047
30° 1953 2010 2026
35° 1904 1966 1975
40° 1839 1923 1921
45° 1772 1856 1874
50° 1706 1793 1817
55° 1634 1730 1741
60° 1565 1668 1657
65° 1483 1566 1536
70° 1367 1439 1373
75° 1208 1258 1099
80° 972 986 769
85° 636 608 448
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485099

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-20-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 75.4 3.7 0° 802 802 802 802 802

10°-20° 212.0 10.3 5° 799 794 793 798 795 76
20°-30° 315.6 15.3 15° 751 752 750 755 750 211

30°-40° 371.5 18.0 25° 674 677 687 697 689 310
40°-50° 372.5 18.1 35° 580 582 599 605 601 361

50°-60° 326.6 15.9 45° 466 468 488 494 492 359
60°-70° 238.8 11.6 55° 348 356 369 374 371 313

70°-80° 123.1 6.0 65° 233 238 246 245 241 230
80°-90° 24.7 1.2 75° 116 117 121 113 106 123

90°-100° 0.0 0.0 85° 21 20 20 16 14 27
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 603.0 29.3
0°-40° 974.4 47.3
0°-60° 1673.5 81.2
0°-90° 2060.1 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2060.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485099

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-20-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 802.0 802.0 802.0 802.0 802.0

2.5° 806.0 802.0 796.8 801.2 800.3
5° 799.0 793.7 793.3 798.5 794.6

7.5° 790.2 789.3 784.1 789.8 787.6
10° 778.8 777.9 776.2 780.1 777.0

12.5° 765.2 764.3 765.2 767.4 765.2
15° 750.7 752.1 749.9 754.7 750.3

17.5° 731.4 732.8 737.1 738.9 738.5
20° 715.7 716.5 721.8 728.8 721.4

22.5° 695.0 697.2 699.9 712.6 710.8
25° 674.0 677.1 687.2 696.8 689.3

27.5° 652.1 655.1 667.4 674.4 673.6
30° 628.4 631.5 646.8 656.5 652.1

32.5° 603.8 609.1 625.8 634.1 625.8
35° 579.7 582.3 598.6 605.2 601.2

37.5° 547.7 557.8 574.0 578.4 571.4
40° 523.6 524.0 547.3 547.3 546.8

42.5° 492.5 499.5 514.8 523.1 518.8
45° 465.7 467.9 487.6 493.8 492.5

47.5° 436.3 445.1 459.6 466.6 463.1
50° 407.4 413.5 428.4 437.6 434.1

52.5° 380.6 385.5 400.8 406.1 402.6
55° 348.2 356.1 368.8 374.1 371.0

57.5° 320.1 325.8 341.6 343.4 341.6
60° 290.7 297.3 310.0 311.3 307.8

62.5° 262.7 267.1 278.5 278.9 274.9
65° 232.9 238.1 246.0 245.1 241.2

67.5° 203.5 207.0 214.4 211.4 207.0
70° 173.7 176.7 182.9 178.5 174.5

72.5° 144.7 146.9 152.2 145.6 140.8
75° 116.2 117.1 121.0 112.7 105.7

77.5° 88.1 89.0 91.2 82.9 75.0
80° 62.7 62.7 63.6 54.8 49.6

82.5° 39.5 39.5 39.0 32.5 29.4
85° 20.6 20.2 19.7 15.8 14.5

87.5° 7.5 7.5 6.1 5.7 6.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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