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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485101
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-1LO-27-120-EDD

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2731.1 lumens
Efficiency: N/A

Efficacy: 116.7 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P485101

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-27-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485101

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-27-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2861 2861 2861
5° 2861 2841 2846

10° 2821 2812 2815
15° 2773 2769 2771
20° 2717 2740 2739
25° 2653 2705 2714
30° 2589 2664 2686
35° 2525 2607 2618
40° 2438 2549 2546
45° 2350 2460 2484
50° 2261 2378 2409
55° 2166 2294 2307
60° 2074 2212 2196
65° 1966 2076 2036
70° 1811 1907 1821
75° 1602 1669 1457
80° 1288 1306 1018
85° 843 809 593
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485101

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-27-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 99.9 3.7 0° 1063 1063 1063 1063 1063

10°-20° 281.0 10.3 5° 1059 1052 1052 1059 1053 100
20°-30° 418.4 15.3 15° 995 997 994 1000 995 280

30°-40° 492.5 18.0 25° 894 898 911 924 914 412
40°-50° 493.8 18.1 35° 768 772 794 802 797 479

50°-60° 433.0 15.9 45° 617 620 646 655 653 476
60°-70° 316.6 11.6 55° 462 472 489 496 492 414

70°-80° 163.2 6.0 65° 309 316 326 325 320 305
80°-90° 32.7 1.2 75° 154 155 160 149 140 163

90°-100° 0.0 0.0 85° 27 27 26 21 19 36
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 799.4 29.3
0°-40° 1291.8 47.3
0°-60° 2218.6 81.2
0°-90° 2731.1 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2731.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485101

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-27-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1063.3 1063.3 1063.3 1063.3 1063.3

2.5° 1068.5 1063.3 1056.3 1062.1 1061.0
5° 1059.2 1052.2 1051.7 1058.6 1053.4

7.5° 1047.6 1046.4 1039.4 1047.0 1044.1
10° 1032.5 1031.3 1029.0 1034.2 1030.1

12.5° 1014.4 1013.3 1014.4 1017.4 1014.4
15° 995.3 997.0 994.1 1000.5 994.7

17.5° 969.7 971.4 977.2 979.6 979.0
20° 948.8 949.9 956.9 966.2 956.3

22.5° 921.4 924.3 927.8 944.7 942.4
25° 893.5 897.6 911.0 923.8 913.9

27.5° 864.5 868.5 884.8 894.1 892.9
30° 833.1 837.1 857.5 870.3 864.5

32.5° 800.5 807.5 829.6 840.6 829.6
35° 768.5 772.0 793.5 802.3 797.0

37.5° 726.1 739.5 761.0 766.8 757.5
40° 694.1 694.7 725.5 725.5 724.9

42.5° 652.8 662.2 682.5 693.5 687.7
45° 617.4 620.3 646.5 654.6 652.8

47.5° 578.4 590.1 609.2 618.6 613.9
50° 540.1 548.2 568.0 580.2 575.5

52.5° 504.6 511.0 531.3 538.3 533.7
55° 461.6 472.1 488.9 495.9 491.8

57.5° 424.4 431.9 452.9 455.2 452.9
60° 385.4 394.2 411.0 412.8 408.1

62.5° 348.2 354.0 369.2 369.7 364.5
65° 308.7 315.7 326.1 325.0 319.7

67.5° 269.7 274.4 284.3 280.2 274.4
70° 230.2 234.3 242.4 236.6 231.4

72.5° 191.8 194.8 201.7 193.0 186.6
75° 154.1 155.2 160.5 149.4 140.1

77.5° 116.9 118.0 120.9 109.9 99.4
80° 83.1 83.1 84.3 72.7 65.7

82.5° 52.3 52.3 51.7 43.0 39.0
85° 27.3 26.7 26.2 20.9 19.2

87.5° 9.9 9.9 8.1 7.6 8.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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