
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

(formerly Eaton)

Brand: FAIL-SAFE

Report Number: P485104

Luminaire Tested: ORLG-12-4-INS-A125-LD4-1LO-35-120-EDD-90

Issue Date: 3/1/2021

Report Generated By E9911574 / USPTCWHP6081592

This test was performed under the Supervised Manufacturer’s Testing Program. The results of this test have not been influenced 

by sources from within Cooper Lighting Solutions or from external interests.

LM-79-08 Approved Method: Electrical and Photometric Measurements of Solid-State 

Lighting Products

Page 1 of 6



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485104
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-1LO-35-120-EDD-90

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2535.0 lumens
Efficiency: N/A

Efficacy: 108.3 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P485104

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-35-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485104

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-35-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2656 2656 2656
5° 2656 2637 2641

10° 2619 2610 2613
15° 2574 2571 2572
20° 2522 2544 2542
25° 2463 2511 2519
30° 2403 2473 2493
35° 2344 2420 2430
40° 2263 2366 2364
45° 2181 2283 2306
50° 2099 2207 2236
55° 2010 2129 2142
60° 1926 2053 2039
65° 1824 1927 1890
70° 1681 1770 1690
75° 1487 1548 1352
80° 1196 1212 945
85° 784 750 550
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485104

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-35-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 92.8 3.7 0° 987 987 987 987 987

10°-20° 260.8 10.3 5° 983 977 976 983 978 93
20°-30° 388.4 15.3 15° 924 925 923 929 923 260

30°-40° 457.1 18.0 25° 829 833 846 857 848 382
40°-50° 458.3 18.1 35° 713 717 737 745 740 444

50°-60° 401.9 15.9 45° 573 576 600 608 606 442
60°-70° 293.9 11.6 55° 428 438 454 460 456 385

70°-80° 151.5 6.0 65° 286 293 303 302 297 283
80°-90° 30.4 1.2 75° 143 144 149 139 130 152

90°-100° 0.0 0.0 85° 25 25 24 19 18 33
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 742.0 29.3
0°-40° 1199.1 47.3
0°-60° 2059.3 81.2
0°-90° 2535.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2535.0 100.0
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485104

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1LO-35-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 986.9 986.9 986.9 986.9 986.9

2.5° 991.8 986.9 980.5 985.9 984.8
5° 983.2 976.7 976.1 982.6 977.8

7.5° 972.4 971.3 964.8 971.8 969.1
10° 958.3 957.3 955.1 960.0 956.2

12.5° 941.6 940.5 941.6 944.3 941.6
15° 923.8 925.4 922.7 928.7 923.3

17.5° 900.1 901.7 907.1 909.2 908.7
20° 880.6 881.7 888.2 896.8 887.6

22.5° 855.3 858.0 861.2 876.9 874.7
25° 829.4 833.1 845.6 857.4 848.3

27.5° 802.4 806.2 821.3 829.9 828.8
30° 773.2 777.0 795.9 807.8 802.4

32.5° 743.0 749.5 770.0 780.3 770.0
35° 713.4 716.6 736.6 744.7 739.8

37.5° 674.0 686.4 706.3 711.7 703.1
40° 644.3 644.8 673.4 673.4 672.9

42.5° 606.0 614.6 633.5 643.7 638.3
45° 573.1 575.8 600.0 607.6 606.0

47.5° 536.9 547.7 565.5 574.1 569.8
50° 501.3 508.8 527.2 538.5 534.2

52.5° 468.4 474.3 493.2 499.7 495.4
55° 428.4 438.2 453.8 460.3 456.5

57.5° 393.9 400.9 420.4 422.5 420.4
60° 357.8 365.9 381.5 383.1 378.8

62.5° 323.2 328.6 342.6 343.2 338.3
65° 286.5 293.0 302.7 301.6 296.8

67.5° 250.4 254.7 263.9 260.1 254.7
70° 213.7 217.5 225.0 219.6 214.8

72.5° 178.1 180.8 187.2 179.1 173.2
75° 143.0 144.1 148.9 138.7 130.0

77.5° 108.5 109.5 112.2 102.0 92.3
80° 77.2 77.2 78.2 67.5 61.0

82.5° 48.6 48.6 48.0 39.9 36.2
85° 25.4 24.8 24.3 19.4 17.8

87.5° 9.2 9.2 7.6 7.0 7.6
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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