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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485111
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-1STD-20-120-EDD

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2758.8 lumens
Efficiency: N/A

Efficacy: 82.8 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  33.3
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485111

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1STD-20-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485111

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1STD-20-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2890 2890 2890
5° 2890 2870 2874

10° 2850 2840 2843
15° 2801 2798 2799
20° 2745 2768 2766
25° 2680 2732 2741
30° 2615 2692 2713
35° 2550 2633 2645
40° 2463 2575 2572
45° 2373 2485 2510
50° 2284 2402 2434
55° 2188 2317 2331
60° 2095 2235 2218
65° 1985 2097 2057
70° 1829 1927 1839
75° 1618 1685 1471
80° 1302 1319 1029
85° 852 815 599
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485111

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1STD-20-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 101.0 3.7 0° 1074 1074 1074 1074 1074

10°-20° 283.9 10.3 5° 1070 1063 1062 1069 1064 101
20°-30° 422.6 15.3 15° 1005 1007 1004 1011 1005 283

30°-40° 497.5 18.0 25° 903 907 920 933 923 416
40°-50° 498.8 18.1 35° 776 780 802 810 805 483

50°-60° 437.4 15.9 45° 624 627 653 661 660 481
60°-70° 319.8 11.6 55° 466 477 494 501 497 419

70°-80° 164.8 6.0 65° 312 319 329 328 323 308
80°-90° 33.1 1.2 75° 156 157 162 151 142 165

90°-100° 0.0 0.0 85° 28 27 26 21 19 36
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 807.5 29.3
0°-40° 1304.9 47.3
0°-60° 2241.1 81.2
0°-90° 2758.8 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2758.8 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485111

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-1STD-20-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1074.1 1074.1 1074.1 1074.1 1074.1

2.5° 1079.3 1074.1 1067.0 1072.9 1071.7
5° 1070.0 1062.9 1062.3 1069.4 1064.1

7.5° 1058.2 1057.0 1050.0 1057.6 1054.7
10° 1042.9 1041.8 1039.4 1044.7 1040.6

12.5° 1024.7 1023.6 1024.7 1027.7 1024.7
15° 1005.4 1007.1 1004.2 1010.6 1004.8

17.5° 979.5 981.3 987.2 989.5 988.9
20° 958.4 959.6 966.6 976.0 966.0

22.5° 930.8 933.7 937.2 954.3 951.9
25° 902.6 906.7 920.2 933.1 923.1

27.5° 873.2 877.3 893.8 903.2 902.0
30° 841.5 845.6 866.2 879.1 873.2

32.5° 808.6 815.7 838.0 849.1 838.0
35° 776.3 779.9 801.6 810.4 805.1

37.5° 733.5 747.0 768.7 774.6 765.2
40° 701.2 701.8 732.9 732.9 732.3

42.5° 659.5 668.9 689.4 700.6 694.7
45° 623.6 626.6 653.0 661.2 659.5

47.5° 584.3 596.0 615.4 624.8 620.1
50° 545.5 553.8 573.7 586.1 581.4

52.5° 509.7 516.2 536.7 543.8 539.1
55° 466.3 476.8 493.9 500.9 496.8

57.5° 428.7 436.3 457.5 459.8 457.5
60° 389.3 398.1 415.2 416.9 412.2

62.5° 351.8 357.6 372.9 373.5 368.2
65° 311.8 318.9 329.4 328.3 323.0

67.5° 272.5 277.2 287.2 283.0 277.2
70° 232.5 236.7 244.9 239.0 233.7

72.5° 193.8 196.7 203.8 195.0 188.5
75° 155.6 156.8 162.1 150.9 141.5

77.5° 118.0 119.2 122.1 111.0 100.4
80° 84.0 84.0 85.1 73.4 66.4

82.5° 52.9 52.9 52.3 43.5 39.3
85° 27.6 27.0 26.4 21.1 19.4

87.5° 10.0 10.0 8.2 7.6 8.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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