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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485163
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-3HI-30-120-EDD

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 14223.6 lumens
Efficiency: N/A

Efficacy: 107.8 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  132
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P485163

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3HI-30-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485163

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3HI-30-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 14902 14902 14902
5° 14901 14795 14819

10° 14693 14643 14660
15° 14440 14423 14432
20° 14150 14271 14263
25° 13817 14087 14132
30° 13481 13876 13989
35° 13149 13576 13636
40° 12699 13273 13263
45° 12237 12812 12939
50° 11775 12383 12548
55° 11279 11946 12017
60° 10803 11520 11439
65° 10237 10815 10603
70° 9433 9933 9481
75° 8342 8688 7587
80° 6710 6803 5301
85° 4394 4205 3084

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485163

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3HI-30-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 520.5 3.7 0° 5538 5538 5538 5538 5538

10°-20° 1463.6 10.3 5° 5516 5480 5477 5513 5486 522
20°-30° 2179.0 15.3 15° 5183 5192 5177 5211 5180 1459

30°-40° 2564.8 18.0 25° 4654 4675 4744 4811 4760 2144
40°-50° 2571.5 18.1 35° 4002 4021 4133 4178 4151 2493

50°-60° 2255.0 15.9 45° 3215 3230 3367 3409 3400 2478
60°-70° 1648.9 11.6 55° 2404 2458 2546 2583 2561 2158

70°-80° 849.8 6.0 65° 1608 1644 1698 1692 1665 1590
80°-90° 170.5 1.2 75° 802 808 836 778 730 850

90°-100° 0.0 0.0 85° 142 139 136 109 100 186
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 4163.0 29.3
0°-40° 6727.8 47.3
0°-60° 11554.4 81.2
0°-90° 14223.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 14223.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485163

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3HI-30-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 5537.6 5537.6 5537.6 5537.6 5537.6

2.5° 5564.8 5537.6 5501.2 5531.5 5525.5
5° 5516.4 5480.0 5477.0 5513.3 5486.1

7.5° 5455.8 5449.8 5413.4 5452.8 5437.7
10° 5377.1 5371.0 5358.9 5386.2 5365.0

12.5° 5283.2 5277.2 5283.2 5298.4 5283.2
15° 5183.3 5192.4 5177.3 5210.6 5180.3

17.5° 5050.1 5059.2 5089.5 5101.6 5098.6
20° 4941.1 4947.2 4983.5 5031.9 4980.5

22.5° 4798.8 4814.0 4832.1 4919.9 4907.8
25° 4653.5 4674.7 4744.3 4810.9 4759.5

27.5° 4502.1 4523.3 4608.1 4656.5 4650.5
30° 4338.6 4359.8 4465.8 4532.4 4502.1

32.5° 4169.1 4205.4 4320.5 4378.0 4320.5
35° 4002.5 4020.7 4132.7 4178.2 4150.9

37.5° 3781.5 3851.2 3963.2 3993.5 3945.0
40° 3615.0 3618.0 3778.5 3778.5 3775.5

42.5° 3400.0 3448.5 3554.5 3612.0 3581.7
45° 3215.4 3230.5 3366.7 3409.1 3400.0

47.5° 3012.5 3073.1 3173.0 3221.4 3197.2
50° 2812.7 2855.1 2958.0 3021.6 2997.4

52.5° 2628.0 2661.3 2767.3 2803.6 2779.4
55° 2404.0 2458.4 2546.3 2582.6 2561.4

57.5° 2210.2 2249.5 2358.5 2370.6 2358.5
60° 2007.3 2052.7 2140.5 2149.6 2125.4

62.5° 1813.6 1843.8 1922.6 1925.6 1898.3
65° 1607.7 1644.0 1698.5 1692.5 1665.2

67.5° 1404.8 1429.0 1480.5 1459.3 1429.0
70° 1198.9 1220.1 1262.5 1232.3 1205.0

72.5° 999.1 1014.3 1050.6 1005.2 971.9
75° 802.3 808.4 835.6 778.1 729.7

77.5° 608.6 614.6 629.8 572.2 517.7
80° 433.0 433.0 439.0 378.5 342.1

82.5° 272.5 272.5 269.5 224.0 202.9
85° 142.3 139.3 136.2 109.0 99.9

87.5° 51.5 51.5 42.4 39.4 42.4
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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