
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

(formerly Eaton)

Brand: FAIL-SAFE

Report Number: P485180

Luminaire Tested: ORLG-12-4-INS-A125-LD4-3LO-50-120-EDD-90

Issue Date: 3/1/2021

Report Generated By E9911574 / USPTCWHP6081592

This test was performed under the Supervised Manufacturer’s Testing Program. The results of this test have not been influenced 

by sources from within Cooper Lighting Solutions or from external interests.

LM-79-08 Approved Method: Electrical and Photometric Measurements of Solid-State 

Lighting Products

Page 1 of 6



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485180
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-3LO-50-120-EDD-90

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8121.7 lumens
Efficiency: N/A

Efficacy: 115.7 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  70.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P485180

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3LO-50-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485180

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3LO-50-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 8509 8509 8509
5° 8509 8448 8462

10° 8390 8361 8371
15° 8245 8236 8241
20° 8080 8149 8144
25° 7890 8043 8069
30° 7698 7924 7988
35° 7508 7752 7786
40° 7251 7579 7573
45° 6987 7316 7388
50° 6723 7071 7165
55° 6440 6821 6862
60° 6169 6578 6532
65° 5845 6176 6054
70° 5386 5672 5414
75° 4763 4960 4331
80° 3831 3885 3028
85° 2510 2402 1763
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485180

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3LO-50-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 297.2 3.7 0° 3162 3162 3162 3162 3162

10°-20° 835.7 10.3 5° 3150 3129 3127 3148 3133 298
20°-30° 1244.2 15.3 15° 2960 2965 2956 2975 2958 833

30°-40° 1464.5 18.0 25° 2657 2669 2709 2747 2718 1224
40°-50° 1468.3 18.1 35° 2286 2296 2360 2386 2370 1423

50°-60° 1287.6 15.9 45° 1836 1845 1922 1947 1941 1415
60°-70° 941.5 11.6 55° 1373 1404 1454 1475 1463 1232

70°-80° 485.2 6.0 65° 918 939 970 966 951 908
80°-90° 97.4 1.2 75° 458 462 477 444 417 485

90°-100° 0.0 0.0 85° 81 80 78 62 57 106
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2377.1 29.3
0°-40° 3841.6 47.3
0°-60° 6597.6 81.2
0°-90° 8121.7 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 8121.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485180

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3LO-50-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3162.0 3162.0 3162.0 3162.0 3162.0

2.5° 3177.5 3162.0 3141.2 3158.5 3155.0
5° 3149.9 3129.1 3127.4 3148.1 3132.6

7.5° 3115.3 3111.8 3091.1 3113.6 3104.9
10° 3070.3 3066.9 3060.0 3075.5 3063.4

12.5° 3016.7 3013.3 3016.7 3025.4 3016.7
15° 2959.7 2964.9 2956.2 2975.3 2958.0

17.5° 2883.6 2888.8 2906.1 2913.0 2911.3
20° 2821.4 2824.8 2845.6 2873.3 2843.9

22.5° 2740.1 2748.8 2759.2 2809.3 2802.4
25° 2657.2 2669.3 2709.0 2747.0 2717.7

27.5° 2570.7 2582.8 2631.2 2658.9 2655.4
30° 2477.4 2489.5 2550.0 2588.0 2570.7

32.5° 2380.5 2401.3 2467.0 2499.8 2467.0
35° 2285.5 2295.8 2359.8 2385.7 2370.2

37.5° 2159.3 2199.0 2263.0 2280.3 2252.6
40° 2064.2 2065.9 2157.5 2157.5 2155.8

42.5° 1941.4 1969.1 2029.6 2062.4 2045.2
45° 1836.0 1844.6 1922.4 1946.6 1941.4

47.5° 1720.1 1754.7 1811.8 1839.4 1825.6
50° 1606.0 1630.3 1689.0 1725.3 1711.5

52.5° 1500.6 1519.6 1580.1 1600.9 1587.0
55° 1372.7 1403.8 1453.9 1474.7 1462.6

57.5° 1262.0 1284.5 1346.7 1353.6 1346.7
60° 1146.2 1172.1 1222.3 1227.4 1213.6

62.5° 1035.5 1052.8 1097.8 1099.5 1084.0
65° 918.0 938.7 969.9 966.4 950.8

67.5° 802.2 816.0 845.4 833.3 816.0
70° 684.6 696.7 720.9 703.6 688.1

72.5° 570.5 579.1 599.9 574.0 554.9
75° 458.1 461.6 477.1 444.3 416.6

77.5° 347.5 350.9 359.6 326.7 295.6
80° 247.2 247.2 250.7 216.1 195.4

82.5° 155.6 155.6 153.9 127.9 115.8
85° 81.3 79.5 77.8 62.2 57.1

87.5° 29.4 29.4 24.2 22.5 24.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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