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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485187
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-12-4-INS-A125-LD4-3STD-30-120-EDD

Description:  1X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 11596.2 lumens
Efficiency: N/A

Efficacy: 116.1 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  99.9
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P485187

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3STD-30-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485187

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3STD-30-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 12149 12149 12149
5° 12149 12062 12082

10° 11979 11938 11952
15° 11773 11759 11766
20° 11536 11635 11628
25° 11265 11484 11521
30° 10991 11313 11405
35° 10720 11068 11117
40° 10353 10821 10813
45° 9976 10446 10549
50° 9600 10096 10230
55° 9195 9739 9797
60° 8808 9392 9326
65° 8346 8818 8644
70° 7691 8098 7729
75° 6801 7084 6185
80° 5470 5546 4322
85° 3582 3430 2516
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485187

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3STD-30-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 424.4 3.7 0° 4515 4515 4515 4515 4515

10°-20° 1193.2 10.3 5° 4497 4468 4465 4495 4473 426
20°-30° 1776.5 15.3 15° 4226 4233 4221 4248 4223 1189

30°-40° 2091.0 18.0 25° 3794 3811 3868 3922 3880 1748
40°-50° 2096.5 18.1 35° 3263 3278 3369 3406 3384 2032

50°-60° 1838.5 15.9 45° 2621 2634 2745 2779 2772 2020
60°-70° 1344.3 11.6 55° 1960 2004 2076 2106 2088 1759

70°-80° 692.8 6.0 65° 1311 1340 1385 1380 1358 1297
80°-90° 139.0 1.2 75° 654 659 681 634 595 693

90°-100° 0.0 0.0 85° 116 114 111 89 82 151
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 3394.1 29.3
0°-40° 5485.1 47.3
0°-60° 9420.1 81.2
0°-90° 11596.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 11596.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485187

CATALOG NUMBER: ORLG-12-4-INS-A125-LD4-3STD-30-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4514.7 4514.7 4514.7 4514.7 4514.7

2.5° 4536.9 4514.7 4485.0 4509.7 4504.8
5° 4497.4 4467.8 4465.3 4494.9 4472.7

7.5° 4448.0 4443.1 4413.5 4445.5 4433.2
10° 4383.8 4378.9 4369.0 4391.2 4374.0

12.5° 4307.3 4302.4 4307.3 4319.7 4307.3
15° 4225.9 4233.3 4220.9 4248.1 4223.4

17.5° 4117.3 4124.7 4149.3 4159.2 4156.7
20° 4028.4 4033.3 4062.9 4102.4 4060.5

22.5° 3912.4 3924.7 3939.5 4011.1 4001.2
25° 3793.9 3811.2 3867.9 3922.3 3880.3

27.5° 3670.5 3687.8 3756.9 3796.4 3791.4
30° 3537.2 3554.5 3640.9 3695.2 3670.5

32.5° 3399.0 3428.6 3522.4 3569.3 3522.4
35° 3263.2 3278.0 3369.3 3406.4 3384.1

37.5° 3083.0 3139.8 3231.1 3255.8 3216.3
40° 2947.2 2949.7 3080.5 3080.5 3078.1

42.5° 2772.0 2811.5 2897.9 2944.8 2920.1
45° 2621.4 2633.8 2744.8 2779.4 2772.0

47.5° 2456.0 2505.4 2586.9 2626.4 2606.6
50° 2293.1 2327.7 2411.6 2463.4 2443.7

52.5° 2142.6 2169.7 2256.1 2285.7 2266.0
55° 1959.9 2004.3 2075.9 2105.5 2088.2

57.5° 1801.9 1834.0 1922.9 1932.7 1922.9
60° 1636.5 1673.6 1745.1 1752.5 1732.8

62.5° 1478.6 1503.2 1567.4 1569.9 1547.7
65° 1310.7 1340.3 1384.8 1379.8 1357.6

67.5° 1145.3 1165.1 1207.0 1189.8 1165.1
70° 977.5 994.8 1029.3 1004.6 982.4

72.5° 814.6 826.9 856.5 819.5 792.3
75° 654.1 659.1 681.3 634.4 594.9

77.5° 496.1 501.1 513.4 466.5 422.1
80° 353.0 353.0 357.9 308.5 278.9

82.5° 222.2 222.2 219.7 182.7 165.4
85° 116.0 113.5 111.1 88.9 81.5

87.5° 42.0 42.0 34.6 32.1 34.6
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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