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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485860
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-1LO-35-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 1123.5 lumens
Efficiency: N/A

Efficacy: 96.0 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  11.7
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485860

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-1LO-35-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485860

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-1LO-35-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1177 1177 1177
5° 1177 1169 1170

10° 1160 1157 1158
15° 1141 1139 1140
20° 1118 1127 1127
25° 1091 1113 1116
30° 1065 1096 1105
35° 1039 1072 1077
40° 1003 1049 1048
45° 967 1012 1022
50° 930 978 991
55° 891 943 949
60° 854 910 904
65° 809 855 837
70° 745 784 749
75° 659 686 599
80° 530 538 418
85° 346 333 244

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485860

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-1LO-35-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 41.1 3.7 0° 437 437 437 437 437

10°-20° 115.6 10.3 5° 436 433 433 436 433 41
20°-30° 172.1 15.3 15° 409 410 409 412 409 115

30°-40° 202.6 18.0 25° 368 369 375 380 376 169
40°-50° 203.1 18.1 35° 316 318 326 330 328 197

50°-60° 178.1 15.9 45° 254 255 266 269 269 196
60°-70° 130.3 11.6 55° 190 194 201 204 202 170

70°-80° 67.1 6.0 65° 127 130 134 134 132 126
80°-90° 13.5 1.2 75° 63 64 66 62 58 67

90°-100° 0.0 0.0 85° 11 11 11 9 8 15
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 328.8 29.3
0°-40° 531.4 47.3
0°-60° 912.7 81.2
0°-90° 1123.5 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1123.5 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485860

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-1LO-35-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 437.4 437.4 437.4 437.4 437.4

2.5° 439.6 437.4 434.5 436.9 436.4
5° 435.7 432.9 432.6 435.5 433.3

7.5° 430.9 430.5 427.6 430.7 429.5
10° 424.7 424.3 423.3 425.4 423.8

12.5° 417.3 416.8 417.3 418.5 417.3
15° 409.4 410.1 408.9 411.6 409.2

17.5° 398.9 399.6 402.0 403.0 402.7
20° 390.3 390.8 393.6 397.5 393.4

22.5° 379.1 380.2 381.7 388.6 387.7
25° 367.6 369.2 374.7 380.0 375.9

27.5° 355.6 357.3 364.0 367.8 367.3
30° 342.7 344.4 352.7 358.0 355.6

32.5° 329.3 332.2 341.3 345.8 341.3
35° 316.2 317.6 326.4 330.0 327.9

37.5° 298.7 304.2 313.0 315.4 311.6
40° 285.5 285.8 298.5 298.5 298.2

42.5° 268.6 272.4 280.8 285.3 282.9
45° 254.0 255.2 265.9 269.3 268.6

47.5° 238.0 242.7 250.6 254.5 252.5
50° 222.2 225.5 233.6 238.7 236.8

52.5° 207.6 210.2 218.6 221.5 219.5
55° 189.9 194.2 201.1 204.0 202.3

57.5° 174.6 177.7 186.3 187.3 186.3
60° 158.6 162.1 169.1 169.8 167.9

62.5° 143.3 145.6 151.9 152.1 149.9
65° 127.0 129.9 134.2 133.7 131.5

67.5° 111.0 112.9 116.9 115.3 112.9
70° 94.7 96.4 99.7 97.3 95.2

72.5° 78.9 80.1 83.0 79.4 76.8
75° 63.4 63.9 66.0 61.5 57.6

77.5° 48.1 48.5 49.7 45.2 40.9
80° 34.2 34.2 34.7 29.9 27.0

82.5° 21.5 21.5 21.3 17.7 16.0
85° 11.2 11.0 10.8 8.6 7.9

87.5° 4.1 4.1 3.3 3.1 3.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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