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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485902
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-2STD-20-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2046.1 lumens
Efficiency: N/A

Efficacy: 61.4 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  33.3
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P485902

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-20-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485902

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-20-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2144 2144 2144
5° 2143 2128 2132

10° 2114 2106 2109
15° 2077 2075 2076
20° 2036 2053 2052
25° 1988 2026 2033
30° 1939 1996 2012
35° 1892 1953 1962
40° 1827 1909 1908
45° 1760 1843 1861
50° 1694 1781 1805
55° 1622 1719 1729
60° 1554 1657 1645
65° 1473 1556 1525
70° 1357 1429 1364
75° 1200 1250 1092
80° 965 979 762
85° 633 605 445
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485902

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-20-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 74.9 3.7 0° 797 797 797 797 797

10°-20° 210.5 10.3 5° 794 788 788 793 789 75
20°-30° 313.5 15.3 15° 746 747 745 750 745 210

30°-40° 369.0 18.0 25° 669 672 682 692 685 308
40°-50° 369.9 18.1 35° 576 578 594 601 597 359

50°-60° 324.4 15.9 45° 462 465 484 490 489 356
60°-70° 237.2 11.6 55° 346 354 366 372 368 310

70°-80° 122.2 6.0 65° 231 236 244 244 240 229
80°-90° 24.5 1.2 75° 115 116 120 112 105 122

90°-100° 0.0 0.0 85° 20 20 20 16 14 27
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 598.9 29.3
0°-40° 967.8 47.3
0°-60° 1662.1 81.2
0°-90° 2046.1 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2046.1 100.0
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P485902

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-20-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 796.6 796.6 796.6 796.6 796.6

2.5° 800.5 796.6 791.4 795.7 794.9
5° 793.5 788.3 787.9 793.1 789.2

7.5° 784.8 784.0 778.7 784.4 782.2
10° 773.5 772.6 770.9 774.8 771.8

12.5° 760.0 759.1 760.0 762.2 760.0
15° 745.6 746.9 744.8 749.6 745.2

17.5° 726.5 727.8 732.1 733.9 733.4
20° 710.8 711.7 716.9 723.9 716.5

22.5° 690.3 692.5 695.1 707.7 706.0
25° 669.4 672.5 682.5 692.1 684.7

27.5° 647.6 650.7 662.9 669.9 669.0
30° 624.1 627.2 642.4 652.0 647.6

32.5° 599.7 605.0 621.5 629.8 621.5
35° 575.8 578.4 594.5 601.0 597.1

37.5° 544.0 554.0 570.1 574.5 567.5
40° 520.0 520.5 543.5 543.5 543.1

42.5° 489.1 496.1 511.3 519.6 515.2
45° 462.5 464.7 484.3 490.4 489.1

47.5° 433.4 442.1 456.4 463.4 459.9
50° 404.6 410.7 425.5 434.7 431.2

52.5° 378.0 382.8 398.1 403.3 399.8
55° 345.8 353.7 366.3 371.5 368.5

57.5° 317.9 323.6 339.3 341.0 339.3
60° 288.8 295.3 307.9 309.2 305.7

62.5° 260.9 265.2 276.6 277.0 273.1
65° 231.3 236.5 244.3 243.5 239.5

67.5° 202.1 205.6 213.0 209.9 205.6
70° 172.5 175.5 181.6 177.3 173.3

72.5° 143.7 145.9 151.1 144.6 139.8
75° 115.4 116.3 120.2 111.9 105.0

77.5° 87.5 88.4 90.6 82.3 74.5
80° 62.3 62.3 63.2 54.4 49.2

82.5° 39.2 39.2 38.8 32.2 29.2
85° 20.5 20.0 19.6 15.7 14.4

87.5° 7.4 7.4 6.1 5.7 6.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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