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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485908
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-2STD-35-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 3009.0 lumens
Efficiency: N/A

Efficacy: 90.4 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  33.3
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485908

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-35-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485908

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-35-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 3152 3152 3152
5° 3152 3130 3135

10° 3108 3098 3101
15° 3055 3051 3053
20° 2993 3019 3017
25° 2923 2980 2990
30° 2852 2935 2959
35° 2781 2872 2885
40° 2687 2808 2806
45° 2589 2710 2737
50° 2491 2620 2655
55° 2386 2527 2542
60° 2286 2437 2420
65° 2166 2288 2243
70° 1995 2102 2006
75° 1764 1838 1605
80° 1420 1440 1122
85° 929 889 651
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P485908

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-35-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 110.1 3.7 0° 1172 1172 1172 1172 1172

10°-20° 309.6 10.3 5° 1167 1159 1159 1166 1161 110
20°-30° 461.0 15.3 15° 1096 1098 1095 1102 1096 309

30°-40° 542.6 18.0 25° 984 989 1004 1018 1007 453
40°-50° 544.0 18.1 35° 847 851 874 884 878 527

50°-60° 477.1 15.9 45° 680 683 712 721 719 524
60°-70° 348.8 11.6 55° 509 520 539 546 542 457

70°-80° 179.8 6.0 65° 340 348 359 358 352 336
80°-90° 36.1 1.2 75° 170 171 177 165 154 180

90°-100° 0.0 0.0 85° 30 30 29 23 21 39
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 880.7 29.3
0°-40° 1423.3 47.3
0°-60° 2444.3 81.2
0°-90° 3009.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 3009.0 100.0
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TEST NUMBER: P485908

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-2STD-35-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1171.5 1171.5 1171.5 1171.5 1171.5

2.5° 1177.2 1171.5 1163.8 1170.2 1168.9
5° 1167.0 1159.3 1158.7 1166.3 1160.6

7.5° 1154.2 1152.9 1145.2 1153.5 1150.3
10° 1137.5 1136.2 1133.7 1139.4 1135.0

12.5° 1117.7 1116.4 1117.7 1120.9 1117.7
15° 1096.5 1098.5 1095.3 1102.3 1095.9

17.5° 1068.4 1070.3 1076.7 1079.2 1078.6
20° 1045.3 1046.6 1054.3 1064.5 1053.6

22.5° 1015.2 1018.4 1022.2 1040.8 1038.2
25° 984.4 988.9 1003.7 1017.8 1006.9

27.5° 952.4 956.9 974.8 985.1 983.8
30° 917.8 922.3 944.7 958.8 952.4

32.5° 882.0 889.7 914.0 926.2 914.0
35° 846.7 850.6 874.3 883.9 878.1

37.5° 800.0 814.7 838.4 844.8 834.6
40° 764.8 765.4 799.3 799.3 798.7

42.5° 719.3 729.5 751.9 764.1 757.7
45° 680.2 683.4 712.2 721.2 719.3

47.5° 637.3 650.1 671.2 681.5 676.4
50° 595.0 604.0 625.8 639.2 634.1

52.5° 556.0 563.0 585.4 593.1 588.0
55° 508.6 520.1 538.7 546.3 541.9

57.5° 467.6 475.9 498.9 501.5 498.9
60° 424.7 434.3 452.8 454.8 449.6

62.5° 383.7 390.1 406.7 407.4 401.6
65° 340.1 347.8 359.3 358.0 352.3

67.5° 297.2 302.3 313.2 308.7 302.3
70° 253.6 258.1 267.1 260.7 254.9

72.5° 211.4 214.6 222.3 212.6 205.6
75° 169.7 171.0 176.8 164.6 154.4

77.5° 128.7 130.0 133.2 121.1 109.5
80° 91.6 91.6 92.9 80.1 72.4

82.5° 57.6 57.6 57.0 47.4 42.9
85° 30.1 29.5 28.8 23.1 21.1

87.5° 10.9 10.9 9.0 8.3 9.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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