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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485926
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-3LO-20-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2291.9 lumens
Efficiency: N/A

Efficacy: 65.3 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  35.1
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485926

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-3LO-20-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485926

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-3LO-20-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 2401 2401 2401
5° 2401 2384 2388

10° 2367 2360 2362
15° 2327 2324 2325
20° 2280 2300 2298
25° 2226 2270 2277
30° 2172 2236 2254
35° 2119 2188 2197
40° 2046 2139 2137
45° 1972 2065 2085
50° 1897 1995 2022
55° 1818 1925 1936
60° 1741 1856 1843
65° 1650 1743 1708
70° 1520 1600 1528
75° 1344 1399 1223
80° 1082 1096 854
85° 707 679 497
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485926

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-3LO-20-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 83.9 3.7 0° 892 892 892 892 892

10°-20° 235.8 10.3 5° 889 883 882 888 884 84
20°-30° 351.1 15.3 15° 835 837 834 840 835 235

30°-40° 413.3 18.0 25° 750 753 764 775 767 345
40°-50° 414.4 18.1 35° 645 648 666 673 669 402

50°-60° 363.4 15.9 45° 518 520 542 549 548 399
60°-70° 265.7 11.6 55° 387 396 410 416 413 348

70°-80° 136.9 6.0 65° 259 265 274 273 268 256
80°-90° 27.5 1.2 75° 129 130 135 125 118 137

90°-100° 0.0 0.0 85° 23 22 22 18 16 30
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 670.8 29.3
0°-40° 1084.1 47.3
0°-60° 1861.8 81.2
0°-90° 2291.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2291.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485926

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-3LO-20-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 892.3 892.3 892.3 892.3 892.3

2.5° 896.7 892.3 886.4 891.3 890.3
5° 888.9 883.0 882.5 888.4 884.0

7.5° 879.1 878.1 872.3 878.6 876.2
10° 866.4 865.5 863.5 867.9 864.5

12.5° 851.3 850.3 851.3 853.7 851.3
15° 835.2 836.7 834.2 839.6 834.7

17.5° 813.7 815.2 820.1 822.0 821.5
20° 796.2 797.2 803.0 810.8 802.5

22.5° 773.3 775.7 778.6 792.8 790.8
25° 749.8 753.2 764.5 775.2 766.9

27.5° 725.4 728.9 742.5 750.3 749.3
30° 699.1 702.5 719.6 730.3 725.4

32.5° 671.8 677.6 696.2 705.4 696.2
35° 644.9 647.9 665.9 673.2 668.9

37.5° 609.3 620.6 638.6 643.5 635.7
40° 582.5 583.0 608.8 608.8 608.4

42.5° 547.9 555.7 572.7 582.0 577.1
45° 518.1 520.5 542.5 549.3 547.9

47.5° 485.4 495.2 511.3 519.1 515.2
50° 453.2 460.0 476.6 486.9 483.0

52.5° 423.5 428.8 445.9 451.8 447.9
55° 387.4 396.1 410.3 416.1 412.7

57.5° 356.1 362.5 380.0 382.0 380.0
60° 323.4 330.8 344.9 346.4 342.5

62.5° 292.2 297.1 309.8 310.3 305.9
65° 259.1 264.9 273.7 272.7 268.3

67.5° 226.4 230.3 238.6 235.1 230.3
70° 193.2 196.6 203.4 198.6 194.2

72.5° 161.0 163.4 169.3 162.0 156.6
75° 129.3 130.3 134.6 125.4 117.6

77.5° 98.1 99.0 101.5 92.2 83.4
80° 69.8 69.8 70.7 61.0 55.1

82.5° 43.9 43.9 43.4 36.1 32.7
85° 22.9 22.4 22.0 17.6 16.1

87.5° 8.3 8.3 6.8 6.3 6.8
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 6 


