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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485964
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-4LO-27-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4088.2 lumens
Efficiency: N/A

Efficacy: 87.4 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  46.8
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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TEST NUMBER: P485964

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4LO-27-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485964

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4LO-27-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4283 4283 4283
5° 4283 4252 4259

10° 4223 4209 4214
15° 4150 4146 4148
20° 4067 4102 4099
25° 3971 4049 4062
30° 3875 3988 4021
35° 3779 3902 3919
40° 3650 3815 3812
45° 3517 3683 3719
50° 3384 3559 3607
55° 3242 3434 3454
60° 3105 3311 3288
65° 2942 3109 3047
70° 2711 2855 2725
75° 2398 2497 2180
80° 1928 1956 1523
85° 1263 1210 886
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485964

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4LO-27-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 149.6 3.7 0° 1592 1592 1592 1592 1592

10°-20° 420.7 10.3 5° 1586 1575 1574 1585 1577 150
20°-30° 626.3 15.3 15° 1490 1492 1488 1498 1489 419

30°-40° 737.2 18.0 25° 1338 1344 1364 1383 1368 616
40°-50° 739.1 18.1 35° 1150 1156 1188 1201 1193 716

50°-60° 648.1 15.9 45° 924 928 968 980 977 712
60°-70° 473.9 11.6 55° 691 707 732 742 736 620

70°-80° 244.2 6.0 65° 462 472 488 486 479 457
80°-90° 49.0 1.2 75° 231 232 240 224 210 244

90°-100° 0.0 0.0 85° 41 40 39 31 29 53
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1196.6 29.3
0°-40° 1933.7 47.3
0°-60° 3321.0 81.2
0°-90° 4088.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4088.2 100.0
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TEST NUMBER: P485964

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4LO-27-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1591.6 1591.6 1591.6 1591.6 1591.6

2.5° 1599.5 1591.6 1581.2 1589.9 1588.1
5° 1585.5 1575.1 1574.2 1584.7 1576.8

7.5° 1568.1 1566.4 1555.9 1567.3 1562.9
10° 1545.5 1543.8 1540.3 1548.1 1542.0

12.5° 1518.5 1516.8 1518.5 1522.9 1518.5
15° 1489.8 1492.4 1488.1 1497.6 1488.9

17.5° 1451.5 1454.1 1462.8 1466.3 1465.4
20° 1420.2 1421.9 1432.4 1446.3 1431.5

22.5° 1379.3 1383.6 1388.9 1414.1 1410.6
25° 1337.5 1343.6 1363.6 1382.8 1368.0

27.5° 1294.0 1300.1 1324.5 1338.4 1336.7
30° 1247.0 1253.1 1283.6 1302.7 1294.0

32.5° 1198.3 1208.7 1241.8 1258.3 1241.8
35° 1150.4 1155.6 1187.8 1200.9 1193.1

37.5° 1086.9 1106.9 1139.1 1147.8 1133.9
40° 1039.0 1039.9 1086.0 1086.0 1085.2

42.5° 977.3 991.2 1021.6 1038.2 1029.5
45° 924.2 928.5 967.7 979.9 977.3

47.5° 865.9 883.3 912.0 925.9 918.9
50° 808.4 820.6 850.2 868.5 861.5

52.5° 755.3 764.9 795.4 805.8 798.9
55° 691.0 706.6 731.9 742.3 736.2

57.5° 635.3 646.6 677.9 681.4 677.9
60° 577.0 590.0 615.2 617.9 610.9

62.5° 521.3 530.0 552.6 553.5 545.6
65° 462.1 472.5 488.2 486.5 478.6

67.5° 403.8 410.7 425.5 419.4 410.7
70° 344.6 350.7 362.9 354.2 346.3

72.5° 287.2 291.5 302.0 288.9 279.3
75° 230.6 232.3 240.2 223.6 209.7

77.5° 174.9 176.7 181.0 164.5 148.8
80° 124.4 124.4 126.2 108.8 98.3

82.5° 78.3 78.3 77.4 64.4 58.3
85° 40.9 40.0 39.2 31.3 28.7

87.5° 14.8 14.8 12.2 11.3 12.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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