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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P485974
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-4STD-20-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4092.3 lumens
Efficiency: N/A

Efficacy: 61.4 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  66.6
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485974

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4STD-20-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485974

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4STD-20-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4287 4287 4287
5° 4287 4257 4264

10° 4227 4213 4218
15° 4155 4150 4152
20° 4071 4106 4103
25° 3975 4053 4066
30° 3879 3993 4025
35° 3783 3906 3923
40° 3654 3819 3816
45° 3521 3687 3723
50° 3388 3563 3610
55° 3245 3437 3457
60° 3108 3315 3291
65° 2945 3112 3051
70° 2714 2858 2728
75° 2400 2499 2182
80° 1931 1957 1525
85° 1263 1210 886
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P485974

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4STD-20-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 149.8 3.7 0° 1593 1593 1593 1593 1593

10°-20° 421.1 10.3 5° 1587 1577 1576 1586 1578 150
20°-30° 626.9 15.3 15° 1491 1494 1490 1499 1490 420

30°-40° 737.9 18.0 25° 1339 1345 1365 1384 1369 617
40°-50° 739.9 18.1 35° 1152 1157 1189 1202 1194 717

50°-60° 648.8 15.9 45° 925 930 969 981 978 713
60°-70° 474.4 11.6 55° 692 707 733 743 737 621

70°-80° 244.5 6.0 65° 462 473 489 487 479 458
80°-90° 49.1 1.2 75° 231 233 240 224 210 245

90°-100° 0.0 0.0 85° 41 40 39 31 29 53
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1197.8 29.3
0°-40° 1935.7 47.3
0°-60° 3324.3 81.2
0°-90° 4092.3 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 4092.3 100.0
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P485974

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-4STD-20-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1593.2 1593.2 1593.2 1593.2 1593.2

2.5° 1601.1 1593.2 1582.8 1591.5 1589.7
5° 1587.1 1576.7 1575.8 1586.3 1578.4

7.5° 1569.7 1568.0 1557.5 1568.8 1564.5
10° 1547.1 1545.3 1541.8 1549.7 1543.6

12.5° 1520.1 1518.3 1520.1 1524.4 1520.1
15° 1491.3 1493.9 1489.6 1499.1 1490.4

17.5° 1453.0 1455.6 1464.3 1467.8 1466.9
20° 1421.6 1423.4 1433.8 1447.8 1432.9

22.5° 1380.7 1385.0 1390.3 1415.5 1412.0
25° 1338.9 1345.0 1365.0 1384.2 1369.4

27.5° 1295.3 1301.4 1325.8 1339.7 1338.0
30° 1248.3 1254.4 1284.9 1304.0 1295.3

32.5° 1199.5 1209.9 1243.0 1259.6 1243.0
35° 1151.6 1156.8 1189.0 1202.1 1194.3

37.5° 1088.0 1108.0 1140.3 1149.0 1135.0
40° 1040.1 1041.0 1087.1 1087.1 1086.2

42.5° 978.2 992.2 1022.7 1039.2 1030.5
45° 925.1 929.5 968.7 980.8 978.2

47.5° 866.7 884.2 912.9 926.8 919.9
50° 809.2 821.4 851.1 869.3 862.4

52.5° 756.1 765.7 796.2 806.6 799.7
55° 691.6 707.3 732.6 743.0 736.9

57.5° 635.9 647.2 678.6 682.1 678.6
60° 577.5 590.6 615.9 618.5 611.5

62.5° 521.8 530.5 553.1 554.0 546.2
65° 462.5 473.0 488.7 486.9 479.1

67.5° 404.2 411.2 426.0 419.9 411.2
70° 345.0 351.0 363.2 354.5 346.7

72.5° 287.5 291.8 302.3 289.2 279.6
75° 230.8 232.6 240.4 223.9 209.9

77.5° 175.1 176.8 181.2 164.6 149.0
80° 124.6 124.6 126.3 108.9 98.4

82.5° 78.4 78.4 77.5 64.5 58.4
85° 40.9 40.1 39.2 31.4 28.7

87.5° 14.8 14.8 12.2 11.3 12.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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