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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P486003
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-5LO-30-120-EDD

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6396.2 lumens
Efficiency: N/A

Efficacy: 109.3 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  58.5
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P486003

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-5LO-30-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486003

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-5LO-30-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6701 6701 6701
5° 6701 6653 6664

10° 6607 6585 6592
15° 6494 6486 6490
20° 6363 6418 6414
25° 6213 6335 6355
30° 6062 6240 6291
35° 5913 6105 6132
40° 5710 5969 5964
45° 5503 5762 5819
50° 5295 5569 5643
55° 5072 5372 5404
60° 4858 5181 5144
65° 4604 4863 4768
70° 4242 4467 4264
75° 3751 3907 3411
80° 3017 3059 2383
85° 1976 1893 1386
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486003

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-5LO-30-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 234.1 3.7 0° 2490 2490 2490 2490 2490

10°-20° 658.2 10.3 5° 2481 2464 2463 2479 2467 235
20°-30° 979.9 15.3 15° 2331 2335 2328 2343 2330 656

30°-40° 1153.4 18.0 25° 2093 2102 2134 2163 2140 964
40°-50° 1156.4 18.1 35° 1800 1808 1858 1879 1867 1121

50°-60° 1014.1 15.9 45° 1446 1453 1514 1533 1529 1114
60°-70° 741.5 11.6 55° 1081 1106 1145 1161 1152 970

70°-80° 382.1 6.0 65° 723 739 764 761 749 715
80°-90° 76.7 1.2 75° 361 364 376 350 328 382

90°-100° 0.0 0.0 85° 64 63 61 49 45 83
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 1872.1 29.3
0°-40° 3025.4 47.3
0°-60° 5195.9 81.2
0°-90° 6396.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 6396.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486003

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-5LO-30-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2490.2 2490.2 2490.2 2490.2 2490.2

2.5° 2502.4 2490.2 2473.8 2487.5 2484.7
5° 2480.7 2464.3 2463.0 2479.3 2467.0

7.5° 2453.4 2450.7 2434.4 2452.1 2445.3
10° 2418.0 2415.3 2409.9 2422.1 2412.6

12.5° 2375.8 2373.1 2375.8 2382.6 2375.8
15° 2330.9 2335.0 2328.2 2343.1 2329.5

17.5° 2271.0 2275.1 2288.7 2294.1 2292.8
20° 2222.0 2224.7 2241.0 2262.8 2239.7

22.5° 2158.0 2164.8 2173.0 2212.4 2207.0
25° 2092.6 2102.2 2133.5 2163.4 2140.3

27.5° 2024.6 2034.1 2072.2 2094.0 2091.3
30° 1951.0 1960.6 2008.2 2038.2 2024.6

32.5° 1874.8 1891.1 1942.9 1968.7 1942.9
35° 1799.9 1808.1 1858.4 1878.9 1866.6

37.5° 1700.5 1731.8 1782.2 1795.8 1774.0
40° 1625.6 1627.0 1699.2 1699.2 1697.8

42.5° 1529.0 1550.7 1598.4 1624.3 1610.7
45° 1445.9 1452.7 1514.0 1533.0 1529.0

47.5° 1354.7 1381.9 1426.9 1448.6 1437.7
50° 1264.8 1283.9 1330.2 1358.8 1347.9

52.5° 1181.8 1196.8 1244.4 1260.7 1249.9
55° 1081.0 1105.5 1145.0 1161.4 1151.8

57.5° 993.9 1011.6 1060.6 1066.1 1060.6
60° 902.7 923.1 962.6 966.7 955.8

62.5° 815.5 829.2 864.6 865.9 853.7
65° 723.0 739.3 763.8 761.1 748.8

67.5° 631.7 642.6 665.8 656.2 642.6
70° 539.2 548.7 567.7 554.1 541.9

72.5° 449.3 456.1 472.4 452.0 437.0
75° 360.8 363.5 375.8 349.9 328.1

77.5° 273.7 276.4 283.2 257.3 232.8
80° 194.7 194.7 197.4 170.2 153.8

82.5° 122.5 122.5 121.2 100.8 91.2
85° 64.0 62.6 61.3 49.0 44.9

87.5° 23.1 23.1 19.1 17.7 19.1
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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