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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P486033
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-6HI-50-120-EDD

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 13591.6 lumens
Efficiency: N/A

Efficacy: 103.0 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  132
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P486033

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6HI-50-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486033

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6HI-50-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 14239 14239 14239
5° 14239 14138 14161

10° 14040 13993 14008
15° 13799 13782 13791
20° 13521 13637 13629
25° 13203 13461 13504
30° 12882 13260 13368
35° 12564 12973 13030
40° 12135 12683 12673
45° 11693 12243 12364
50° 11252 11833 11991
55° 10777 11415 11483
60° 10323 11008 10931
65° 9782 10334 10132
70° 9014 9492 9060
75° 7971 8302 7249
80° 6411 6501 5066
85° 4199 4020 2949
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486033

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6HI-50-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 497.4 3.7 0° 5292 5292 5292 5292 5292

10°-20° 1398.5 10.3 5° 5271 5236 5234 5268 5242 499
20°-30° 2082.2 15.3 15° 4953 4962 4947 4979 4950 1394

30°-40° 2450.8 18.0 25° 4447 4467 4534 4597 4548 2048
40°-50° 2457.3 18.1 35° 3825 3842 3949 3992 3966 2382

50°-60° 2154.8 15.9 45° 3072 3087 3217 3258 3249 2368
60°-70° 1575.7 11.6 55° 2297 2349 2433 2468 2448 2062

70°-80° 812.0 6.0 65° 1536 1571 1623 1617 1591 1520
80°-90° 162.9 1.2 75° 767 772 798 744 697 812

90°-100° 0.0 0.0 85° 136 133 130 104 96 177
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 3978.1 29.3
0°-40° 6428.9 47.3
0°-60° 11041.0 81.2
0°-90° 13591.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 13591.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486033

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6HI-50-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 5291.5 5291.5 5291.5 5291.5 5291.5

2.5° 5317.6 5291.5 5256.8 5285.7 5279.9
5° 5271.3 5236.5 5233.7 5268.4 5242.3

7.5° 5213.4 5207.6 5172.9 5210.5 5196.0
10° 5138.2 5132.4 5120.8 5146.9 5126.6

12.5° 5048.5 5042.7 5048.5 5063.0 5048.5
15° 4953.0 4961.7 4947.2 4979.1 4950.1

17.5° 4825.7 4834.4 4863.3 4874.9 4872.0
20° 4721.6 4727.4 4762.1 4808.4 4759.2

22.5° 4585.6 4600.1 4617.4 4701.3 4689.7
25° 4446.7 4467.0 4533.5 4597.2 4548.0

27.5° 4302.1 4322.3 4403.3 4449.6 4443.8
30° 4145.8 4166.1 4267.4 4331.0 4302.1

32.5° 3983.8 4018.5 4128.5 4183.5 4128.5
35° 3824.7 3842.1 3949.1 3992.5 3966.5

37.5° 3613.5 3680.0 3787.1 3816.0 3769.7
40° 3454.4 3457.3 3610.6 3610.6 3607.7

42.5° 3249.0 3295.3 3396.5 3451.5 3422.6
45° 3072.5 3087.0 3217.1 3257.7 3249.0

47.5° 2878.7 2936.5 3032.0 3078.3 3055.1
50° 2687.7 2728.2 2826.6 2887.3 2864.2

52.5° 2511.2 2543.1 2644.3 2679.0 2655.9
55° 2297.1 2349.2 2433.1 2467.8 2447.6

57.5° 2112.0 2149.6 2253.7 2265.3 2253.7
60° 1918.1 1961.5 2045.4 2054.1 2031.0

62.5° 1733.0 1761.9 1837.1 1840.0 1814.0
65° 1536.2 1571.0 1623.0 1617.3 1591.2

67.5° 1342.4 1365.6 1414.7 1394.5 1365.6
70° 1145.7 1165.9 1206.4 1177.5 1151.5

72.5° 954.7 969.2 1003.9 960.5 928.7
75° 766.7 772.5 798.5 743.5 697.2

77.5° 581.5 587.3 601.8 546.8 494.7
80° 413.7 413.7 419.5 361.6 326.9

82.5° 260.4 260.4 257.5 214.1 193.8
85° 136.0 133.1 130.2 104.2 95.5

87.5° 49.2 49.2 40.5 37.6 40.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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