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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P486044
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-2-INS-A125-LD4-6LO-50-120-EDD-90

Description:  2X2 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7198.8 lumens
Efficiency: N/A

Efficacy: 102.5 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 2' x H: 0')
CIE Type: Direct

Input Watts (W):  70.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486044

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6LO-50-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486044

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6LO-50-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7542 7542 7542
5° 7542 7488 7500

10° 7436 7411 7420
15° 7309 7300 7304
20° 7161 7223 7218
25° 6993 7130 7152
30° 6823 7023 7080
35° 6655 6871 6901
40° 6427 6718 6712
45° 6193 6485 6549
50° 5959 6267 6351
55° 5708 6046 6082
60° 5468 5831 5789
65° 5181 5473 5366
70° 4774 5028 4799
75° 4222 4397 3840
80° 3395 3443 2684
85° 2223 2130 1562
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486044

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6LO-50-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 263.4 3.7 0° 2803 2803 2803 2803 2803

10°-20° 740.7 10.3 5° 2792 2774 2772 2790 2777 264
20°-30° 1102.8 15.3 15° 2623 2628 2620 2637 2622 738

30°-40° 1298.1 18.0 25° 2355 2366 2401 2435 2409 1085
40°-50° 1301.5 18.1 35° 2026 2035 2092 2115 2101 1262

50°-60° 1141.3 15.9 45° 1627 1635 1704 1725 1721 1254
60°-70° 834.6 11.6 55° 1217 1244 1289 1307 1296 1092

70°-80° 430.1 6.0 65° 814 832 860 857 843 805
80°-90° 86.3 1.2 75° 406 409 423 394 369 430

90°-100° 0.0 0.0 85° 72 70 69 55 51 94
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2107.0 29.3
0°-40° 3405.1 47.3
0°-60° 5847.9 81.2
0°-90° 7198.8 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 7198.8 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P486044

CATALOG NUMBER: ORLG-24-2-INS-A125-LD4-6LO-50-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2802.7 2802.7 2802.7 2802.7 2802.7

2.5° 2816.4 2802.7 2784.3 2799.6 2796.5
5° 2791.9 2773.5 2772.0 2790.4 2776.6

7.5° 2761.3 2758.2 2739.8 2759.7 2752.1
10° 2721.4 2718.4 2712.2 2726.0 2715.3

12.5° 2673.9 2670.9 2673.9 2681.6 2673.9
15° 2623.4 2628.0 2620.3 2637.2 2621.8

17.5° 2555.9 2560.5 2575.9 2582.0 2580.5
20° 2500.8 2503.8 2522.2 2546.8 2520.7

22.5° 2428.8 2436.4 2445.6 2490.1 2483.9
25° 2355.2 2365.9 2401.2 2434.9 2408.8

27.5° 2278.6 2289.3 2332.2 2356.7 2353.7
30° 2195.8 2206.6 2260.2 2293.9 2278.6

32.5° 2110.0 2128.4 2186.7 2215.8 2186.7
35° 2025.8 2035.0 2091.6 2114.6 2100.8

37.5° 1913.9 1949.1 2005.8 2021.2 1996.6
40° 1829.6 1831.1 1912.4 1912.4 1910.8

42.5° 1720.8 1745.3 1799.0 1828.1 1812.8
45° 1627.3 1635.0 1704.0 1725.4 1720.8

47.5° 1524.7 1555.3 1605.9 1630.4 1618.2
50° 1423.5 1445.0 1497.1 1529.3 1517.0

52.5° 1330.1 1346.9 1400.6 1418.9 1406.7
55° 1216.7 1244.3 1288.7 1307.1 1296.4

57.5° 1118.6 1138.5 1193.7 1199.8 1193.7
60° 1015.9 1038.9 1083.4 1088.0 1075.7

62.5° 917.9 933.2 973.0 974.6 960.8
65° 813.7 832.1 859.6 856.6 842.8

67.5° 711.0 723.3 749.3 738.6 723.3
70° 606.8 617.5 639.0 623.7 609.9

72.5° 505.7 513.3 531.7 508.7 491.9
75° 406.1 409.1 422.9 393.8 369.3

77.5° 308.0 311.1 318.7 289.6 262.0
80° 219.1 219.1 222.2 191.5 173.2

82.5° 137.9 137.9 136.4 113.4 102.7
85° 72.0 70.5 69.0 55.2 50.6

87.5° 26.0 26.0 21.5 19.9 21.5
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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