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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487151
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-1LO-20-120-EDD

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2094.2 lumens
Efficiency: N/A

Efficacy: 89.5 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487151

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-20-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487151

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-20-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1097 1097 1097
5° 1097 1089 1091

10° 1082 1078 1079
15° 1063 1062 1062
20° 1042 1051 1050
25° 1017 1037 1040
30° 992 1022 1030
35° 968 999 1004
40° 935 977 976
45° 901 943 953
50° 867 912 924
55° 830 879 885
60° 795 848 842
65° 754 796 781
70° 694 731 698
75° 614 639 558
80° 494 501 391
85° 324 310 227
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487151

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-20-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 76.6 3.7 0° 815 815 815 815 815

10°-20° 215.5 10.3 5° 812 807 806 812 808 77
20°-30° 320.8 15.3 15° 763 764 762 767 763 215

30°-40° 377.6 18.0 25° 685 688 698 708 701 316
40°-50° 378.6 18.1 35° 589 592 608 615 611 367

50°-60° 332.0 15.9 45° 473 476 496 502 501 365
60°-70° 242.8 11.6 55° 354 362 375 380 377 318

70°-80° 125.1 6.0 65° 237 242 250 249 245 234
80°-90° 25.1 1.2 75° 118 119 123 115 107 125

90°-100° 0.0 0.0 85° 21 20 20 16 15 27
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 612.9 29.3
0°-40° 990.6 47.3
0°-60° 1701.2 81.2
0°-90° 2094.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2094.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487151

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-20-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 815.3 815.3 815.3 815.3 815.3

2.5° 819.3 815.3 810.0 814.4 813.5
5° 812.2 806.8 806.4 811.8 807.7

7.5° 803.3 802.4 797.0 802.8 800.6
10° 791.7 790.8 789.0 793.0 789.9

12.5° 777.9 777.0 777.9 780.1 777.9
15° 763.2 764.5 762.3 767.2 762.7

17.5° 743.5 744.9 749.3 751.1 750.7
20° 727.5 728.4 733.7 740.9 733.3

22.5° 706.6 708.8 711.5 724.4 722.6
25° 685.2 688.3 698.5 708.3 700.8

27.5° 662.9 666.0 678.5 685.6 684.7
30° 638.8 641.9 657.5 667.3 662.9

32.5° 613.8 619.2 636.1 644.6 636.1
35° 589.3 592.0 608.5 615.2 611.2

37.5° 556.8 567.0 583.5 588.0 580.8
40° 532.3 532.7 556.3 556.3 555.9

42.5° 500.6 507.7 523.3 531.8 527.3
45° 473.4 475.6 495.7 501.9 500.6

47.5° 443.5 452.5 467.2 474.3 470.7
50° 414.1 420.4 435.5 444.9 441.3

52.5° 386.9 391.8 407.4 412.8 409.2
55° 353.9 362.0 374.9 380.2 377.1

57.5° 325.4 331.2 347.3 349.0 347.3
60° 295.5 302.2 315.2 316.5 312.9

62.5° 267.0 271.5 283.1 283.5 279.5
65° 236.7 242.1 250.1 249.2 245.2

67.5° 206.8 210.4 218.0 214.9 210.4
70° 176.5 179.6 185.9 181.4 177.4

72.5° 147.1 149.3 154.7 148.0 143.1
75° 118.1 119.0 123.0 114.6 107.4

77.5° 89.6 90.5 92.7 84.3 76.2
80° 63.7 63.7 64.6 55.7 50.4

82.5° 40.1 40.1 39.7 33.0 29.9
85° 21.0 20.5 20.1 16.0 14.7

87.5° 7.6 7.6 6.2 5.8 6.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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