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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487153
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-1LO-27-120-EDD

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2776.3 lumens
Efficiency: N/A

Efficacy: 118.6 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P487153

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-27-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487153

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-27-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1454 1454 1454
5° 1454 1444 1446

10° 1434 1429 1431
15° 1409 1408 1408
20° 1381 1393 1392
25° 1348 1375 1379
30° 1316 1354 1365
35° 1283 1325 1331
40° 1239 1295 1294
45° 1194 1251 1263
50° 1149 1209 1225
55° 1101 1166 1173
60° 1054 1124 1116
65° 999 1055 1035
70° 921 969 925
75° 814 848 740
80° 655 664 518
85° 429 411 301
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487153

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-27-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 101.6 3.7 0° 1081 1081 1081 1081 1081

10°-20° 285.7 10.3 5° 1077 1070 1069 1076 1071 102
20°-30° 425.3 15.3 15° 1012 1014 1011 1017 1011 285

30°-40° 500.6 18.0 25° 908 912 926 939 929 418
40°-50° 501.9 18.1 35° 781 785 807 816 810 487

50°-60° 440.2 15.9 45° 628 631 657 665 664 484
60°-70° 321.8 11.6 55° 469 480 497 504 500 421

70°-80° 165.9 6.0 65° 314 321 332 330 325 310
80°-90° 33.3 1.2 75° 157 158 163 152 142 166

90°-100° 0.0 0.0 85° 28 27 27 21 20 36
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 812.6 29.3
0°-40° 1313.2 47.3
0°-60° 2255.3 81.2
0°-90° 2776.3 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2776.3 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487153

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-27-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1080.9 1080.9 1080.9 1080.9 1080.9

2.5° 1086.2 1080.9 1073.8 1079.7 1078.5
5° 1076.7 1069.6 1069.1 1076.1 1070.8

7.5° 1064.9 1063.7 1056.6 1064.3 1061.4
10° 1049.6 1048.4 1046.0 1051.3 1047.2

12.5° 1031.2 1030.1 1031.2 1034.2 1031.2
15° 1011.7 1013.5 1010.6 1017.1 1011.1

17.5° 985.7 987.5 993.4 995.8 995.2
20° 964.5 965.6 972.7 982.2 972.1

22.5° 936.7 939.6 943.2 960.3 958.0
25° 908.3 912.5 926.0 939.0 929.0

27.5° 878.8 882.9 899.4 908.9 907.7
30° 846.9 851.0 871.7 884.7 878.8

32.5° 813.8 820.9 843.3 854.5 843.3
35° 781.3 784.8 806.7 815.5 810.2

37.5° 738.1 751.7 773.6 779.5 770.0
40° 705.6 706.2 737.5 737.5 736.9

42.5° 663.7 673.1 693.8 705.0 699.1
45° 627.6 630.6 657.2 665.4 663.7

47.5° 588.0 599.8 619.3 628.8 624.1
50° 549.0 557.3 577.4 589.8 585.1

52.5° 513.0 519.5 540.1 547.2 542.5
55° 469.2 479.9 497.0 504.1 500.0

57.5° 431.4 439.1 460.4 462.7 460.4
60° 391.8 400.7 417.8 419.6 414.9

62.5° 354.0 359.9 375.3 375.9 370.5
65° 313.8 320.9 331.5 330.3 325.0

67.5° 274.2 278.9 289.0 284.8 278.9
70° 234.0 238.2 246.4 240.5 235.2

72.5° 195.0 198.0 205.1 196.2 189.7
75° 156.6 157.8 163.1 151.9 142.4

77.5° 118.8 120.0 122.9 111.7 101.1
80° 84.5 84.5 85.7 73.9 66.8

82.5° 53.2 53.2 52.6 43.7 39.6
85° 27.8 27.2 26.6 21.3 19.5

87.5° 10.0 10.0 8.3 7.7 8.3
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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