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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487156
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-1LO-35-120-EDD-90

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2576.9 lumens
Efficiency: N/A

Efficacy: 110.1 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  23.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P487156

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-35-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487156

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-35-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1350 1350 1350
5° 1350 1340 1342

10° 1331 1326 1328
15° 1308 1307 1307
20° 1282 1293 1292
25° 1252 1276 1280
30° 1221 1257 1267
35° 1191 1230 1235
40° 1150 1202 1201
45° 1108 1161 1172
50° 1067 1122 1137
55° 1022 1082 1088
60° 979 1044 1036
65° 927 980 961
70° 854 900 859
75° 756 787 687
80° 607 616 480
85° 398 381 279
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487156

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-35-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 94.3 3.7 0° 1003 1003 1003 1003 1003

10°-20° 265.2 10.3 5° 999 993 992 999 994 95
20°-30° 394.8 15.3 15° 939 941 938 944 938 264

30°-40° 464.7 18.0 25° 843 847 860 872 862 388
40°-50° 465.9 18.1 35° 725 728 749 757 752 452

50°-60° 408.5 15.9 45° 582 585 610 618 616 449
60°-70° 298.7 11.6 55° 436 445 461 468 464 391

70°-80° 154.0 6.0 65° 291 298 308 307 302 288
80°-90° 30.9 1.2 75° 145 146 151 141 132 154

90°-100° 0.0 0.0 85° 26 25 25 20 18 34
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 754.2 29.3
0°-40° 1218.9 47.3
0°-60° 2093.3 81.2
0°-90° 2576.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2576.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487156

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-1LO-35-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1003.2 1003.2 1003.2 1003.2 1003.2

2.5° 1008.2 1003.2 996.7 1002.1 1001.1
5° 999.4 992.8 992.3 998.9 993.9

7.5° 988.4 987.3 980.8 987.9 985.1
10° 974.2 973.1 970.9 975.8 972.0

12.5° 957.2 956.1 957.2 959.9 957.2
15° 939.1 940.7 938.0 944.0 938.5

17.5° 914.9 916.6 922.1 924.3 923.7
20° 895.2 896.3 902.9 911.6 902.3

22.5° 869.4 872.1 875.4 891.3 889.2
25° 843.1 846.9 859.5 871.6 862.3

27.5° 815.7 819.5 834.8 843.6 842.5
30° 786.0 789.9 809.1 821.1 815.7

32.5° 755.3 761.9 782.7 793.2 782.7
35° 725.1 728.4 748.7 757.0 752.0

37.5° 685.1 697.7 718.0 723.5 714.7
40° 654.9 655.5 684.6 684.6 684.0

42.5° 616.0 624.8 644.0 654.4 648.9
45° 582.5 585.3 610.0 617.6 616.0

47.5° 545.8 556.7 574.9 583.6 579.2
50° 509.6 517.3 535.9 547.4 543.0

52.5° 476.1 482.1 501.3 507.9 503.5
55° 435.5 445.4 461.3 467.9 464.0

57.5° 400.4 407.6 427.3 429.5 427.3
60° 363.7 371.9 387.8 389.4 385.1

62.5° 328.6 334.0 348.3 348.9 343.9
65° 291.3 297.8 307.7 306.6 301.7

67.5° 254.5 258.9 268.2 264.4 258.9
70° 217.2 221.1 228.7 223.2 218.3

72.5° 181.0 183.8 190.3 182.1 176.1
75° 145.4 146.5 151.4 141.0 132.2

77.5° 110.3 111.3 114.1 103.7 93.8
80° 78.4 78.4 79.5 68.6 62.0

82.5° 49.4 49.4 48.8 40.6 36.8
85° 25.8 25.2 24.7 19.7 18.1

87.5° 9.3 9.3 7.7 7.1 7.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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