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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487232
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-3LO-50-120-EDD-90

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8256.0 lumens
Efficiency: N/A

Efficacy: 117.6 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  70.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P487232

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-3LO-50-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487232

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-3LO-50-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4325 4325 4325
5° 4325 4294 4301

10° 4264 4250 4255
15° 4191 4186 4188
20° 4107 4142 4139
25° 4010 4088 4101
30° 3913 4027 4060
35° 3816 3940 3958
40° 3685 3852 3849
45° 3551 3718 3755
50° 3417 3594 3642
55° 3273 3467 3487
60° 3135 3344 3320
65° 2971 3139 3077
70° 2738 2883 2751
75° 2421 2521 2202
80° 1947 1974 1539
85° 1275 1221 895
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487232

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-3LO-50-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 302.1 3.7 0° 3214 3214 3214 3214 3214

10°-20° 849.5 10.3 5° 3202 3181 3179 3200 3184 303
20°-30° 1264.8 15.3 15° 3009 3014 3005 3024 3007 847

30°-40° 1488.7 18.0 25° 2701 2713 2754 2792 2763 1244
40°-50° 1492.6 18.1 35° 2323 2334 2399 2425 2409 1447

50°-60° 1308.9 15.9 45° 1866 1875 1954 1979 1974 1438
60°-70° 957.1 11.6 55° 1395 1427 1478 1499 1487 1253

70°-80° 493.2 6.0 65° 933 954 986 982 967 923
80°-90° 99.0 1.2 75° 466 469 485 452 424 493

90°-100° 0.0 0.0 85° 83 81 79 63 58 108
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2416.4 29.3
0°-40° 3905.1 47.3
0°-60° 6706.7 81.2
0°-90° 8256.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 8256.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487232

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-3LO-50-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 3214.2 3214.2 3214.2 3214.2 3214.2

2.5° 3230.1 3214.2 3193.2 3210.7 3207.2
5° 3201.9 3180.9 3179.1 3200.2 3184.4

7.5° 3166.8 3163.3 3142.2 3165.0 3156.3
10° 3121.1 3117.6 3110.6 3126.4 3114.1

12.5° 3066.6 3063.1 3066.6 3075.4 3066.6
15° 3008.6 3013.9 3005.1 3024.4 3006.9

17.5° 2931.3 2936.6 2954.2 2961.2 2959.4
20° 2868.0 2871.6 2892.6 2920.8 2890.9

22.5° 2785.4 2794.2 2804.8 2855.7 2848.7
25° 2701.1 2713.4 2753.8 2792.5 2762.6

27.5° 2613.2 2625.5 2674.7 2702.8 2699.3
30° 2518.3 2530.6 2592.1 2630.8 2613.2

32.5° 2419.9 2441.0 2507.8 2541.2 2507.8
35° 2323.3 2333.8 2398.8 2425.2 2409.4

37.5° 2195.0 2235.4 2300.4 2318.0 2289.9
40° 2098.3 2100.1 2193.2 2193.2 2191.5

42.5° 1973.5 2001.7 2063.2 2096.6 2079.0
45° 1866.3 1875.1 1954.2 1978.8 1973.5

47.5° 1748.6 1783.7 1841.7 1869.9 1855.8
50° 1632.6 1657.2 1717.0 1753.9 1739.8

52.5° 1525.4 1544.7 1606.2 1627.3 1613.3
55° 1395.4 1427.0 1478.0 1499.0 1486.7

57.5° 1282.9 1305.7 1369.0 1376.0 1369.0
60° 1165.1 1191.5 1242.5 1247.7 1233.7

62.5° 1052.7 1070.2 1115.9 1117.7 1101.9
65° 933.2 954.3 985.9 982.4 966.6

67.5° 815.4 829.5 859.4 847.1 829.5
70° 695.9 708.2 732.8 715.3 699.4

72.5° 579.9 588.7 609.8 583.4 564.1
75° 465.7 469.2 485.0 451.6 423.5

77.5° 353.2 356.7 365.5 332.1 300.5
80° 251.3 251.3 254.8 219.7 198.6

82.5° 158.2 158.2 156.4 130.0 117.7
85° 82.6 80.8 79.1 63.3 58.0

87.5° 29.9 29.9 24.6 22.8 24.6
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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