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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487269
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-4LO-50-120-EDD

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 12652.9 lumens
Efficiency: N/A

Efficacy: 135.2 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  93.6
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P487269

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-4LO-50-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487269

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-4LO-50-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6628 6628 6628
5° 6628 6581 6591

10° 6535 6513 6520
15° 6423 6415 6419
20° 6294 6348 6344
25° 6146 6266 6286
30° 5996 6172 6222
35° 5848 6039 6065
40° 5648 5904 5899
45° 5443 5699 5755
50° 5237 5508 5581
55° 5016 5313 5345
60° 4805 5124 5088
65° 4553 4810 4716
70° 4196 4418 4217
75° 3710 3865 3374
80° 2984 3026 2358
85° 1954 1871 1372
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487269

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-4LO-50-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 463.0 3.7 0° 4926 4926 4926 4926 4926

10°-20° 1301.9 10.3 5° 4907 4875 4872 4904 4880 464
20°-30° 1938.4 15.3 15° 4611 4619 4606 4635 4608 1298

30°-40° 2281.6 18.0 25° 4140 4158 4220 4280 4234 1907
40°-50° 2287.6 18.1 35° 3561 3577 3676 3717 3692 2217

50°-60° 2006.0 15.9 45° 2860 2874 2995 3033 3025 2204
60°-70° 1466.8 11.6 55° 2138 2187 2265 2297 2278 1920

70°-80° 756.0 6.0 65° 1430 1462 1511 1506 1481 1415
80°-90° 151.7 1.2 75° 714 719 743 692 649 756

90°-100° 0.0 0.0 85° 127 124 121 97 89 165
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 3703.3 29.3
0°-40° 5984.9 47.3
0°-60° 10278.5 81.2
0°-90° 12652.9 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 12652.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487269

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-4LO-50-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4926.1 4926.1 4926.1 4926.1 4926.1

2.5° 4950.3 4926.1 4893.7 4920.7 4915.3
5° 4907.2 4874.9 4872.2 4904.5 4880.3

7.5° 4853.3 4848.0 4815.6 4850.6 4837.2
10° 4783.3 4777.9 4767.2 4791.4 4772.5

12.5° 4699.8 4694.4 4699.8 4713.3 4699.8
15° 4610.9 4619.0 4605.6 4635.2 4608.2

17.5° 4492.4 4500.5 4527.4 4538.2 4535.5
20° 4395.5 4400.9 4433.2 4476.3 4430.5

22.5° 4268.9 4282.4 4298.5 4376.6 4365.8
25° 4139.6 4158.5 4220.4 4279.7 4233.9

27.5° 4004.9 4023.8 4099.2 4142.3 4136.9
30° 3859.5 3878.4 3972.6 4031.9 4004.9

32.5° 3708.7 3741.0 3843.3 3894.5 3843.3
35° 3560.6 3576.7 3676.4 3716.8 3692.5

37.5° 3363.9 3425.9 3525.5 3552.5 3509.4
40° 3215.8 3218.5 3361.2 3361.2 3358.6

42.5° 3024.6 3067.7 3161.9 3213.1 3186.2
45° 2860.3 2873.8 2995.0 3032.7 3024.6

47.5° 2679.8 2733.7 2822.6 2865.7 2844.1
50° 2502.1 2539.8 2631.4 2687.9 2666.4

52.5° 2337.8 2367.4 2461.7 2494.0 2472.5
55° 2138.5 2187.0 2265.1 2297.4 2278.5

57.5° 1966.1 2001.1 2098.1 2108.9 2098.1
60° 1785.7 1826.1 1904.2 1912.2 1890.7

62.5° 1613.3 1640.2 1710.2 1712.9 1688.7
65° 1430.1 1462.5 1510.9 1505.6 1481.3

67.5° 1249.7 1271.2 1317.0 1298.2 1271.2
70° 1066.5 1085.4 1123.1 1096.2 1071.9

72.5° 888.8 902.3 934.6 894.2 864.6
75° 713.7 719.1 743.4 692.2 649.1

77.5° 541.4 546.7 560.2 509.0 460.6
80° 385.1 385.1 390.5 336.7 304.3

82.5° 242.4 242.4 239.7 199.3 180.5
85° 126.6 123.9 121.2 97.0 88.9

87.5° 45.8 45.8 37.7 35.0 37.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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