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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487298
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-5LO-30-120-EDD-90

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 12714.6 lumens
Efficiency: N/A

Efficacy: 108.7 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  117
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Scaled Data Report

TEST NUMBER: P487298

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-5LO-30-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487298

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-5LO-30-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6660 6660 6660
5° 6660 6613 6624

10° 6567 6545 6552
15° 6454 6447 6450
20° 6324 6379 6375
25° 6176 6296 6316
30° 6025 6202 6253
35° 5877 6068 6095
40° 5676 5932 5928
45° 5469 5727 5783
50° 5263 5535 5609
55° 5041 5339 5371
60° 4829 5149 5113
65° 4575 4834 4739
70° 4216 4440 4238
75° 3728 3883 3391
80° 2999 3040 2369
85° 1964 1880 1379
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487298

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-5LO-30-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 465.3 3.7 0° 4950 4950 4950 4950 4950

10°-20° 1308.3 10.3 5° 4931 4899 4896 4928 4904 467
20°-30° 1947.8 15.3 15° 4633 4642 4628 4658 4631 1304

30°-40° 2292.7 18.0 25° 4160 4179 4241 4300 4254 1916
40°-50° 2298.7 18.1 35° 3578 3594 3694 3735 3710 2228

50°-60° 2015.8 15.9 45° 2874 2888 3010 3048 3039 2215
60°-70° 1474.0 11.6 55° 2149 2198 2276 2309 2290 1929

70°-80° 759.6 6.0 65° 1437 1470 1518 1513 1488 1422
80°-90° 152.4 1.2 75° 717 723 747 696 652 760

90°-100° 0.0 0.0 85° 127 124 122 97 89 166
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 3721.4 29.3
0°-40° 6014.1 47.3
0°-60° 10328.6 81.2
0°-90° 12714.6 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 12714.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487298

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-5LO-30-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 4950.1 4950.1 4950.1 4950.1 4950.1

2.5° 4974.4 4950.1 4917.6 4944.7 4939.3
5° 4931.1 4898.7 4896.0 4928.4 4904.1

7.5° 4877.0 4871.6 4839.1 4874.3 4860.8
10° 4806.6 4801.2 4790.4 4814.8 4795.8

12.5° 4722.7 4717.3 4722.7 4736.3 4722.7
15° 4633.4 4641.5 4628.0 4657.8 4630.7

17.5° 4514.3 4522.5 4549.5 4560.4 4557.6
20° 4416.9 4422.3 4454.8 4498.1 4452.1

22.5° 4289.7 4303.2 4319.5 4398.0 4387.1
25° 4159.8 4178.7 4241.0 4300.5 4254.5

27.5° 4024.5 4043.4 4119.2 4162.5 4157.1
30° 3878.3 3897.3 3992.0 4051.5 4024.5

32.5° 3726.8 3759.2 3862.1 3913.5 3862.1
35° 3577.9 3594.2 3694.3 3734.9 3710.5

37.5° 3380.3 3442.6 3542.7 3569.8 3526.5
40° 3231.5 3234.2 3377.6 3377.6 3374.9

42.5° 3039.3 3082.6 3177.4 3228.8 3201.7
45° 2874.2 2887.8 3009.6 3047.5 3039.3

47.5° 2692.9 2747.0 2836.3 2879.7 2858.0
50° 2514.3 2552.2 2644.2 2701.0 2679.4

52.5° 2349.2 2379.0 2473.7 2506.2 2484.5
55° 2148.9 2197.6 2276.1 2308.6 2289.6

57.5° 1975.7 2010.9 2108.3 2119.1 2108.3
60° 1794.4 1835.0 1913.5 1921.6 1899.9

62.5° 1621.2 1648.2 1718.6 1721.3 1696.9
65° 1437.1 1469.6 1518.3 1512.9 1488.5

67.5° 1255.8 1277.4 1323.4 1304.5 1277.4
70° 1071.8 1090.7 1128.6 1101.5 1077.2

72.5° 893.1 906.7 939.1 898.5 868.8
75° 717.2 722.6 747.0 695.6 652.3

77.5° 544.0 549.4 562.9 511.5 462.8
80° 387.0 387.0 392.4 338.3 305.8

82.5° 243.6 243.6 240.9 200.3 181.3
85° 127.2 124.5 121.8 97.4 89.3

87.5° 46.0 46.0 37.9 35.2 37.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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