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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487329
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-6HI-50-120-EDD

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 31175.2 lumens
Efficiency: N/A

Efficacy: 118.1 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  264
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P487329

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6HI-50-120-EDD
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487329

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6HI-50-120-EDD

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 16330 16330 16330
5° 16330 16214 16241

10° 16102 16048 16066
15° 15825 15807 15816
20° 15507 15640 15630
25° 15142 15438 15487
30° 14774 15207 15331
35° 14410 14878 14944
40° 13917 14546 14534
45° 13410 14041 14180
50° 12904 13571 13752
55° 12360 13092 13169
60° 11839 12625 12536
65° 11218 11852 11620
70° 10338 10886 10390
75° 9142 9521 8314
80° 7352 7455 5810
85° 4815 4610 3381
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487329

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6HI-50-120-EDD

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 1140.8 3.7 0° 12137 12137 12137 12137 12137

10°-20° 3207.8 10.3 5° 12091 12011 12004 12084 12024 ###
20°-30° 4775.9 15.3 15° 11361 11381 11348 11420 11354 3197

30°-40° 5621.5 18.0 25° 10200 10246 10399 10545 10432 4698
40°-50° 5636.3 18.1 35° 8773 8813 9058 9158 9098 5463

50°-60° 4942.5 15.9 45° 7047 7081 7379 7472 7452 5431
60°-70° 3614.1 11.6 55° 5269 5388 5581 5660 5614 4730

70°-80° 1862.6 6.0 65° 3524 3603 3723 3710 3650 3486
80°-90° 373.7 1.2 75° 1758 1772 1832 1705 1599 1863

90°-100° 0.0 0.0 85° 312 305 299 239 219 407
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 9124.6 29.3
0°-40° 14746.1 47.3
0°-60° 25324.8 81.2
0°-90° 31175.2 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 31175.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487329

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6HI-50-120-EDD

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 12137.2 12137.2 12137.2 12137.2 12137.2

2.5° 12196.9 12137.2 12057.6 12123.9 12110.7
5° 12090.8 12011.1 12004.5 12084.1 12024.4

7.5° 11958.0 11944.8 11865.1 11951.4 11918.2
10° 11785.5 11772.2 11745.7 11805.4 11759.0

12.5° 11579.8 11566.5 11579.8 11613.0 11579.8
15° 11360.8 11380.7 11347.5 11420.5 11354.2

17.5° 11068.8 11088.7 11155.1 11181.6 11175.0
20° 10829.9 10843.2 10922.8 11029.0 10916.2

22.5° 10518.0 10551.2 10591.0 10783.5 10756.9
25° 10199.5 10246.0 10398.6 10544.6 10431.8

27.5° 9867.7 9914.2 10100.0 10206.1 10192.9
30° 9509.4 9555.8 9788.1 9934.1 9867.7

32.5° 9137.7 9217.4 9469.5 9595.6 9469.5
35° 8772.8 8812.6 9058.1 9157.6 9097.9

37.5° 8288.3 8441.0 8686.5 8752.9 8646.7
40° 7923.4 7930.0 8281.7 8281.7 8275.1

42.5° 7452.2 7558.4 7790.6 7916.7 7850.4
45° 7047.4 7080.6 7379.2 7472.1 7452.2

47.5° 6602.8 6735.5 6954.5 7060.7 7007.6
50° 6164.8 6257.7 6483.4 6622.7 6569.6

52.5° 5760.0 5833.0 6065.3 6144.9 6091.8
55° 5269.0 5388.4 5580.9 5660.5 5614.0

57.5° 4844.3 4930.5 5169.4 5196.0 5169.4
60° 4399.7 4499.2 4691.6 4711.5 4658.5

62.5° 3975.0 4041.3 4213.8 4220.5 4160.8
65° 3523.7 3603.3 3722.8 3709.5 3649.8

67.5° 3079.1 3132.2 3245.0 3198.5 3132.2
70° 2627.8 2674.3 2767.2 2700.8 2641.1

72.5° 2189.9 2223.1 2302.7 2203.1 2130.1
75° 1758.5 1771.8 1831.5 1705.4 1599.3

77.5° 1333.8 1347.1 1380.3 1254.2 1134.8
80° 948.9 948.9 962.2 829.5 749.9

82.5° 597.2 597.2 590.6 491.1 444.6
85° 311.9 305.3 298.6 238.9 219.0

87.5° 112.8 112.8 92.9 86.3 92.9
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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