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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487338
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-6LO-40-120-EDD-90

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 15681.0 lumens
Efficiency: N/A

Efficacy: 111.7 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  140.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P487338

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-40-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487338

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-40-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 8214 8214 8214
5° 8214 8155 8169

10° 8099 8072 8081
15° 7960 7951 7955
20° 7800 7867 7862
25° 7616 7765 7790
30° 7431 7649 7711
35° 7248 7484 7517
40° 7000 7317 7311
45° 6745 7063 7132
50° 6491 6826 6917
55° 6217 6585 6624
60° 5955 6350 6306
65° 5643 5961 5845
70° 5200 5476 5226
75° 4598 4789 4182
80° 3698 3750 2923
85° 2422 2319 1700
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487338

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-40-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 573.8 3.7 0° 6105 6105 6105 6105 6105

10°-20° 1613.5 10.3 5° 6082 6042 6038 6078 6048 576
20°-30° 2402.2 15.3 15° 5714 5724 5708 5744 5711 1608

30°-40° 2827.6 18.0 25° 5130 5154 5230 5304 5247 2363
40°-50° 2835.0 18.1 35° 4413 4433 4556 4606 4576 2748

50°-60° 2486.1 15.9 45° 3545 3562 3712 3758 3748 2732
60°-70° 1817.9 11.6 55° 2650 2710 2807 2847 2824 2379

70°-80° 936.9 6.0 65° 1772 1812 1872 1866 1836 1753
80°-90° 188.0 1.2 75° 884 891 921 858 804 937

90°-100° 0.0 0.0 85° 157 154 150 120 110 205
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 4589.6 29.3
0°-40° 7417.2 47.3
0°-60° 12738.3 81.2
0°-90° 15681.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 15681.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487338

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-40-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 6105.0 6105.0 6105.0 6105.0 6105.0

2.5° 6135.0 6105.0 6064.9 6098.3 6091.6
5° 6081.6 6041.5 6038.2 6078.3 6048.2

7.5° 6014.8 6008.2 5968.1 6011.5 5994.8
10° 5928.1 5921.4 5908.0 5938.1 5914.7

12.5° 5824.6 5817.9 5824.6 5841.3 5824.6
15° 5714.4 5724.4 5707.8 5744.5 5711.1

17.5° 5567.6 5577.6 5611.0 5624.3 5621.0
20° 5447.4 5454.1 5494.1 5547.5 5490.8

22.5° 5290.5 5307.2 5327.2 5424.0 5410.7
25° 5130.3 5153.7 5230.4 5303.9 5247.1

27.5° 4963.4 4986.8 5080.2 5133.6 5127.0
30° 4783.2 4806.5 4923.4 4996.8 4963.4

32.5° 4596.2 4636.3 4763.1 4826.6 4763.1
35° 4412.7 4432.7 4556.2 4606.3 4576.2

37.5° 4169.0 4245.8 4369.3 4402.7 4349.2
40° 3985.4 3988.8 4165.7 4165.7 4162.3

42.5° 3748.4 3801.8 3918.7 3982.1 3948.7
45° 3544.8 3561.5 3711.7 3758.4 3748.4

47.5° 3321.2 3387.9 3498.1 3551.5 3524.8
50° 3100.9 3147.6 3261.1 3331.2 3304.5

52.5° 2897.3 2934.0 3050.8 3090.9 3064.2
55° 2650.3 2710.4 2807.1 2847.2 2823.8

57.5° 2436.6 2480.0 2600.2 2613.6 2600.2
60° 2213.0 2263.1 2359.9 2369.9 2343.2

62.5° 1999.4 2032.8 2119.5 2122.9 2092.8
65° 1772.4 1812.5 1872.5 1865.9 1835.8

67.5° 1548.8 1575.5 1632.2 1608.9 1575.5
70° 1321.8 1345.2 1391.9 1358.5 1328.5

72.5° 1101.5 1118.2 1158.2 1108.2 1071.5
75° 884.5 891.2 921.3 857.8 804.4

77.5° 670.9 677.6 694.3 630.9 570.8
80° 477.3 477.3 484.0 417.2 377.2

82.5° 300.4 300.4 297.1 247.0 223.6
85° 156.9 153.5 150.2 120.2 110.1

87.5° 56.7 56.7 46.7 43.4 46.7
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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