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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487340
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-6LO-50-120-EDD-90

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 16512.0 lumens
Efficiency: N/A

Efficacy: 117.6 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  140.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487340

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-50-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487340

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-50-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 8649 8649 8649
5° 8649 8588 8602

10° 8528 8500 8509
15° 8382 8372 8377
20° 8213 8284 8279
25° 8020 8176 8203
30° 7825 8055 8120
35° 7632 7880 7915
40° 7371 7704 7698
45° 7103 7437 7511
50° 6835 7188 7284
55° 6546 6934 6975
60° 6271 6687 6640
65° 5942 6278 6154
70° 5475 5766 5503
75° 4842 5043 4404
80° 3894 3949 3078
85° 2550 2442 1791
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487340

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-50-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 604.2 3.7 0° 6428 6428 6428 6428 6428

10°-20° 1699.0 10.3 5° 6404 6362 6358 6400 6369 606
20°-30° 2529.6 15.3 15° 6017 6028 6010 6049 6014 1693

30°-40° 2977.4 18.0 25° 5402 5427 5508 5585 5525 2488
40°-50° 2985.3 18.1 35° 4646 4668 4798 4850 4819 2894

50°-60° 2617.8 15.9 45° 3733 3750 3908 3958 3947 2877
60°-70° 1914.2 11.6 55° 2791 2854 2956 2998 2974 2505

70°-80° 986.5 6.0 65° 1866 1908 1972 1965 1933 1846
80°-90° 197.9 1.2 75° 931 938 970 903 847 987

90°-100° 0.0 0.0 85° 165 162 158 126 116 216
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 4832.8 29.3
0°-40° 7810.3 47.3
0°-60° 13413.3 81.2
0°-90° 16512.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 16512.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487340

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6LO-50-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 6428.5 6428.5 6428.5 6428.5 6428.5

2.5° 6460.1 6428.5 6386.3 6421.5 6414.4
5° 6403.9 6361.7 6358.2 6400.4 6368.7

7.5° 6333.6 6326.6 6284.4 6330.1 6312.5
10° 6242.2 6235.2 6221.1 6252.8 6228.2

12.5° 6133.3 6126.2 6133.3 6150.8 6133.3
15° 6017.3 6027.8 6010.2 6048.9 6013.8

17.5° 5862.6 5873.2 5908.3 5922.4 5918.9
20° 5736.1 5743.1 5785.3 5841.5 5781.8

22.5° 5570.9 5588.5 5609.6 5711.5 5697.4
25° 5402.2 5426.8 5507.6 5584.9 5525.2

27.5° 5226.4 5251.0 5349.5 5405.7 5398.7
30° 5036.6 5061.3 5184.3 5261.6 5226.4

32.5° 4839.8 4882.0 5015.6 5082.3 5015.6
35° 4646.5 4667.6 4797.6 4850.4 4818.7

37.5° 4389.9 4470.8 4600.8 4636.0 4579.7
40° 4196.6 4200.1 4386.4 4386.4 4382.9

42.5° 3947.1 4003.3 4126.3 4193.1 4158.0
45° 3732.7 3750.2 3908.4 3957.6 3947.1

47.5° 3497.2 3567.5 3683.5 3739.7 3711.6
50° 3265.2 3314.4 3433.9 3507.7 3479.6

52.5° 3050.8 3089.5 3212.5 3254.7 3226.5
55° 2790.7 2854.0 2955.9 2998.1 2973.5

57.5° 2565.8 2611.5 2738.0 2752.1 2738.0
60° 2330.3 2383.0 2484.9 2495.5 2467.4

62.5° 2105.3 2140.5 2231.9 2235.4 2203.8
65° 1866.3 1908.5 1971.8 1964.7 1933.1

67.5° 1630.8 1659.0 1718.7 1694.1 1659.0
70° 1391.8 1416.4 1465.7 1430.5 1398.9

72.5° 1159.9 1177.4 1219.6 1166.9 1128.2
75° 931.4 938.4 970.1 903.3 847.1

77.5° 706.5 713.5 731.1 664.3 601.0
80° 502.6 502.6 509.6 439.3 397.2

82.5° 316.3 316.3 312.8 260.1 235.5
85° 165.2 161.7 158.2 126.5 116.0

87.5° 59.8 59.8 49.2 45.7 49.2
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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