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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P487342
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P35355)

Test Lab:  INNOVATION CENTER

Issue Date:  3/1/2021
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  ORLG-24-4-INS-A125-LD4-6STD-20-120-EDD-90

Description:  2X4 ORL LED LUMINAIRE WITH A125 LENS
Light Source:  -

Ballast/Driver:  -

Luminaire Equipment:  Sample No. Condition Description

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 14079.7 lumens
Efficiency: N/A

Efficacy: 70.5 lumens/watt
Spacing Criteria (0/90/45): 1.17 / 1.21 / 1.32

Luminous Opening: Rectangular (W 2' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  199.8
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 6 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P487342

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6STD-20-120-EDD-90
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487342

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6STD-20-120-EDD-90

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 105 101 97 107 102 99 95 98 95 92 94 92 90 91 89 87 85

2 100 92 85 79 97 90 84 79 86 81 77 83 79 75 80 76 73 71
3 91 81 73 66 89 79 72 66 76 70 65 73 68 64 71 66 62 60

4 83 72 63 57 81 70 62 56 68 61 55 66 59 55 63 58 54 52
5 77 64 55 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45

6 71 58 49 43 69 57 49 43 55 48 42 53 47 42 52 46 41 39
7 66 53 44 38 64 52 44 38 50 43 37 49 42 37 47 41 37 35

8 61 48 40 34 60 47 39 34 46 39 34 45 38 33 44 38 33 31
9 57 44 36 31 56 44 36 30 42 35 30 41 35 30 40 34 30 28

10 54 41 33 28 53 40 33 28 39 32 28 38 32 27 37 32 27 26

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7375 7375 7375
5° 7375 7323 7335

10° 7272 7248 7256
15° 7147 7139 7143
20° 7003 7063 7059
25° 6839 6972 6994
30° 6672 6868 6924
35° 6508 6719 6749
40° 6285 6570 6564
45° 6056 6341 6404
50° 5828 6129 6211
55° 5582 5913 5948
60° 5347 5702 5662
65° 5067 5353 5248
70° 4669 4917 4692
75° 4129 4300 3755
80° 3321 3367 2624
85° 2175 2083 1527
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487342

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6STD-20-120-EDD-90

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 515.2 3.7 0° 5482 5482 5482 5482 5482

10°-20° 1448.8 10.3 5° 5461 5425 5422 5458 5431 517
20°-30° 2156.9 15.3 15° 5131 5140 5125 5158 5128 1444

30°-40° 2538.8 18.0 25° 4606 4627 4696 4762 4711 2122
40°-50° 2545.5 18.1 35° 3962 3980 4091 4136 4109 2467

50°-60° 2232.2 15.9 45° 3183 3198 3333 3375 3366 2453
60°-70° 1632.2 11.6 55° 2380 2434 2520 2556 2536 2136

70°-80° 841.2 6.0 65° 1591 1627 1681 1675 1648 1574
80°-90° 168.8 1.2 75° 794 800 827 770 722 842

90°-100° 0.0 0.0 85° 141 138 135 108 99 184
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 4120.9 29.3
0°-40° 6659.8 47.3
0°-60° 11437.5 81.2
0°-90° 14079.7 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 14079.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P487342

CATALOG NUMBER: ORLG-24-4-INS-A125-LD4-6STD-20-120-EDD-90

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 5481.5 5481.5 5481.5 5481.5 5481.5

2.5° 5508.5 5481.5 5445.6 5475.5 5469.6
5° 5460.6 5424.6 5421.6 5457.6 5430.6

7.5° 5400.6 5394.6 5358.7 5397.6 5382.6
10° 5322.7 5316.7 5304.7 5331.7 5310.7

12.5° 5229.8 5223.8 5229.8 5244.8 5229.8
15° 5130.9 5139.9 5124.9 5157.9 5127.9

17.5° 4999.0 5008.0 5038.0 5050.0 5047.0
20° 4891.1 4897.1 4933.1 4981.0 4930.1

22.5° 4750.3 4765.3 4783.2 4870.2 4858.2
25° 4606.4 4627.4 4696.3 4762.3 4711.3

27.5° 4456.6 4477.5 4561.5 4609.4 4603.4
30° 4294.7 4315.7 4420.6 4486.5 4456.6

32.5° 4126.9 4162.9 4276.7 4333.7 4276.7
35° 3962.1 3980.0 4090.9 4135.9 4108.9

37.5° 3743.3 3812.2 3923.1 3953.1 3905.1
40° 3578.4 3581.4 3740.3 3740.3 3737.3

42.5° 3365.6 3413.6 3518.5 3575.4 3545.5
45° 3182.8 3197.8 3332.7 3374.6 3365.6

47.5° 2982.0 3042.0 3140.9 3188.8 3164.8
50° 2784.2 2826.2 2928.1 2991.0 2967.0

52.5° 2601.4 2634.4 2739.3 2775.2 2751.3
55° 2379.6 2433.6 2520.5 2556.5 2535.5

57.5° 2187.8 2226.8 2334.7 2346.7 2334.7
60° 1987.0 2032.0 2118.9 2127.9 2103.9

62.5° 1795.2 1825.2 1903.1 1906.1 1879.1
65° 1591.4 1627.4 1681.3 1675.3 1648.4

67.5° 1390.6 1414.6 1465.5 1444.6 1414.6
70° 1186.8 1207.8 1249.8 1219.8 1192.8

72.5° 989.0 1004.0 1040.0 995.0 962.0
75° 794.2 800.2 827.2 770.2 722.3

77.5° 602.4 608.4 623.4 566.4 512.5
80° 428.6 428.6 434.6 374.6 338.7

82.5° 269.7 269.7 266.7 221.8 200.8
85° 140.9 137.9 134.9 107.9 98.9

87.5° 50.9 50.9 42.0 39.0 42.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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