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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-08

Report Number:  P307872
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1805-783-40)

Test Lab:  INNOVATION CENTER(G3)

Issue Date:  3/3/2020
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  FAIL-SAFE
Catalog Number:  14FCZ2-25-UNV-L82765-S-CP250-W2A-U-3000K

Description:  1'X4' TROFFER LED MODULE,SMOOTH LENS, 0.250" POLYCARB SHEET 
Light Source:  (168) 3000K TUNABLE  CCT, 80 CRI LEDS

Ballast/Driver:  ELECTRONIC DRIVER
Luminaire Equipment:  Sample No. Condition Description

AS-5443-1 Good WHITE TWIN R-EVOLVE FLOOD
AS-5443-2 Good REFLECTOR

AS-5443-3 Good DRIVER
AS-5443-4 Good UPPER MODULE

AS-5443-5 Good LENS
AS-5443-6 Good DRIVER 2
AS-5443-7 Good TRIM RING

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 2075.0 lumens
Efficiency: N/A

Efficacy: 106.4 lumens/watt
Spacing Criteria (0/90/45): 1.19 / 1.26 / 1.36

Luminous Opening: Rectangular (W 1' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  19.5
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P307872

CATALOG NUMBER: 14FCZ2-25-UNV-L82765-S-CP250-W2A-U-3000K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P307872

CATALOG NUMBER: 14FCZ2-25-UNV-L82765-S-CP250-W2A-U-3000K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 109 104 100 96 106 102 98 94 97 94 91 94 91 89 90 88 86 84

2 99 90 84 78 96 89 82 77 85 80 75 82 77 73 79 75 72 70
3 90 79 71 65 87 78 70 64 75 68 63 72 66 62 69 65 61 58

4 82 70 61 55 80 69 61 54 66 59 53 64 58 53 62 56 52 50
5 76 63 54 47 74 62 53 47 59 52 46 57 51 46 56 50 45 43

6 70 56 47 41 68 55 47 41 54 46 40 52 45 40 50 44 40 38
7 65 51 42 36 63 50 42 36 49 41 36 47 41 35 46 40 35 33

8 60 47 38 32 59 46 38 32 45 37 32 43 37 32 42 36 32 30
9 56 43 35 29 55 42 34 29 41 34 29 40 33 29 39 33 28 27

10 53 40 32 26 52 39 31 26 38 31 26 37 31 26 36 30 26 24

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 1993 1993 1993
5° 1995 1979 1993

10° 1979 1973 1990
15° 1952 1958 1983
20° 1921 1939 1977
25° 1882 1915 1970
30° 1835 1893 1960
35° 1784 1866 1954
40° 1728 1843 1948
45° 1664 1821 1946
50° 1602 1800 1951
55° 1535 1786 1945
60° 1462 1761 1933
65° 1375 1755 1933
70° 1295 1740 1878
75° 1123 1701 1604
80° 908 1371 1068
85° 602 475 318
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P307872

CATALOG NUMBER: 14FCZ2-25-UNV-L82765-S-CP250-W2A-U-3000K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 69.9 3.4 0° 741 741 741 741 741

10°-20° 199.0 9.6 5° 739 737 732 739 738 70
20°-30° 298.6 14.4 15° 701 702 703 712 712 198

30°-40° 356.2 17.2 25° 634 637 645 660 664 292
40°-50° 368.2 17.7 35° 543 550 568 590 595 340

50°-60° 336.2 16.2 45° 437 452 478 505 511 338
60°-70° 264.5 12.7 55° 327 345 381 408 415 293

70°-80° 154.0 7.4 65° 216 239 276 297 304 215
80°-90° 28.4 1.4 75° 108 134 164 160 154 115

90°-100° 0.0 0.0 85° 20 28 15 12 10 25
100°-110° 0.0 0.0 90° 0 0 0 0 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0

130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 567.6 27.4
0°-40° 923.7 44.5
0°-60° 1628.1 78.5
0°-90° 2075.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 2075.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P307872

CATALOG NUMBER: 14FCZ2-25-UNV-L82765-S-CP250-W2A-U-3000K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 740.7 740.7 740.7 740.7 740.7

2.5° 741.8 739.7 736.6 741.8 740.7
5° 738.7 736.6 732.5 738.7 737.7

7.5° 732.5 730.5 728.4 734.6 733.5
10° 724.3 723.3 722.2 729.4 728.4

12.5° 714.0 714.0 713.0 721.2 721.2
15° 700.6 701.6 702.7 711.9 711.9

17.5° 688.3 687.2 690.3 700.6 701.6
20° 670.8 672.8 677.0 689.3 690.3

22.5° 653.3 655.3 662.6 674.9 678.0
25° 633.7 636.8 645.1 660.5 663.6

27.5° 613.2 617.3 628.6 645.1 648.1
30° 590.5 596.7 609.1 627.6 630.7

32.5° 567.9 574.1 589.5 608.0 612.1
35° 543.2 550.4 567.9 589.5 594.7

37.5° 517.5 526.7 547.3 568.9 575.1
40° 491.8 502.1 524.7 547.3 554.5

42.5° 466.0 476.3 501.0 526.7 534.0
45° 437.2 451.6 478.4 505.1 511.3

47.5° 409.5 424.9 454.7 481.5 489.7
50° 382.7 398.1 430.0 457.8 466.0

52.5° 354.9 371.4 405.3 434.2 441.4
55° 327.2 344.7 380.7 408.4 414.6

57.5° 299.4 317.9 354.9 381.7 388.9
60° 271.6 291.2 327.2 353.9 359.1

62.5° 243.8 264.4 301.4 325.1 330.2
65° 216.0 238.7 275.7 297.3 303.5

67.5° 189.3 211.9 247.9 268.5 273.7
70° 164.6 185.2 221.2 236.6 238.7

72.5° 133.7 159.5 194.4 202.7 197.5
75° 108.0 133.7 163.6 160.5 154.3

77.5° 82.3 108.0 127.6 117.3 109.1
80° 58.6 84.4 88.5 73.0 68.9

82.5° 38.1 58.6 49.4 38.1 30.9
85° 19.5 27.8 15.4 12.3 10.3

87.5° 6.2 4.1 2.1 2.1 1.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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