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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P148193

REPORT IS SCALED FROM IESNA LM-79-08 TEST DATA (P33676)
Test Lab:  INNOVATION CENTER-P3

Issue Date:  03/03/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  INVUE

Catalog Number:  VXM-F06-LED-E1-5XQ-8030
Description:  VISION SITE MEDIUM LED LUMINAIRE

(6) LIGHTBARS WITH AccuLED OPTICS - TYPE 5 SQUARE EXTRA WIDE
Light Source:  (42) 3000K CCT, 80 CRI LEDs

Ballast/Driver:  -

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  13295.3 lumens

Efficiency:  N/A
Efficacy:  85.0 lumens/watt

Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')
IES Classification:  Type V - Short - Non-Cutoff

BUG Rating:  B4 - U0 - G3

Input Watts (W):  156.5
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P148193

CATALOG NUMBER: VXM-F06-LED-E1-5XQ-8030

Based on 20 foot mounting height.  Maximum calculated value = 3.1 fc
Type V - Short - Non-Cutoff
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Cooper Lighting Solutions Photometric Lab
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REPORT NUMBER: P148193

CATALOG NUMBER: VXM-F06-LED-E1-5XQ-8030
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P148193

CATALOG NUMBER: VXM-F06-LED-E1-5XQ-8030

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 6647.6 0.0 6647.6

% Fixture 50.0 0.0 50.0
Street Side Lumens 6647.6 0.0 6647.6

% Fixture 50.0 0.0 50.0
Total Lumens 13295.3 0.0 13295.3

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 120.1 0.9
10°-20° 355.1 2.7
20°-30° 594.7 4.5
30°-40° 906.6 6.8
40°-50° 1447.6 10.9
50°-60° 2225.9 16.7
60°-70° 3240.9 24.4
70°-80° 3650.8 27.5
80°-90° 753.6 5.7
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 13295.3 100.0
0°-180° 13295.3 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P148193

CATALOG NUMBER: VXM-F06-LED-E1-5XQ-8030

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 534.9 4.0
FM (30°-60°) 2290.0 17.2

FH (60°-80°) 3445.8 25.9 G2/5000
FVH (80°-90°) 376.8 2.8 G3/500

BL (0°-30°) 534.9 4.0 B2/1000
BM (30°-60°) 2290.0 17.2 B2/2500

BH (60°-80°) 3445.8 25.9 B4/5000 G2/5000
BVH (80°-90°) 376.8 2.8 G3/500

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B4-U0-G3

Type V Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P148193

CATALOG NUMBER: VXM-F06-LED-E1-5XQ-8030

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7

2.5° 1261.8 1262.4 1262.2 1261.4 1261.8 1261.4 1260.8 1260.4 1258.0 1259.4 1261.4
5° 1261.8 1261.1 1260.8 1260.4 1260.4 1261.4 1260.4 1259.4 1259.0 1259.7 1258.7

7.5° 1261.0 1259.7 1259.0 1258.7 1259.0 1259.4 1258.3 1256.9 1258.0 1256.9 1255.5
10° 1259.0 1258.0 1258.3 1256.9 1257.3 1256.9 1255.5 1254.5 1255.2 1254.1 1252.4

12.5° 1259.7 1258.0 1257.6 1256.9 1256.6 1256.2 1254.5 1252.8 1253.1 1252.4 1250.6
15° 1259.7 1258.7 1258.3 1256.9 1256.6 1255.9 1253.8 1253.1 1253.1 1252.0 1249.9

17.5° 1260.4 1259.7 1259.7 1258.0 1257.3 1256.9 1254.5 1253.4 1254.5 1252.4 1251.0
20° 1262.4 1261.8 1262.1 1261.1 1259.7 1259.7 1257.9 1257.3 1257.6 1257.3 1253.4

22.5° 1266.6 1266.6 1267.4 1267.0 1266.6 1267.0 1265.6 1265.6 1266.0 1265.9 1262.8
25° 1278.5 1278.1 1278.9 1278.8 1279.2 1281.6 1280.6 1280.2 1282.0 1282.0 1278.9

27.5° 1300.8 1300.1 1300.8 1301.5 1303.2 1306.4 1305.7 1306.8 1309.5 1308.8 1306.0
30° 1326.6 1325.9 1327.6 1329.7 1331.1 1336.0 1333.9 1339.1 1341.6 1343.6 1341.6

32.5° 1364.2 1364.2 1367.3 1368.7 1371.9 1376.8 1377.4 1381.6 1384.8 1388.2 1385.8
35° 1414.4 1413.7 1416.1 1418.6 1422.4 1426.9 1428.6 1434.2 1439.1 1441.5 1437.0

37.5° 1491.0 1487.2 1491.7 1493.1 1496.2 1497.3 1502.2 1509.1 1514.4 1513.7 1510.5
40° 1594.8 1594.1 1592.4 1590.3 1595.2 1596.9 1596.9 1606.3 1614.7 1613.3 1612.9

42.5° 1716.1 1712.9 1710.8 1710.8 1713.6 1714.3 1725.1 1732.1 1738.0 1739.4 1738.0
45° 1846.4 1843.2 1843.9 1842.5 1843.6 1848.1 1854.4 1867.3 1878.4 1878.7 1872.8

47.5° 1986.4 1976.6 1984.3 1973.5 1980.1 1983.6 1999.2 2018.1 2037.6 2041.1 2035.8
50° 2128.6 2127.5 2126.8 2124.7 2127.8 2135.5 2154.6 2184.3 2203.1 2215.6 2207.3

52.5° 2283.9 2278.7 2276.2 2272.7 2275.9 2290.9 2317.7 2343.5 2377.2 2391.6 2380.0
55° 2435.1 2433.4 2424.3 2424.0 2430.5 2453.9 2483.2 2514.9 2551.5 2567.5 2563.3

57.5° 2590.4 2580.4 2577.6 2573.4 2586.6 2608.6 2644.4 2701.6 2739.6 2757.7 2747.2
60° 2742.4 2734.7 2728.8 2727.4 2736.4 2767.1 2818.6 2887.3 2934.3 2958.0 2941.3

62.5° 2905.4 2900.5 2893.6 2885.5 2904.7 2944.0 3008.1 3084.1 3153.4 3182.7 3157.2
65° 3108.1 3098.0 3090.4 3080.2 3096.0 3145.4 3225.9 3332.8 3425.8 3460.0 3441.9

67.5° 3322.0 3312.6 3313.3 3307.0 3334.9 3403.6 3507.4 3652.6 3777.4 3835.5 3801.4
70° 3508.8 3514.0 3515.4 3540.8 3588.9 3693.4 3866.2 4093.7 4282.8 4371.7 4335.1
71° 3453.7 3465.2 3483.0 3509.5 3592.4 3716.0 3951.9 4227.4 4453.2 4603.7 4553.2

72.5° 3297.6 3304.6 3313.7 3354.1 3447.8 3611.6 3854.4 4169.3 4459.4 4654.2 4595.6
75° 3071.9 3078.5 3081.7 3109.9 3195.2 3338.1 3560.3 3839.7 4095.8 4261.6 4245.2

77.5° 2731.2 2732.2 2756.6 2800.2 2896.0 3059.4 3293.5 3583.3 3824.0 3952.9 3871.0
80° 1961.3 1948.1 1973.2 2029.2 2147.7 2335.1 2574.8 2905.7 3172.9 3293.5 3166.6

82.5° 746.2 786.6 850.4 943.0 983.1 1191.4 1415.1 1609.4 1834.5 2086.0 2023.0
85° 80.1 90.2 113.2 140.4 177.3 245.2 338.9 462.6 570.3 670.3 595.0

87.5° 30.0 30.7 34.1 39.4 40.0 41.8 44.6 51.9 48.4 41.8 33.8
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P148193

CATALOG NUMBER: VXM-F06-LED-E1-5XQ-8030

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90°

0° 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7 1259.7

2.5° 1259.7 1260.0 1259.7 1260.0 1260.0 1258.6 1259.0 1258.3
5° 1259.4 1258.3 1258.6 1259.0 1258.6 1259.4 1258.3 1259.0

7.5° 1257.6 1255.5 1256.2 1256.2 1255.5 1256.6 1255.8 1255.5
10° 1254.1 1251.4 1252.8 1252.1 1251.7 1252.0 1252.0 1252.0

12.5° 1251.0 1249.2 1249.6 1249.2 1248.9 1250.0 1249.6 1250.0
15° 1250.3 1247.5 1247.2 1246.4 1246.8 1247.5 1247.5 1248.6

17.5° 1249.6 1246.1 1245.8 1245.0 1245.4 1246.8 1247.2 1246.4
20° 1251.7 1248.9 1248.2 1247.5 1247.1 1248.9 1248.6 1248.6

22.5° 1261.4 1257.9 1257.6 1254.8 1253.8 1254.8 1254.1 1254.2
25° 1277.1 1273.0 1271.6 1267.7 1264.9 1264.9 1263.9 1263.2

27.5° 1305.4 1299.1 1297.6 1294.5 1290.7 1291.4 1289.3 1288.9
30° 1338.1 1332.5 1327.6 1323.1 1318.6 1316.8 1314.4 1314.0

32.5° 1380.9 1374.7 1368.8 1363.2 1356.9 1354.4 1350.3 1348.1
35° 1433.6 1425.2 1418.2 1414.4 1408.1 1405.0 1402.2 1405.3

37.5° 1507.0 1496.9 1493.4 1488.9 1484.8 1479.9 1480.9 1479.8
40° 1608.8 1599.7 1596.2 1588.2 1587.2 1581.6 1585.0 1581.6

42.5° 1734.5 1717.8 1715.4 1709.1 1707.0 1703.9 1705.2 1702.8
45° 1871.4 1856.5 1853.6 1843.6 1844.0 1836.6 1839.4 1839.4

47.5° 2025.4 2009.7 1996.8 1989.6 1986.8 1982.2 1984.6 1984.3
50° 2184.3 2163.0 2148.7 2134.4 2128.2 2129.9 2125.0 2133.4

52.5° 2355.0 2323.3 2303.0 2289.4 2277.6 2280.1 2280.7 2283.2
55° 2531.6 2491.2 2461.9 2444.2 2433.4 2434.1 2437.2 2440.0

57.5° 2709.3 2658.8 2619.0 2592.5 2585.6 2588.7 2588.7 2588.4
60° 2893.5 2832.9 2781.7 2751.8 2745.5 2743.8 2757.4 2752.8

62.5° 3091.4 3018.6 2965.6 2927.3 2918.2 2924.5 2936.8 2934.0
65° 3353.7 3253.0 3184.8 3146.9 3131.4 3137.8 3154.1 3153.4

67.5° 3692.0 3551.3 3461.0 3412.2 3401.1 3408.8 3417.8 3426.6
70° 4197.8 3996.8 3867.9 3762.4 3717.1 3708.4 3717.4 3717.8
71° 4375.8 4144.9 3939.7 3810.8 3736.6 3705.2 3707.7 3692.0

72.5° 4368.5 4083.9 3843.9 3709.1 3606.0 3580.9 3568.7 3549.8
75° 4074.2 3817.8 3609.5 3462.4 3363.2 3333.6 3311.9 3310.9

77.5° 3694.8 3505.6 3276.0 3120.4 2999.4 2950.3 2928.4 2927.6
80° 2970.2 2687.0 2519.0 2425.4 2279.4 2237.2 2192.6 2175.9

82.5° 1796.2 1403.6 1141.2 1014.1 943.8 777.2 697.4 659.8
85° 418.4 297.2 204.8 134.5 96.8 77.0 59.2 52.3

87.5° 28.2 22.3 19.9 16.0 12.2 11.8 7.3 6.2
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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