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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P147209

REPORT IS SCALED FROM IESNA LM-79-08 TEST DATA (P33674)
Test Lab:  INNOVATION CENTER-P3

Issue Date:  03/03/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  INVUE

Catalog Number:  VXS-E06-LED-E1-5MQ-7030
Description:  VISION SITE SMALL LED LUMINAIRE

(6) LIGHTBARS WITH AccuLED OPTICS - TYPE 5 SQUARE MEDIUM
Light Source:  (126) 3000K CCT, 70 CRI LEDs

Ballast/Driver:  -

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  17666.6 lumens

Efficiency:  N/A
Efficacy:  117.4 lumens/watt

Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')
IES Classification:  Type V - Short - Full Cutoff

BUG Rating:  B4 - U0 - G2

Input Watts (W):  150.5
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P147209

CATALOG NUMBER: VXS-E06-LED-E1-5MQ-7030

Based on 25 foot mounting height.  Maximum calculated value = 2.1 fc
Type V - Short - Full Cutoff
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CATALOG NUMBER: VXS-E06-LED-E1-5MQ-7030
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P147209

CATALOG NUMBER: VXS-E06-LED-E1-5MQ-7030

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 8833.3 0.0 8833.3

% Fixture 50.0 0.0 50.0
Street Side Lumens 8833.3 0.0 8833.3

% Fixture 50.0 0.0 50.0
Total Lumens 17666.6 0.0 17666.6

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 117.5 0.7
10°-20° 397.3 2.2
20°-30° 768.1 4.3
30°-40° 1487.2 8.4
40°-50° 2685.4 15.2
50°-60° 4669.4 26.4
60°-70° 5301.0 30.0
70°-80° 2055.2 11.6
80°-90° 185.4 1.0
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 17666.6 100.0
0°-180° 17666.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P147209

CATALOG NUMBER: VXS-E06-LED-E1-5MQ-7030

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 641.5 3.6
FM (30°-60°) 4421.0 25.0

FH (60°-80°) 3678.1 20.8 G2/5000
FVH (80°-90°) 92.7 0.5 G1/100

BL (0°-30°) 641.5 3.6 B2/1000
BM (30°-60°) 4421.0 25.0 B3/5000

BH (60°-80°) 3678.1 20.8 B4/5000 G2/5000
BVH (80°-90°) 92.7 0.5 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B4-U0-G2

Type V Short
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Cooper Lighting Solutions Photometric Lab
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REPORT NUMBER: P147209

CATALOG NUMBER: VXS-E06-LED-E1-5MQ-7030

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7

2.5° 1180.1 1183.6 1182.8 1180.9 1180.9 1180.9 1180.1 1177.4 1176.4 1178.2 1180.1
5° 1207.5 1207.5 1207.5 1207.5 1205.6 1205.6 1203.8 1202.0 1202.9 1201.0 1200.2

7.5° 1249.5 1246.7 1246.7 1245.8 1245.8 1243.9 1241.2 1237.6 1238.5 1237.6 1236.7
10° 1298.9 1299.7 1297.0 1299.7 1295.1 1294.3 1290.6 1288.7 1287.9 1285.1 1285.1

12.5° 1358.1 1355.4 1355.3 1353.6 1351.7 1349.9 1344.5 1343.6 1339.9 1338.0 1335.3
15° 1413.9 1413.0 1409.3 1405.6 1404.8 1402.9 1396.5 1393.0 1391.9 1387.4 1383.6

17.5° 1469.6 1467.8 1463.2 1461.3 1457.7 1454.9 1449.5 1444.0 1441.3 1439.5 1434.8
20° 1528.9 1527.2 1522.5 1519.0 1514.3 1510.7 1502.5 1497.8 1495.1 1492.4 1488.7

22.5° 1602.9 1599.3 1591.9 1585.6 1575.5 1571.9 1560.9 1554.5 1549.9 1546.3 1544.5
25° 1683.3 1684.1 1674.2 1665.9 1654.1 1644.0 1630.4 1623.0 1618.4 1614.7 1613.9

27.5° 1783.8 1784.7 1775.5 1763.7 1745.5 1734.5 1716.2 1707.0 1704.2 1700.6 1699.7
30° 1942.7 1934.5 1919.0 1899.8 1883.3 1859.6 1833.2 1823.9 1814.9 1812.0 1812.0

32.5° 2235.0 2230.4 2217.6 2170.2 2148.2 2098.9 2052.3 2025.9 1995.6 1981.0 1971.9
35° 2439.6 2437.7 2427.7 2411.2 2397.5 2387.6 2360.1 2355.4 2350.1 2350.1 2357.3

37.5° 2590.3 2579.3 2577.5 2580.2 2576.6 2578.3 2600.3 2630.5 2656.1 2668.8 2666.9
40° 2813.1 2797.6 2806.7 2800.3 2792.1 2790.3 2797.5 2809.4 2821.3 2821.3 2818.7

42.5° 3104.5 3111.8 3115.4 3088.9 3071.6 3066.9 3084.4 3080.7 3092.6 3088.1 3076.2
45° 3537.4 3532.8 3526.4 3494.5 3467.2 3445.2 3449.7 3443.3 3444.2 3436.9 3427.8

47.5° 3974.0 3989.4 3963.1 3947.6 3916.5 3900.9 3913.8 3902.8 3923.7 3885.4 3867.2
50° 4397.7 4408.7 4399.6 4377.6 4377.7 4399.6 4415.1 4435.2 4464.5 4420.6 4354.8

52.5° 4744.9 4754.0 4767.7 4785.9 4830.7 4877.3 4943.0 5013.5 5069.1 5060.9 4986.0
55° 4956.8 4967.7 4990.6 5053.5 5133.9 5256.4 5405.2 5568.7 5696.6 5758.8 5703.8

57.5° 5028.0 5036.3 5098.3 5174.1 5299.3 5481.0 5730.4 6012.6 6258.2 6414.5 6389.8
60° 5011.6 5011.6 5074.6 5178.7 5354.0 5595.2 5947.8 6338.7 6715.0 6948.8 6914.0

62.5° 4838.9 4848.1 4938.4 5063.6 5275.5 5564.1 5984.2 6483.9 6934.1 7224.7 7196.3
65° 4460.8 4467.2 4565.0 4713.8 4950.4 5291.9 5751.3 6304.9 6820.9 7100.4 7047.5

67.5° 3849.7 3856.2 3935.6 4103.6 4354.0 4711.1 5207.0 5816.3 6321.2 6542.3 6383.4
70° 3062.5 3080.7 3131.8 3310.1 3500.0 3849.7 4306.4 4915.6 5392.4 5601.6 5426.2

72.5° 2087.0 2133.7 2195.6 2353.7 2535.4 2825.9 3189.4 3702.8 4085.4 4327.5 4171.2
75° 1175.5 1241.2 1260.4 1380.1 1529.8 1759.1 2024.9 2393.0 2779.3 2975.6 2787.6

77.5° 507.9 561.7 585.5 641.1 758.1 854.0 1015.6 1264.0 1562.7 1700.7 1475.0
80° 250.3 263.0 273.2 290.5 323.3 354.4 431.1 539.7 662.2 693.2 551.6

82.5° 193.6 202.8 220.1 233.8 242.1 250.3 257.6 272.1 284.0 290.4 274.0
85° 136.1 148.0 167.2 182.7 191.8 198.1 204.6 209.1 198.1 180.8 189.9

87.5° 35.6 46.6 64.9 70.3 79.4 83.9 82.2 85.0 76.7 55.8 62.1
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90°

0° 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7 1172.7

2.5° 1179.1 1178.2 1179.1 1179.1 1179.2 1178.2 1178.2 1178.2
5° 1200.2 1200.2 1201.0 1199.2 1199.2 1200.1 1199.2 1198.3

7.5° 1235.9 1234.8 1234.8 1234.0 1234.8 1234.0 1234.0 1233.1
10° 1283.3 1281.5 1282.3 1279.6 1279.6 1278.7 1278.8 1278.7

12.5° 1334.4 1331.7 1332.6 1329.8 1325.2 1326.2 1327.0 1326.2
15° 1383.7 1380.9 1378.2 1376.4 1373.7 1374.5 1374.5 1373.7

17.5° 1434.0 1428.5 1427.6 1424.9 1423.9 1423.9 1423.8 1424.9
20° 1486.0 1482.4 1481.5 1478.8 1477.8 1480.5 1481.5 1479.6

22.5° 1541.8 1539.9 1541.8 1539.9 1542.6 1544.5 1545.4 1543.5
25° 1612.0 1610.2 1613.1 1619.4 1623.0 1624.9 1629.4 1627.6

27.5° 1702.5 1700.7 1707.0 1716.2 1721.7 1730.8 1735.3 1737.2
30° 1819.5 1827.6 1831.3 1849.5 1853.3 1867.8 1867.8 1874.2

32.5° 1989.2 2004.8 2032.1 2060.5 2099.8 2128.1 2128.1 2142.7
35° 2361.9 2368.3 2389.3 2393.9 2402.1 2411.3 2402.1 2409.4

37.5° 2647.8 2619.5 2599.4 2571.1 2553.8 2553.8 2555.5 2553.7
40° 2794.0 2783.0 2773.9 2750.1 2746.4 2745.5 2745.5 2749.2

42.5° 3055.1 3028.6 3014.1 2994.0 2987.6 2985.7 2984.9 2986.6
45° 3394.9 3351.9 3312.7 3292.6 3275.2 3258.9 3264.2 3264.4

47.5° 3790.5 3723.7 3659.8 3625.1 3594.9 3581.2 3572.1 3569.3
50° 4271.7 4178.5 4096.4 4031.5 3987.7 3986.7 3991.3 3962.1

52.5° 4861.8 4714.7 4612.4 4524.8 4483.6 4479.1 4464.5 4448.0
55° 5515.6 5341.2 5172.3 5078.2 5024.4 4995.1 4977.7 4950.4

57.5° 6189.8 5955.0 5712.1 5561.3 5466.4 5400.6 5366.0 5350.4
60° 6709.4 6388.8 6068.3 5826.3 5668.2 5570.5 5510.3 5485.6

62.5° 6914.1 6479.3 6068.3 5750.5 5522.1 5386.9 5305.7 5270.1
65° 6670.2 6155.0 5687.5 5336.7 5081.9 4931.2 4842.6 4804.2

67.5° 5988.8 5534.0 5025.3 4676.4 4414.2 4265.3 4169.4 4141.1
70° 5020.7 4555.9 4069.8 3758.3 3524.6 3403.1 3303.6 3291.7

72.5° 3773.1 3372.1 2955.6 2698.0 2509.8 2308.9 2257.8 2283.4
75° 2418.5 2043.1 1672.3 1440.3 1268.6 1076.9 1002.9 1021.1

77.5° 1145.3 886.9 640.2 495.0 415.5 355.2 339.8 330.7
80° 424.7 344.4 304.1 288.6 277.7 267.6 260.3 252.1

82.5° 274.9 268.6 260.3 257.6 249.3 236.5 212.8 202.8
85° 205.5 205.5 194.5 195.4 189.0 172.6 150.7 138.9

87.5° 60.3 53.9 49.3 45.6 44.8 40.2 29.2 25.6
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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