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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P672662
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  04/16/2023
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  INVUE
Catalog Number:  CCP-SA-2D-727-U-5NQ

Description:   INVUE CLEAR CURVE POLE MOUNT LIGHT SQUARE LUMINAIRE @800mA w/ 5NQ
distribution lens

Light Source:   (32) 2700K CCT, 70 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  9705.9 lumens
Efficiency:  N/A

Efficacy:  120.1 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B3 - U0 - G1

Input Watts (W):  80.8
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P672662
CATALOG NUMBER: CCP-SA-2D-727-U-5NQ

Based on 15 foot mounting height.  Maximum calculated value = 5.1 fc
Type V - Short - N/A
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REPORT NUMBER: P672662
CATALOG NUMBER: CCP-SA-2D-727-U-5NQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 4853.0 0.0 4853.0
% Fixture 50.0 0.0 50.0

Street Side Lumens 4853.0 0.0 4853.0
% Fixture 50.0 0.0 50.0

Total Lumens 9705.9 0.0 9705.9
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 110.5 1.1
10°-20° 360.8 3.7
20°-30° 684.3 7.1
30°-40° 1147.7 11.8
40°-50° 1816.1 18.7
50°-60° 2853.2 29.4
60°-70° 2410.7 24.8
70°-80° 280.7 2.9
80°-90° 41.8 0.4
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 9705.9 100.0
0°-180° 9705.9 100.0

49.8%

49.9%

0

0.1

0.2

0.3

0.4

0.5

0.6

0 1 2 3 4 5

Street Width in Units of Mounting Height

Coefficient of Utilization

HS SS

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 7



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672662
CATALOG NUMBER: CCP-SA-2D-727-U-5NQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 577.8 6.0
FM (30°-60°) 2908.5 30.0
FH (60°-80°) 1345.7 13.9 G1/1800
FVH (80°-90°) 20.9 0.2 G1/100
BL (0°-30°) 577.8 6.0 B2/1000
BM (30°-60°) 2908.5 30.0 B3/5000
BH (60°-80°) 1345.7 13.9 B3/2500 G1/1800
BVH (80°-90°) 20.9 0.2 G1/100
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G1
Type V Short

0 lm

727 lm

1,454 lm

2,181 lm

2,909 lm

100°

90°

80°

60°

30°

0°

30°

60°

80°

90°

100°

FL

FM

FH

UL

UH

UL

BH

BM

BL

FVHBVH

FORWARD 
LIGHTBACKLIGHT

UPLIGHT

UH

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 7



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672662
CATALOG NUMBER: CCP-SA-2D-727-U-5NQ

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 1116.0 1116.0 1116.0 1116.0 1116.0 1116.0 1116.0 1116.0 1116.0 1116.0 1116.0
2.5° 1122.2 1118.7 1122.2 1122.2 1120.1 1120.8 1118.1 1117.4 1120.8 1118.1 1117.4

5° 1145.3 1142.6 1145.3 1143.3 1139.9 1140.6 1136.5 1135.1 1139.2 1135.1 1135.8
7.5° 1171.9 1167.2 1168.5 1170.6 1167.2 1167.2 1163.8 1161.7 1163.8 1159.7 1162.4
10° 1194.5 1190.4 1192.4 1195.1 1194.5 1196.5 1193.1 1191.7 1189.7 1184.9 1189.0

12.5° 1223.8 1222.4 1225.2 1228.6 1227.2 1229.9 1222.4 1220.4 1219.7 1214.2 1219.0
15° 1262.0 1258.6 1263.4 1267.5 1265.4 1270.2 1264.0 1261.3 1257.9 1251.1 1255.2

17.5° 1300.2 1297.5 1304.3 1306.3 1307.0 1311.1 1306.3 1302.2 1300.9 1296.1 1293.4
20° 1345.9 1342.5 1347.9 1352.0 1348.6 1353.4 1351.4 1348.6 1347.3 1339.8 1339.1

22.5° 1397.1 1392.3 1400.5 1405.2 1400.5 1405.2 1401.2 1400.5 1401.2 1390.2 1391.6
25° 1454.4 1455.0 1463.2 1466.6 1463.9 1466.6 1460.5 1464.6 1462.5 1451.0 1446.9

27.5° 1528.0 1525.3 1534.2 1544.4 1537.6 1537.6 1534.9 1539.0 1538.3 1527.4 1524.6
30° 1614.0 1613.3 1626.3 1632.4 1622.9 1618.8 1618.1 1628.3 1629.0 1617.4 1612.6

32.5° 1704.0 1704.0 1719.7 1727.2 1713.6 1710.9 1708.1 1721.8 1719.7 1704.0 1693.8
35° 1802.9 1798.9 1820.0 1830.9 1817.3 1809.1 1807.7 1820.0 1817.3 1795.4 1783.2

37.5° 1900.5 1903.2 1927.8 1940.1 1923.7 1913.5 1916.9 1925.1 1925.7 1901.9 1888.9
40° 2019.9 2020.6 2051.3 2060.8 2039.7 2024.0 2028.7 2047.2 2045.8 2016.5 2000.1

42.5° 2153.6 2150.8 2189.0 2197.2 2168.6 2138.6 2152.9 2181.5 2188.4 2155.6 2138.6
45° 2296.8 2300.9 2340.5 2349.4 2304.3 2266.1 2296.8 2339.8 2348.7 2313.2 2292.1

47.5° 2470.8 2475.6 2523.3 2526.7 2475.6 2425.8 2466.7 2522.6 2526.0 2476.9 2452.4
50° 2669.3 2685.7 2738.9 2745.7 2695.2 2631.1 2689.8 2739.6 2726.6 2661.1 2638.6

52.5° 2894.4 2907.4 2990.6 3019.2 2974.9 2906.0 2953.1 2983.8 2942.2 2856.2 2821.4
55° 3086.1 3107.9 3218.4 3305.7 3339.2 3287.3 3281.9 3236.8 3120.9 2989.9 2953.8

57.5° 3140.0 3161.1 3332.3 3557.5 3756.0 3781.9 3661.8 3436.0 3186.4 2984.4 2947.6
60° 2921.0 2949.7 3200.0 3626.4 4196.0 4430.6 3996.8 3453.1 3016.5 2745.7 2699.3

62.5° 2294.1 2347.3 2670.7 3339.2 4373.3 5021.4 4134.6 3159.1 2504.2 2184.3 2122.9
65° 1247.7 1293.4 1650.1 2488.5 4013.8 5147.6 3796.9 2405.3 1637.9 1316.6 1283.1

67.5° 468.0 501.4 665.1 1229.9 2837.8 4400.6 2882.1 1377.3 743.6 533.4 486.4
70° 199.2 203.3 240.8 428.4 1290.0 2863.0 1475.5 468.0 248.3 200.6 195.1

72.5° 143.3 143.9 154.2 189.6 392.9 1255.9 446.1 196.5 151.4 136.4 136.4
75° 114.6 115.3 121.4 137.1 185.5 369.7 192.4 137.8 117.3 107.1 105.7

77.5° 90.0 91.4 97.5 107.1 124.2 169.2 130.3 108.5 94.1 84.6 83.2
80° 66.9 68.9 77.1 81.9 87.3 112.6 94.8 84.6 75.0 64.8 62.8

82.5° 44.3 46.4 57.3 60.7 60.0 70.9 65.5 64.8 57.3 43.0 40.9
85° 26.6 28.0 36.8 39.6 36.8 34.8 41.6 45.0 40.2 28.0 25.9

87.5° 11.6 11.6 16.4 17.1 16.4 13.0 19.8 23.2 23.9 14.3 13.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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