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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P672722
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  04/16/2023
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  INVUE
Catalog Number:  CCP-SA-1D-827-U-5NQ

Description:   INVUE CLEAR CURVE POLE MOUNT LIGHT SQUARE LUMINAIRE @800mA w/ 5NQ
distribution lens

Light Source:   (16) 2700K CCT, 80 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  4266.1 lumens
Efficiency:  N/A

Efficacy:  97.0 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B2 - U0 - G0

Input Watts (W):  44
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672722
CATALOG NUMBER: CCP-SA-1D-827-U-5NQ

Based on 15 foot mounting height.  Maximum calculated value = 2.2 fc
Type V - Short - N/A
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REPORT NUMBER: P672722
CATALOG NUMBER: CCP-SA-1D-827-U-5NQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 2133.1 0.0 2133.1
% Fixture 50.0 0.0 50.0

Street Side Lumens 2133.1 0.0 2133.1
% Fixture 50.0 0.0 50.0

Total Lumens 4266.1 0.0 4266.1
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 48.6 1.1
10°-20° 158.6 3.7
20°-30° 300.8 7.1
30°-40° 504.5 11.8
40°-50° 798.3 18.7
50°-60° 1254.1 29.4
60°-70° 1059.6 24.8
70°-80° 123.4 2.9
80°-90° 18.4 0.4
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 4266.1 100.0
0°-180° 4266.1 100.0
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REPORT NUMBER: P672722
CATALOG NUMBER: CCP-SA-1D-827-U-5NQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 254.0 6.0
FM (30°-60°) 1278.4 30.0
FH (60°-80°) 591.5 13.9 G0/660
FVH (80°-90°) 9.2 0.2 G0/10
BL (0°-30°) 254.0 6.0 B1/500
BM (30°-60°) 1278.4 30.0 B2/2500
BH (60°-80°) 591.5 13.9 B2/1000 G0/660
BVH (80°-90°) 9.2 0.2 G0/10
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G0
Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 490.5 490.5 490.5 490.5 490.5 490.5 490.5 490.5 490.5 490.5 490.5
2.5° 493.2 491.7 493.2 493.2 492.3 492.6 491.4 491.1 492.6 491.4 491.1

5° 503.4 502.2 503.4 502.5 501.0 501.3 499.5 498.9 500.7 498.9 499.2
7.5° 515.1 513.0 513.6 514.5 513.0 513.0 511.5 510.6 511.5 509.7 510.9
10° 525.0 523.2 524.1 525.3 525.0 525.9 524.4 523.8 522.9 520.8 522.6

12.5° 537.9 537.3 538.5 540.0 539.4 540.6 537.3 536.4 536.1 533.7 535.8
15° 554.7 553.2 555.3 557.1 556.2 558.3 555.6 554.4 552.9 549.9 551.7

17.5° 571.5 570.3 573.3 574.2 574.5 576.3 574.2 572.4 571.8 569.7 568.5
20° 591.6 590.1 592.5 594.3 592.8 594.9 594.0 592.8 592.2 588.9 588.6

22.5° 614.1 612.0 615.6 617.7 615.6 617.7 615.9 615.6 615.9 611.1 611.7
25° 639.2 639.5 643.1 644.6 643.4 644.6 641.9 643.7 642.8 637.7 635.9

27.5° 671.6 670.4 674.3 678.8 675.8 675.8 674.6 676.4 676.1 671.3 670.1
30° 709.4 709.1 714.8 717.5 713.3 711.5 711.2 715.7 716.0 710.9 708.8

32.5° 749.0 749.0 755.9 759.2 753.2 752.0 750.8 756.8 755.9 749.0 744.5
35° 792.5 790.7 800.0 804.8 798.8 795.2 794.6 800.0 798.8 789.2 783.8

37.5° 835.3 836.5 847.3 852.7 845.5 841.0 842.5 846.1 846.4 835.9 830.2
40° 887.8 888.1 901.6 905.8 896.5 889.6 891.7 899.8 899.2 886.3 879.1

42.5° 946.6 945.4 962.2 965.8 953.2 940.0 946.3 958.9 961.9 947.5 940.0
45° 1009.5 1011.3 1028.7 1032.6 1012.8 996.0 1009.5 1028.4 1032.3 1016.7 1007.4

47.5° 1086.0 1088.1 1109.1 1110.6 1088.1 1066.2 1084.2 1108.8 1110.3 1088.7 1077.9
50° 1173.2 1180.4 1203.8 1206.8 1184.6 1156.5 1182.2 1204.1 1198.4 1169.6 1159.8

52.5° 1272.2 1277.9 1314.5 1327.1 1307.6 1277.3 1298.0 1311.5 1293.2 1255.4 1240.1
55° 1356.4 1366.0 1414.6 1453.0 1467.7 1444.9 1442.5 1422.7 1371.7 1314.2 1298.3

57.5° 1380.1 1389.4 1464.7 1563.6 1650.9 1662.3 1609.5 1510.3 1400.5 1311.8 1295.6
60° 1283.9 1296.5 1406.5 1593.9 1844.3 1947.4 1756.7 1517.8 1325.9 1206.8 1186.4

62.5° 1008.3 1031.7 1173.8 1467.7 1922.2 2207.1 1817.3 1388.5 1100.7 960.1 933.1
65° 548.4 568.5 725.3 1093.8 1764.2 2262.5 1668.9 1057.2 719.9 578.7 564.0

67.5° 205.7 220.4 292.3 540.6 1247.3 1934.2 1266.8 605.4 326.8 234.5 213.8
70° 87.6 89.4 105.8 188.3 567.0 1258.4 648.5 205.7 109.1 88.2 85.8

72.5° 63.0 63.3 67.8 83.4 172.7 552.0 196.1 86.4 66.6 60.0 60.0
75° 50.4 50.7 53.4 60.3 81.6 162.5 84.6 60.6 51.6 47.1 46.5

77.5° 39.6 40.2 42.9 47.1 54.6 74.4 57.3 47.7 41.4 37.2 36.6
80° 29.4 30.3 33.9 36.0 38.4 49.5 41.7 37.2 33.0 28.5 27.6

82.5° 19.5 20.4 25.2 26.7 26.4 31.2 28.8 28.5 25.2 18.9 18.0
85° 11.7 12.3 16.2 17.4 16.2 15.3 18.3 19.8 17.7 12.3 11.4

87.5° 5.1 5.1 7.2 7.5 7.2 5.7 8.7 10.2 10.5 6.3 5.7
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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