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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P672401
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  04/16/2023
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  INVUE
Catalog Number:  CCP-SA-1D-740-U-5WQ

Description:   INVUE CLEAR CURVE POLE MOUNT LIGHT SQUARE LUMINAIRE @800mA w/ 5WQ
distribution lens

Light Source:   (16) 4000K CCT, 70 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  5845.2 lumens
Efficiency:  N/A

Efficacy:  132.8 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B3 - U0 - G1

Input Watts (W):  44
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672401
CATALOG NUMBER: CCP-SA-1D-740-U-5WQ

Based on 15 foot mounting height.  Maximum calculated value = 2 fc
Type V - Short - N/A
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269
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REPORT NUMBER: P672401
CATALOG NUMBER: CCP-SA-1D-740-U-5WQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 2922.6 0.0 2922.6
% Fixture 50.0 0.0 50.0

Street Side Lumens 2922.6 0.0 2922.6
% Fixture 50.0 0.0 50.0

Total Lumens 5845.2 0.0 5845.2
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 42.7 0.7
10°-20° 127.0 2.2
20°-30° 223.0 3.8
30°-40° 355.8 6.1
40°-50° 594.9 10.2
50°-60° 1018.1 17.4
60°-70° 1680.7 28.8
70°-80° 1610.9 27.6
80°-90° 192.1 3.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 5845.2 100.0
0°-180° 5845.2 100.0
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Peachtree City, GA 30269
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REPORT NUMBER: P672401
CATALOG NUMBER: CCP-SA-1D-740-U-5WQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 196.4 3.4
FM (30°-60°) 984.4 16.8
FH (60°-80°) 1645.8 28.2 G1/1800
FVH (80°-90°) 96.1 1.6 G1/100
BL (0°-30°) 196.4 3.4 B1/500
BM (30°-60°) 984.4 16.8 B1/1000
BH (60°-80°) 1645.8 28.2 B3/2500 G1/1800
BVH (80°-90°) 96.1 1.6 G1/100
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G1
Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 455.2 455.2 455.2 455.2 455.2 455.2 455.2 455.2 455.2 455.2 455.2
2.5° 452.3 452.3 453.5 453.9 453.5 453.1 452.7 452.3 453.5 453.1 453.5

5° 451.1 451.1 451.5 451.9 451.1 450.7 449.9 449.5 450.3 450.3 451.1
7.5° 447.8 447.4 447.8 448.2 447.0 446.6 445.4 445.4 445.4 445.0 445.8
10° 445.0 444.2 444.2 443.3 441.3 441.7 440.1 441.3 443.3 443.8 444.2

12.5° 446.2 445.4 444.6 442.5 439.7 440.1 439.7 440.9 443.8 445.4 446.6
15° 451.9 451.1 449.1 445.4 443.8 443.8 442.9 443.3 447.4 449.9 451.1

17.5° 458.0 456.4 452.7 450.3 448.6 449.9 447.0 446.6 449.9 453.5 454.8
20° 462.9 461.7 457.2 454.4 454.4 455.6 452.7 451.1 454.8 459.3 460.5

22.5° 471.5 470.7 466.2 463.3 463.3 463.7 462.1 460.9 465.0 469.4 470.7
25° 483.7 483.7 479.2 478.0 477.6 478.4 476.4 475.2 478.8 482.1 483.3

27.5° 498.0 496.8 493.1 492.3 493.9 496.8 493.1 489.8 492.7 495.6 496.0
30° 513.1 513.1 509.8 509.8 511.0 512.3 509.0 505.7 508.6 511.9 512.3

32.5° 534.3 533.1 531.8 532.3 531.8 530.2 528.6 528.2 530.6 532.7 533.5
35° 560.4 560.0 558.4 559.2 559.2 559.2 554.3 552.7 556.7 558.4 557.5

37.5° 600.8 600.4 596.3 593.8 591.0 589.8 583.6 583.2 593.0 597.9 597.1
40° 650.1 648.5 644.8 640.7 637.1 634.6 628.5 633.0 643.2 646.9 646.9

42.5° 704.0 701.9 697.8 695.8 693.4 690.9 682.8 684.8 697.0 700.7 696.6
45° 770.0 767.2 762.7 758.2 754.5 749.6 745.6 747.6 760.7 765.1 761.9

47.5° 840.2 839.4 835.7 832.0 828.8 825.5 820.2 823.9 835.3 834.5 828.0
50° 914.4 916.1 916.5 920.1 917.7 918.1 908.3 906.3 915.2 909.9 901.8

52.5° 994.4 996.8 1005.4 1012.7 1026.2 1027.8 1015.6 1002.5 1000.9 987.0 978.5
55° 1086.9 1086.5 1105.3 1125.7 1155.5 1164.8 1137.5 1113.1 1099.6 1072.7 1063.7

57.5° 1191.8 1190.5 1219.1 1255.0 1308.8 1332.1 1281.9 1235.4 1202.8 1170.6 1161.2
60° 1305.6 1308.4 1343.1 1401.4 1494.4 1526.6 1450.8 1373.7 1323.9 1281.9 1278.2

62.5° 1438.5 1438.9 1479.7 1558.8 1679.6 1731.4 1627.0 1522.5 1459.3 1413.2 1403.4
65° 1595.5 1598.4 1642.0 1722.0 1860.7 1924.7 1804.4 1677.1 1602.5 1540.1 1538.9

67.5° 1756.7 1755.0 1795.0 1879.8 2013.6 2072.7 1946.7 1804.8 1707.7 1629.8 1619.6
70° 1859.8 1868.8 1912.0 1993.2 2121.3 2178.8 2025.4 1854.1 1752.6 1681.2 1676.3

72.5° 1773.0 1789.7 1845.6 1980.2 2161.7 2229.8 2006.7 1803.1 1675.1 1603.3 1603.3
75° 1439.3 1467.1 1545.0 1752.2 2022.2 2140.0 1857.8 1578.0 1391.6 1314.9 1314.9

77.5° 876.9 903.4 1008.6 1261.5 1633.1 1784.0 1514.4 1188.5 972.7 878.9 866.7
80° 291.6 308.8 411.9 641.2 1002.5 1187.3 1014.8 675.0 435.6 332.0 330.4

82.5° 77.5 84.4 117.5 186.0 435.2 643.2 464.1 222.7 127.7 99.1 91.4
85° 26.9 29.0 49.8 62.0 110.5 212.9 129.3 80.8 62.0 37.5 35.1

87.5° 7.7 8.6 20.0 21.6 31.8 24.9 35.1 32.2 29.4 12.2 11.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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