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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P672475
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  04/16/2023
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  INVUE
Catalog Number:  CCP-SA-1A-850-U-5WQ

Description:   INVUE CLEAR CURVE POLE MOUNT LIGHT SQUARE LUMINAIRE @350mA w/ 5WQ
distribution lens

Light Source:   (16) 5000K CCT, 80 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  2502.1 lumens
Efficiency:  N/A

Efficacy:  139.0 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B2 - U0 - G1

Input Watts (W):  18
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672475
CATALOG NUMBER: CCP-SA-1A-850-U-5WQ

Based on 15 foot mounting height.  Maximum calculated value = 0.9 fc
Type V - Short - N/A
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CATALOG NUMBER: CCP-SA-1A-850-U-5WQ
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Peachtree City, GA 30269
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REPORT NUMBER: P672475
CATALOG NUMBER: CCP-SA-1A-850-U-5WQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 1251.1 0.0 1251.1
% Fixture 50.0 0.0 50.0

Street Side Lumens 1251.1 0.0 1251.1
% Fixture 50.0 0.0 50.0

Total Lumens 2502.1 0.0 2502.1
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 18.3 0.7
10°-20° 54.3 2.2
20°-30° 95.5 3.8
30°-40° 152.3 6.1
40°-50° 254.7 10.2
50°-60° 435.8 17.4
60°-70° 719.5 28.8
70°-80° 689.5 27.6
80°-90° 82.2 3.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 2502.1 100.0
0°-180° 2502.1 100.0
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Peachtree City, GA 30269
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REPORT NUMBER: P672475
CATALOG NUMBER: CCP-SA-1A-850-U-5WQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 84.1 3.4
FM (30°-60°) 421.4 16.8
FH (60°-80°) 704.5 28.2 G1/1800
FVH (80°-90°) 41.1 1.6 G1/100
BL (0°-30°) 84.1 3.4 B0/110
BM (30°-60°) 421.4 16.8 B1/1000
BH (60°-80°) 704.5 28.2 B2/1000 G1/1800
BVH (80°-90°) 41.1 1.6 G1/100
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G1
Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 194.8 194.8 194.8 194.8 194.8 194.8 194.8 194.8 194.8 194.8 194.8
2.5° 193.6 193.6 194.1 194.3 194.1 194.0 193.8 193.6 194.1 194.0 194.1

5° 193.1 193.1 193.3 193.4 193.1 192.9 192.6 192.4 192.7 192.7 193.1
7.5° 191.7 191.5 191.7 191.9 191.4 191.2 190.7 190.7 190.7 190.5 190.8
10° 190.5 190.1 190.1 189.8 188.9 189.1 188.4 188.9 189.8 190.0 190.1

12.5° 191.0 190.7 190.3 189.4 188.2 188.4 188.2 188.7 190.0 190.7 191.2
15° 193.4 193.1 192.2 190.7 190.0 190.0 189.6 189.8 191.5 192.6 193.1

17.5° 196.1 195.4 193.8 192.7 192.0 192.6 191.4 191.2 192.6 194.1 194.7
20° 198.2 197.6 195.7 194.5 194.5 195.0 193.8 193.1 194.7 196.6 197.1

22.5° 201.8 201.5 199.6 198.3 198.3 198.5 197.8 197.3 199.0 201.0 201.5
25° 207.1 207.1 205.1 204.6 204.4 204.8 203.9 203.4 205.0 206.4 206.9

27.5° 213.2 212.7 211.1 210.7 211.4 212.7 211.1 209.7 210.9 212.1 212.3
30° 219.6 219.6 218.2 218.2 218.8 219.3 217.9 216.5 217.7 219.1 219.3

32.5° 228.7 228.2 227.7 227.8 227.7 227.0 226.3 226.1 227.1 228.0 228.4
35° 239.9 239.7 239.0 239.4 239.4 239.4 237.3 236.6 238.3 239.0 238.7

37.5° 257.2 257.0 255.3 254.2 253.0 252.5 249.8 249.7 253.9 255.9 255.6
40° 278.3 277.6 276.0 274.3 272.7 271.7 269.0 271.0 275.3 276.9 276.9

42.5° 301.3 300.5 298.7 297.9 296.8 295.8 292.3 293.1 298.4 299.9 298.2
45° 329.6 328.4 326.5 324.6 323.0 320.9 319.2 320.0 325.6 327.5 326.1

47.5° 359.7 359.3 357.7 356.2 354.8 353.4 351.1 352.7 357.6 357.2 354.4
50° 391.4 392.1 392.3 393.9 392.8 393.0 388.8 387.9 391.8 389.5 386.0

52.5° 425.7 426.7 430.4 433.5 439.3 440.0 434.7 429.1 428.4 422.5 418.8
55° 465.3 465.1 473.1 481.9 494.6 498.6 486.9 476.5 470.7 459.2 455.3

57.5° 510.2 509.6 521.9 537.2 560.3 570.2 548.7 528.8 514.9 501.1 497.1
60° 558.9 560.1 574.9 599.9 639.7 653.5 621.0 588.0 566.7 548.7 547.2

62.5° 615.8 616.0 633.4 667.3 719.0 741.1 696.4 651.7 624.7 605.0 600.8
65° 683.0 684.2 702.9 737.1 796.5 823.9 772.4 717.9 686.0 659.3 658.7

67.5° 752.0 751.3 768.4 804.7 862.0 887.3 833.3 772.6 731.0 697.7 693.3
70° 796.1 800.0 818.5 853.2 908.0 932.7 867.0 793.7 750.2 719.7 717.6

72.5° 758.9 766.1 790.0 847.6 925.3 954.5 859.0 771.9 717.0 686.3 686.3
75° 616.1 628.0 661.3 750.0 865.6 916.1 795.3 675.5 595.7 562.9 562.9

77.5° 375.4 386.7 431.8 540.0 699.1 763.7 648.3 508.8 416.4 376.2 371.0
80° 124.8 132.2 176.3 274.5 429.1 508.2 434.4 288.9 186.5 142.1 141.4

82.5° 33.2 36.1 50.3 79.6 186.3 275.3 198.7 95.3 54.6 42.4 39.1
85° 11.5 12.4 21.3 26.5 47.3 91.1 55.3 34.6 26.5 16.1 15.0

87.5° 3.3 3.7 8.6 9.3 13.6 10.7 15.0 13.8 12.6 5.2 4.7
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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