
Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

(formerly Eaton)

Brand: INVUE

Report Number: P672481

Luminaire Tested: CCP-SA-2A-850-U-5WQ

Issue Date: 04/16/2023

Report Generated By 670245763

LM-79-08 Approved Method: Electrical and Photometric Measurements of Solid-

State Lighting Products

1 of 7



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P672481
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  04/16/2023
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  INVUE
Catalog Number:  CCP-SA-2A-850-U-5WQ

Description:   INVUE CLEAR CURVE POLE MOUNT LIGHT SQUARE LUMINAIRE @350mA w/ 5WQ
distribution lens

Light Source:   (32) 5000K CCT, 80 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  5004.2 lumens
Efficiency:  N/A

Efficacy:  138.2 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B3 - U0 - G1

Input Watts (W):  36.2
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269
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REPORT NUMBER: P672481
CATALOG NUMBER: CCP-SA-2A-850-U-5WQ

Based on 15 foot mounting height.  Maximum calculated value = 1.7 fc
Type V - Short - N/A
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REPORT NUMBER: P672481
CATALOG NUMBER: CCP-SA-2A-850-U-5WQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 2502.1 0.0 2502.1
% Fixture 50.0 0.0 50.0

Street Side Lumens 2502.1 0.0 2502.1
% Fixture 50.0 0.0 50.0

Total Lumens 5004.2 0.0 5004.2
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 36.6 0.7
10°-20° 108.7 2.2
20°-30° 190.9 3.8
30°-40° 304.6 6.1
40°-50° 509.3 10.2
50°-60° 871.6 17.4
60°-70° 1438.9 28.8
70°-80° 1379.1 27.6
80°-90° 164.5 3.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 5004.2 100.0
0°-180° 5004.2 100.0
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REPORT NUMBER: P672481
CATALOG NUMBER: CCP-SA-2A-850-U-5WQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 168.1 3.4
FM (30°-60°) 842.8 16.8
FH (60°-80°) 1409.0 28.2 G1/1800
FVH (80°-90°) 82.2 1.6 G1/100
BL (0°-30°) 168.1 3.4 B1/500
BM (30°-60°) 842.8 16.8 B1/1000
BH (60°-80°) 1409.0 28.2 B3/2500 G1/1800
BVH (80°-90°) 82.2 1.6 G1/100
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G1
Type V Short

0 lm

352 lm

704 lm

1,057 lm

1,409 lm

100°

90°

80°

60°

30°

0°

30°

60°

80°

90°

100°

FL

FM

FH

UL

UH

UL

BH

BM

BL

FVHBVH

FORWARD 
LIGHTBACKLIGHT

UPLIGHT

UH

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 7



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672481
CATALOG NUMBER: CCP-SA-2A-850-U-5WQ

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 389.7 389.7 389.7 389.7 389.7 389.7 389.7 389.7 389.7 389.7 389.7
2.5° 387.2 387.2 388.3 388.6 388.3 387.9 387.6 387.2 388.3 387.9 388.3

5° 386.2 386.2 386.5 386.9 386.2 385.8 385.1 384.8 385.5 385.5 386.2
7.5° 383.4 383.1 383.4 383.8 382.7 382.4 381.3 381.3 381.3 381.0 381.7
10° 381.0 380.3 380.3 379.6 377.8 378.2 376.8 377.8 379.6 379.9 380.3

12.5° 382.0 381.3 380.6 378.9 376.4 376.8 376.4 377.5 379.9 381.3 382.4
15° 386.9 386.2 384.4 381.3 379.9 379.9 379.2 379.6 383.1 385.1 386.2

17.5° 392.1 390.7 387.6 385.5 384.1 385.1 382.7 382.4 385.1 388.3 389.3
20° 396.3 395.3 391.4 389.0 389.0 390.0 387.6 386.2 389.3 393.2 394.2

22.5° 403.7 403.0 399.1 396.7 396.7 397.0 395.6 394.6 398.1 401.9 403.0
25° 414.1 414.1 410.3 409.2 408.9 409.6 407.8 406.8 409.9 412.7 413.8

27.5° 426.4 425.3 422.2 421.5 422.9 425.3 422.2 419.4 421.8 424.3 424.6
30° 439.3 439.3 436.5 436.5 437.5 438.6 435.8 433.0 435.4 438.2 438.6

32.5° 457.4 456.4 455.3 455.7 455.3 453.9 452.5 452.2 454.3 456.0 456.7
35° 479.8 479.4 478.0 478.7 478.7 478.7 474.5 473.1 476.6 478.0 477.3

37.5° 514.3 514.0 510.5 508.4 506.0 504.9 499.7 499.3 507.7 511.9 511.2
40° 556.6 555.2 552.1 548.6 545.4 543.3 538.1 541.9 550.7 553.8 553.8

42.5° 602.7 600.9 597.4 595.7 593.6 591.5 584.5 586.3 596.8 599.9 596.4
45° 659.3 656.8 653.0 649.1 646.0 641.8 638.3 640.0 651.2 655.1 652.3

47.5° 719.3 718.6 715.5 712.3 709.5 706.7 702.2 705.3 715.1 714.4 708.8
50° 782.9 784.3 784.6 787.8 785.7 786.0 777.6 775.9 783.6 779.0 772.0

52.5° 851.3 853.4 860.7 867.0 878.5 879.9 869.5 858.3 856.9 845.0 837.7
55° 930.6 930.2 946.3 963.7 989.2 997.3 973.9 952.9 941.4 918.3 910.7

57.5° 1020.3 1019.3 1043.7 1074.4 1120.5 1140.4 1097.5 1057.7 1029.7 1002.2 994.1
60° 1117.7 1120.2 1149.9 1199.8 1279.4 1307.0 1242.0 1176.0 1133.4 1097.5 1094.3

62.5° 1231.6 1231.9 1266.8 1334.6 1437.9 1482.3 1392.9 1303.5 1249.4 1209.9 1201.5
65° 1366.0 1368.4 1405.8 1474.2 1593.0 1647.8 1544.8 1435.8 1371.9 1318.5 1317.5

67.5° 1503.9 1502.5 1536.7 1609.4 1723.9 1774.5 1666.6 1545.1 1462.0 1395.3 1386.6
70° 1592.3 1599.9 1637.0 1706.4 1816.1 1865.3 1734.0 1587.4 1500.4 1439.3 1435.1

72.5° 1517.9 1532.2 1580.0 1695.3 1850.7 1909.0 1718.0 1543.7 1434.1 1372.6 1372.6
75° 1232.3 1256.0 1322.7 1500.1 1731.2 1832.2 1590.5 1351.0 1191.4 1125.8 1125.8

77.5° 750.7 773.4 863.5 1080.0 1398.1 1527.3 1296.5 1017.5 832.8 752.5 742.0
80° 249.7 264.3 352.7 548.9 858.3 1016.5 868.8 577.9 372.9 284.2 282.8

82.5° 66.3 72.3 100.6 159.2 372.6 550.7 397.4 190.7 109.3 84.9 78.2
85° 23.0 24.8 42.6 53.1 94.6 182.3 110.7 69.1 53.1 32.1 30.0

87.5° 6.6 7.3 17.1 18.5 27.2 21.3 30.0 27.6 25.1 10.5 9.4
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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