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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P672482
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  04/16/2023
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  INVUE
Catalog Number:  CCP-SA-2B-850-U-5WQ

Description:   INVUE CLEAR CURVE POLE MOUNT LIGHT SQUARE LUMINAIRE @450mA w/ 5WQ
distribution lens

Light Source:   (32) 5000K CCT, 80 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  6316.2 lumens
Efficiency:  N/A

Efficacy:  137.3 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')

IES Classification:  Type V - Short
BUG Rating:  B3 - U0 - G2

Input Watts (W):  46
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672482
CATALOG NUMBER: CCP-SA-2B-850-U-5WQ

Based on 15 foot mounting height.  Maximum calculated value = 2.2 fc
Type V - Short - N/A
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Peachtree City, GA 30269
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REPORT NUMBER: P672482
CATALOG NUMBER: CCP-SA-2B-850-U-5WQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 3158.1 0.0 3158.1
% Fixture 50.0 0.0 50.0

Street Side Lumens 3158.1 0.0 3158.1
% Fixture 50.0 0.0 50.0

Total Lumens 6316.2 0.0 6316.2
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 46.2 0.7
10°-20° 137.2 2.2
20°-30° 241.0 3.8
30°-40° 384.5 6.1
40°-50° 642.9 10.2
50°-60° 1100.1 17.4
60°-70° 1816.1 28.8
70°-80° 1740.7 27.6
80°-90° 207.6 3.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 6316.2 100.0
0°-180° 6316.2 100.0

50.3%

49.9%

0

0.1

0.2

0.3

0.4

0.5

0.6

0 1 2 3 4 5

Street Width in Units of Mounting Height

Coefficient of Utilization

HS SS

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 7



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P672482
CATALOG NUMBER: CCP-SA-2B-850-U-5WQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 212.2 3.4
FM (30°-60°) 1063.7 16.8
FH (60°-80°) 1778.4 28.2 G1/1800
FVH (80°-90°) 103.8 1.6 G2/225
BL (0°-30°) 212.2 3.4 B1/500
BM (30°-60°) 1063.7 16.8 B2/2500
BH (60°-80°) 1778.4 28.2 B3/2500 G1/1800
BVH (80°-90°) 103.8 1.6 G2/225
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G2
Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 491.9 491.9 491.9 491.9 491.9 491.9 491.9 491.9 491.9 491.9 491.9
2.5° 488.8 488.8 490.1 490.5 490.1 489.7 489.2 488.8 490.1 489.7 490.1

5° 487.4 487.4 487.9 488.3 487.4 487.0 486.1 485.7 486.6 486.6 487.4
7.5° 483.9 483.5 483.9 484.4 483.0 482.6 481.3 481.3 481.3 480.8 481.7
10° 480.8 480.0 480.0 479.1 476.9 477.3 475.5 476.9 479.1 479.5 480.0

12.5° 482.2 481.3 480.4 478.2 475.1 475.5 475.1 476.4 479.5 481.3 482.6
15° 488.3 487.4 485.2 481.3 479.5 479.5 478.6 479.1 483.5 486.1 487.4

17.5° 494.9 493.2 489.2 486.6 484.8 486.1 483.0 482.6 486.1 490.1 491.4
20° 500.2 498.9 494.1 491.0 491.0 492.3 489.2 487.4 491.4 496.3 497.6

22.5° 509.5 508.6 503.8 500.7 500.7 501.1 499.3 498.0 502.4 507.3 508.6
25° 522.7 522.7 517.9 516.5 516.1 517.0 514.8 513.5 517.4 520.9 522.3

27.5° 538.1 536.8 532.8 532.0 533.7 536.8 532.8 529.3 532.4 535.5 535.9
30° 554.4 554.4 550.9 550.9 552.2 553.6 550.0 546.5 549.6 553.1 553.6

32.5° 577.4 576.0 574.7 575.2 574.7 573.0 571.2 570.7 573.4 575.6 576.5
35° 605.6 605.1 603.4 604.2 604.2 604.2 599.0 597.2 601.6 603.4 602.5

37.5° 649.2 648.8 644.3 641.7 638.6 637.3 630.7 630.2 640.8 646.1 645.2
40° 702.5 700.8 696.8 692.4 688.4 685.8 679.2 684.0 695.0 699.0 699.0

42.5° 760.7 758.5 754.1 751.9 749.2 746.6 737.8 740.0 753.2 757.2 752.8
45° 832.1 829.0 824.2 819.3 815.4 810.1 805.7 807.9 822.0 826.8 823.3

47.5° 907.9 907.0 903.1 899.1 895.6 892.0 886.3 890.3 902.6 901.7 894.7
50° 988.1 989.9 990.3 994.3 991.6 992.1 981.5 979.3 989.0 983.3 974.5

52.5° 1074.5 1077.1 1086.4 1094.3 1108.9 1110.6 1097.4 1083.3 1081.6 1066.6 1057.3
55° 1174.5 1174.1 1194.4 1216.4 1248.6 1258.7 1229.2 1202.8 1188.2 1159.1 1149.4

57.5° 1287.8 1286.5 1317.3 1356.1 1414.3 1439.4 1385.2 1335.0 1299.7 1264.9 1254.8
60° 1410.8 1413.9 1451.3 1514.4 1614.8 1649.7 1567.7 1484.4 1430.6 1385.2 1381.3

62.5° 1554.5 1554.9 1599.0 1684.5 1814.9 1870.9 1758.1 1645.2 1576.9 1527.1 1516.6
65° 1724.1 1727.2 1774.4 1860.8 2010.6 2079.8 1949.8 1812.3 1731.6 1664.2 1662.9

67.5° 1898.2 1896.5 1939.7 2031.3 2175.9 2239.8 2103.6 1950.2 1845.3 1761.2 1750.1
70° 2009.7 2019.4 2066.1 2153.9 2292.2 2354.4 2188.7 2003.6 1893.8 1816.7 1811.4

72.5° 1915.9 1933.9 1994.3 2139.7 2335.9 2409.5 2168.4 1948.5 1810.1 1732.5 1732.5
75° 1555.3 1585.3 1669.5 1893.4 2185.1 2312.5 2007.5 1705.2 1503.8 1420.9 1420.9

77.5° 947.6 976.2 1089.9 1363.2 1764.7 1927.8 1636.4 1284.3 1051.1 949.8 936.6
80° 315.1 333.6 445.1 692.8 1083.3 1283.0 1096.5 729.4 470.7 358.8 357.0

82.5° 83.7 91.2 126.9 201.0 470.3 695.0 501.6 240.6 137.9 107.1 98.7
85° 29.1 31.3 53.8 67.0 119.4 230.1 139.7 87.3 67.0 40.5 37.9

87.5° 8.4 9.3 21.6 23.4 34.4 26.9 37.9 34.8 31.7 13.2 11.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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